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Phase III Overview

Chapter One
Phase III Overview

1.1 SUMMARY

This is Volume I (of II) of the Phase Three report of the Office of Aviation Medicine research program
on Human Factors in Aviation Maintenance and Inspection. The research program has matured since it
began in 1989. Figure 1.1 shows that the research program has fully transitioned to the final stages of
Implementation/Evaluation. The government and the aviation industry have begun to embrace a~d adopt
the products of the research program. These products and research results are described herein.

The success of this research and
development program is founded on -
the principle that "good science" must An Ongoing Research &
be the basis for "good practice.” | Development Program
However, basic scientific research |

must not be confined to the laboratory — — ‘
g ] tigat blem Daefinit
- end users must be invclved in all [ _Invastigation/Problem Datinition J2 ]

stages of the research. This research ‘

attributes its success to the active | Prototypes/Demonstirations fa——
participation of end users. Those | I

participants include the FAA Flight § ] implamentation / Evaluation —
Standards Service; industry §

consortiums like the US. and | J

International Air Transport { Industry Adoption of I
Association and the Aviation Research Products

Technician Education Council; |
individual airlines like Delta, |}
Continental, USAir, Northwest, Figure 1.1
United, and others; and labor
representatives like the International Association of Machinists. Under such guidance the various members

of the research team have been able to develop, implement, and evaluate human-centered maintenance
performance enhancernents.

The Research Program

Each chapter contained in this volume addresses an aspect of performance enhancement. The research
program recognizes that outputs must have a focus on safety and on cost contiol. QOur curmrent air
transportation system is safe and all trends show increasing reliability and safety. The safety must
continue in concert with cost control. Cost control means working smarter, reducing errors, reducing flight
delays or cancellations, and generally improving the overall efficiency and effectiveness of the human in
the total aviation maintenance system.

1.2  ANAIRLINE EVALUATION OF ADVANCED TECHNOLOGY TRAINING (Chapter Two)

During Phase 1 and II of the Aviation Medicine Human Factors in Aviation Mainienance and Inspection
research program, training was a key research topic. A key product of the initial phases was advanced
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technolcgy computer-based training for technicians. The focus of training is the Boeing 767-300
environinenta! control system (ECS). The training system includes an operational simulation of the ECS
and a robust method of tracking student performance and providing advice and feedback.

This third phase of the rescarch had the goal of evaluating the instructional effectiveness in an airline
training setting. A formal evaluation was conducted comparing individualized student computer-based
training (CBT) versus instructor-lead CBT. Results of the experiment are reported in this section. The
results should be helpful o training personnel as they make decisions regarding the best application of
instructional technology.

1.3 IMPROVING PERFORMANCE WITH BETTER INFORMATION CONTROL (Chupter
Three)

The Performance ENhancement System (PENS) is being designed for the 2600 Aviation Safety Inspectors
(ASIs) of the FAA Flight Standard Service. PENS capitalizes on advanced technology seftware and
hardware to improve the collection, storage, analysis, and distibution of field data. Chapter Three
describes the requirements analysis, early design and evaluation of a variety of hand held portable
computer sysiems.

1.4 PERFORMANCE IN INSPECTION TASKS (Chapter Four)

Aviation maintenance requires the highest quality assurance. Thus, continuing inspection is a critical
component of quality. This chapter describes an example of the laboratory research underway to identify
characteristics of personnel best suited to inspection-oriented jobs.

The chapter reviews over twenty-five years of Department of Defense literature related to personnel and
inspection.

1.5 ERGONOMIC FACTORS AFFECTING POSTURE AND FATIGUE (Chapter Five)

Aviation maintenance tasks require the technician to bend over, squat, and perform a variety of anatomical
contortions. Such forced changes in posture iead to fatigue, back and limb soreness, and perhaps, error.
This chapter, first, reviews the research literature related to such topics as the following: restrictive space
factors, strezs, and fatigue. Second, the chapter presents a plan 1o identify aviation maintenance tasks that
are likely ¢o force unnatural posture and, thus, increase the likelihood of fatigue and resultant emor.
Ultimately this research will prescribe a program to identify maintenance tasks where posture demands
are beyond that at which a human can perform safe and reliabie work performance. The research will
offer ways to improve human performance under such conditions.

1.6 AN EVALUATION OF THE AIRCRAFT MAINTENANCE VISUAL ENVIRONMENT
(Chapter Six)

Visual inspection accounts for 90% of all inspection activity. Therefore there is a high value in research
that will improve the inspection visual environment. This study used a visual environment evaluation at
the facilities of an airline partner 0 develop a general methodology for recommending the correct
equipment. Ambient illumination must be supplemenied by both portable area lighting and personal light

2
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sources to achieve the necessary illumination levels. The importance of a glare-free visual environment
that makes use of surface reflectance is stressed. The developed methodology used task analysis data,
lighting evaluations, input from inspectors and t..e evaluation of light sources to specify better e/, nipment
and visual surroundings.

1.7 A REDESIGN OF MAINTENANCE WORK CONTROL CARDS (Chapter Seven}

Aircraft maintenance and inspection is often driven by workcards. They present a detailed and organized
ordering of the subtasks necessary to complete a job. This chapter describes an effort to improve the
method in which workcards are designed and presented to the aviation maintenance technician.

As part of this project new workcards were designed for A-check and C-check on DC-9 aircraft. The
results of an airline evaluation are reported. Not only does this chapter propose specific design solutions,
but it aiso provides a highly generic methodology for design of quality technical documentation, both
writien and digital.

1.8 TRAINING FOR VISUAL INSPECTION (Chapter Eight)

During previous phases of the research a computer-based simulation was built for laboratory research on
training for visual inspection. This chapter summarizes the resuits of laboratory experiments and offets
concrete examples of the necessary components of a training program for visual inspection.

This chapter reports on the status of visual inspection in airlines, aircraft manufacturers, and other non-
aviation maintenance environments. The chapter describes training alternatives such as part-task, whole-
task, adaptive, active, on-the-job, and computer-based training for visual inspection. The chapter also
describes training and inspection feedback that is likely to improve technician performance in visual
inspection. ’

1.9 CONTINUING RESEARCH

Phase IiI, Volume II will be published about four months after this volume. The next volume will place
increasing importance on the measurable impact of the research on human performance enhancement. The
aviation industry is struggling through increasingly difficult financial hardships. Research programs must
continue to improve the "bottom line” by providing procedures and products that improve maintenance
efficieacy. That will remain a highest priority of this program.
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Chapter Two
Resuits of the Environmental Control System Tutor Experiment

20 INTRODUCTION

'This study investigates the effect of presentation methods on computer-based training effectiveness. The
experiment was conducted at the technical operations training center of a major airline in the Fall of 1992.
Subjects used the Environmental Control System Tutor with both instructor-led and individual-use teaching
methods. The experiment found no significant difference in overall performance between the two groups,
although the instructor-led group did perform slightly better on the part identification section of the
examination. Also, the experiment found no significant difference in the preference of the presentation
method between the two groups. This report also covers shortcomings in the design of the experiment.

2.1 PURPOSES OF THE EXPERIMENT

The study had two motivations: verification of the ~ffectiveness of the tutor and comparison of computer-
based training (CBT) methods, First, we wanted to ensure that the use of the Environmental Control
System (ECS) Tutor will improve the students’ performance in diagnostic tasks. We have already
conducted several informal usability studies that looked 2t the compatibility and understandability of the
tator as described in Pearce (1992), and felt it necessary to perform a formal effectiveness study of the
tutor for final evaluation. By comparing the performance of technicians who have used the tutor with the
performance of subjects who have been taught with traditional methods, we were able to get a better idea
of the strengths and weaknesses of the ECS Tutor. In addition to testing, we also collected data on the
opinions of the subject concerning the tutor, to see if there are problems with the design or implementation
of the tutor.

Second, we wanted to compare the effectiveness of presentation methods for CBT systems. The two top-
level classifications for presenting CBT systems are the instructor-led and individual-use methods. The
instructor-led method is the traditional mode of teaching, in which the teacher controls the presentation
of material. In the individual-use method, each student controls his or her own iearning process. Several
studies have compared the efficiency of these two methods for general instruction (Charney and Reder,
1986; Czaja et al., 1986), but no studies could be found that have compared these methods for teaching
troubleshooting. The information obtained from these results will help to determine specific components
of CBT systems that improve student performance. The data from this study will also be useful in the
evaluation of the cost effectiveness of compater-based training systems.

22 ENVIRONMENTAL CONTROL SYSTEM OVERVIEW

The ECS, found in all modem airliners, controls the pressure and temperature of air in the airplane. The
ECS of the airliner that the tutor simulates consists of three contro! and display panels in the cockpit,
several electronics modules in the avionics bay, the distribution system, and the two cooling packs located
in the fuselage. The ECS is a very complex system and consists of electrical, mechanical, and air flow
subsystems that interact to provide the cool, pressurized air. It was chosen for the training domain of the
tutor because the ECS is fairly common across airliner types, and therefore the training could be
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generalized across airliner types. Built-in test equipment (BITE) of modern airiiners makes the job of the
technician easier, since it tests some components with the push of a button. Not all components are tested
by the BITE, so the technician must know when and how to use external lest equipment 1o isolate
malfunctions.

2.2.1 The Flightline Technician

The flightline technician must quickly diagnose and repair malfunctions on the aircraft on which they are
certified to work. Technicians must know about the systems of several different types and models of
aircraft. Their task is time constrained, since most flights have about 40 minutes on the ground between
landing acd takeoff. Also, some repairs take more than 40 minutes, and the technician must find these
faults quickly to minimize delays in the flight schedules.

It is standard procedure for the flightline mechanic to use the Fauit Isolation Manual (FIM), which is a
logic tree used to diagnose malfunctions. The technician follows the branches of the FIM based on the
outcomes of tests and inspections. The FIM specifies a "minimal path” of actions to repair a failure, from
the high-level description of the malfunction to the malfunctioning component. In some cases, it is
possible to diagnose malfunctions with a single test (for example, by looking for abnormal temperatures
in the airflow path), so in practice the FIM is not always used.

2.2.2 Overview of ECS Tuter

The ECS Tutor is a computer-based e ety T
waiming (CBT) systom ot toains B [ B 767-300 ECS Systems Overview
aircraft technicians to diagnose and " :
repair malfunctions of the ECS of the
Boeing 767 (Figure 2.1). The wtor
contains a deep simulation model of
the ECS, which allows the vser to see
the consequences of his actions on the
system down to the sensor level. The
user can change switch settings to
observe the values of various system
parameters. The tutor is also highly
graphical, allowing for direct
manipulation of ECS components, and
contains  realistic pictures and
animations of system components and
schematics.

{| ==

&
i

Figure 2.1 A Sample Screen from the ECS Tutor
The-tutor allows four types of actions

on the components of the ECS: operate, inspect, test, and replace. The first is to operate the ECS
equipment. For example, the student can change switch settings of the cockpit control panels. The second
action is to inspect a component; this action includes reading of display values on control equipment oz
looking for visible failures in pack components. The next action, zest, differs from inspection in that the
technician has to perform some type of action, usuaily operating some internal or external test equipment,
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rather than just observing a component. One exampie of this activity is when the technician tests the pack
controller by operating the BITE. The last action, replace, allows the user to swap out line replaceable
units (LRU’s) with working components.

23 METHOD

The experiment was designed to measure differences in performance between students taught to
troubleshoot using a "traditional” instructor-led training method and an individual-use training method.
Because the participating airline does not give a formal course that explicitly teaches troubleshooting
skills, we had io design a short instructor-led CBT session based on traditional teaching methods. To
standardize the information that was being presented in both groups, the instructor for the instractor-led
group presented the same version of the tutor that was used by the subjects in the individual-use group.
The only difference between the two groups was in the method of presentation; the individual-use group
interacted directly with the wtor, while the instructor-led group had this information presented by an
instructor. Thus any differences in performance could be atiributed to the method of presentation, rather
than any differences in content.

23.1 Subjects

The subjects participating in the experiment consisted of 10 ground training instructors and 10 flightline
technicians. All of the subjects had some level of general knowledge of the operation of ECS, from either
troubleshocting experience or courses on the ECS’s of other aircraft. None of the subjects had worked
on the Boeing 767 ECS. Instructor experience ranged from two 10 19 years as instructors, while all of
the flightline technicians had less than two years experience as aircraft techmicians, Subjects were
randomly assigned to one of the experimental groups, with half the instructors and half the technicians
going to each experimental group.

2.3.2 Procedure

The experiment was divided into three phases: introductory lesson, tutor usage, and testing (shown in
Figure 2.2). All of the subjects participated in an iniroductory lesson on the basic operating principles
of the B-767 ECS. This course, developed by an instructor of the technical operations training departmerit
of the participating airline, covered the general operation of the B-767 ECS, modes of operation of the
ECS, and the functions of the sensors, valves, and electronics that control ECS operation.  All subjects
went through this one-hour course before participating in the tutor usage portion of the experiments.

After this one-hour course came the tutor usage phase, in which the students were spiit into the two groups
("instructor-led” and "individual-use™) for the 2 1/2 hours troubleshooting training course. Each member
of the individual-use group used the ECS Tutor individually o solve as many problems in the tutor as
possible in the allotted time. The students used the tutor on the participating airline’s training computers.
The instructor-led group was given a stand-up lecture on ECS troubleshooting, with the instructor using
the ECS Tutor as an instructional aid. This tutor usage phasc was stopped for both groups when the
instructor finished all ten problems in the tutor. Thus the time of instruction was the same for both
groups, except for the three subjects in the individual-use group who finished carly.
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233 Data

After the instructor-led group had
finished all 10 troubleshooting
pioblems in the tutor, both groups
were given a short examination that
measured troubleshooting skills. This
one-hour examination, developed by
an instructor at the participating
airline, was designed to measure a
varicty of skills. Most of the
questions were muitiple choice, with
some fill-in-the-blank questions.
Questions were divided into four
sections, and data was collested on
completion times for each of these
sections (the questions are described in the "Results" section). During the examination the subjects could
use a diagram of the ECS and the fanlt isolation manual to help them solve all the problems.

Ttte exam also contained a poil with questions about the user’s satisfaction level with the tutor. We also
administered a background poll to determine the distribution of skill Ievels for computer use and ECS
maintenance. After the subjects finished the exasnination and polls, they were asked to write about any
impressions or observations concerning the tutor.

24  RESULTS

This section is divided into an Examination results section, covering the analysis of the data from the tutor
examination, the Examination comments section, which describes the results of the noll, and the Wrirten
comments section, covering the written comments concerring the tutor.

2.4.1 Examination Results

The examination contained 23 questions, divided into four question types: components, procedures,
systems, and troubleshooting. Component questions measured knowledge of the parts of the ECS. The
procedure questions measured knowledge of the procedures necessary to diagnose the ECS. Sysiems
. .uestions addressed the various control systems and their relationships. The largest part of the examination
was the malfunction section, which tested knowledge of troubleshooting performance or the B-767 ECS.
Scores on the questions were weighted by difficuity; for example the troubleshooting questions counted
about twice as much as the component questions, because they were more difficult and time consuming.

The only significant difference between the group’s scores was in the component section. These questions
dealt with the ECS on a component level; for example these questions concerned the functior of the parts,
connections to other parts, or behavior of a specific part. There were two main reasons for the supesior
performance of the instructor-led group in the component-related questions. First, since the ECS Tutor
does not explicitly teach the user about the ECS at the component level, the individual-use subjects were
disadvantaged when it came to learning about the parts of the system. Second, students in the instructor-
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led group could ask the instructor to explain the finer points of the operation of the ECS, and the
instructor would often answer questions by describing the behavior of one of the components. On the
other hand, students in the individual-use group could ask the tutor about a component by clicking on one
of the "Help" buttons, but dialog with a computer is not always as robust or meaningful as that with an
instructor, This result, along with several of the written comments, points out the importance of giving
adequate background information before attempting to teach troubleshooting. This background information
could be taught with the computer, although in many cases it may be more effective and efficient for an
instructor to teach this material.

The examination data showed no significant difference between the two groups in the time to complete
tbe examination or in the weighted overall examination scores, as shown in Table 2.1. This is shown
graphically in Figure 2.3, which is a "box and whiskers" plot of the median (line in the box), the first
standard deviation (the box), and the second standard deviation (ends of the whiskers) for the overall
scores of the two groups. Alsy, there was no significant difference in performance on the procedures,
systems, and troubleshooting seciions of the examination. There was 2also no significant difference in the
average time that it took to complete the examination, Figure 2.5 in the Appendix A shows the score
distributions of the two groups for the four examination sections.

Table 2.1 Summary of Test Statistics

Instructor-led Individual-use

j Time to complete test 31 min. 32 min.

| Average component (A) score 80.0% 46.7%

§ Average procedure (B) score 73.3% 63.3%
Average system (C) score 63.4% 54.8%
| Average troubleshooting (D) score 71.3% 76.6%

| Average overall score

2.4.2 Examination Resuits

The examination contained 17 questions about various aspects of the tutor. Questions were of two types:
general questions dealing with the usability and general behavior of the tutor, and questions about several
features of the tutor. Subjects were asked to rate their agreement with each statement, using the scale
"agree strongly,” "agree,” "no opinion,"” "disagree,” and "disagree strongly.” The questions were equally
mixed between positively and negatively phrased sentences. Figure 2.6 in the Appendix A shows the
distributic.z of responses for the subjects in the individual-use group.

Overall, satisfaction with the tutor was high. Some subjects in the individual-use group thought that the
tutor behaved in unexpected ways. Ongoing usability studies are being used to locate the source of this
problem. Also, fine-tuning of the context-semsitive help will improve the system’s ability to offer
guidance to the user at the appropriate time. There were no strong negative responses 10 the overall
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design of the tutor or to specific
features, zithough the responses to
several questions indicated that the
wording of error messages could be
improved.

A comparison between the two groups
showed no significant difference in
satisfaction with the tutor. ‘This
comparison was done by removing all
examination questions that were not
refevant to satisfaction or were not
relevant to both user groups. The
negatively-phrased Questions were
then inverted, and then the responses §

for each question were sorted by | 0
value, with “one" being the highest
level of agreement and satisfaction,

and "five" being the lowest. The % L
distributions for the two groups are : Instructor
shown in Figure 24. The two |

distributions are almost identical,
indicating that preference for the tutor ‘Overall Test

was independent of the method of Individual-use (B) Groups

presentation. This seems to indicate

that the positive features of instructor-

led instruction (for example, natural instructor-student dialog) were baianced by the positive features of
individual-use instruction (for exampie, full control over instructionai rate).

2.43 Written Comments

The examination asked the subjecis to wiite down any specific problems that they had with the tutor, and
about their general opinion of the tutor. Only four subjects (of twenty total) responded to this section,
all of whom were in the individual-use group. Table 2.2 shows all of the writiea comments from the
examination.

2.4.3.1 Hardware and Software Bugs

The written responses indicated several different problems that subjecis had with the tutor and the training
program. On the first level were problems with the computer hardware. Since there was not enough time
to allow the students to calibrate their own touchscreens, the touchscreens were calibrated by one of the
evaluators. But individual differences in height, handedness, and hand-eye coordination were significant
enough to cause problems for some subjects. Since not all user’s actions are confirmed, some errors in
screen touching were attributed t0 logic errors by the tutor. There was no way to correct these problems
during the experiment, and several users became imritaied at being "falsely accused” of making mistakes.
Simélarly, the tutor would unpredictably crash on two of the training computers, and the subjects would
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have to start again from the
begirning., Thus some individual-use
subjects paid more attention to the
mechanics of using the tutor, rather
than focusing on the content of the
tutor. This software problem was
found after the experiment and has
been fixed.

Figure 2.4 Tutor Preferences of the Two Groups,
Measured by Poll Responses

Table 2.2 Written Responses to Poll

Subject B-49:
This training without an instructor is close fo ussless; it should only be used to enhance the ciass.

Subject B-50: -
ECS Tutor is very affective, but takes time to get relaxed with. For someone with a kot of computer |}
I background the ECS Tutor wouid help a great deal.

| Subject B-55:

| 1) Arrow was not always accurate; touch screen was not aligned correctly
2) No chance to comect yourself if computer made wrong selection, because of poor alignment!
3) Twice system locked up - may be Delta’s computer net program - and made student go to
beginning of iesson and the time and mistakes shown at end of lesson were unrealistic

| Was very interesting thanks.

| Subject B-56:
| found it frustrating when | tried to get back to a problem to see how it was written. The backup
selaction would only take me one screen back but not any further. {
b 1 did not fike the CBT simply because i did not answer my questions, only gave me information that @
'_ ihe program thought | needed. '

2.4.3.2 Response Time

Another problem some subjects had with the tutor was the long lag between the time that the students
performed an action and the time that the tutor responded to that action. The computers used for
development were two to three times as fast as those used for the experiment, and the lag was not
significant on the development computers. The lag was much more noticeable on the computers used in
the experiment. The subjects would sometimes repeat an action several times if there was not feedback
showing that the computer was processing their input. As a result, user actions were applied to subsequent
displays, which led to unwanted behaviors in the tutor,

i1
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2.4.3.3 Navigation

Some subjects were also uncomfortable with the behavior of navigation between screens. For example,
the version of the tutor that was used in the experiment had a "back” button that allowed the user to toggle
back and forth between the previous two screens. In designing the tutor we thought that this would be
as much as the user would need, and went with this simple design. But the users expected that the button
would cause the tutor 10 keep going back to previous screens until they arrived at the starting screen.
There were several times when it would be faster to have the button wotk in the expected way, and some
users became frustrated when it did not work the way they wanted. Earlier testing did not indicate that
this was a problem; only in a classroom setting did it tend to confuse the users.

2.4.3.4 Time Consiraints

Probably the largest source of frustration was the limited information that the subjects had about the ECS.
In the standard two-week training course that technicians must take before being certified on a plane type,
about five hours are spent on the ECS. But because of time limits, only one hour was spent on this
background material. Thus there were many uncertainties about the ECS, which led to frustration when
trying to use the tutor. In refrospect, more time should have been spent on the introductory part of the
experiment.

These results show that it is important that the subjects have all the necessary background inforination.
Students that lack the prerequisite knowledge will have trouble in leaming complex reasoning tasks such
as troubleshooting. Also, having robust, usable tutoring software that has been thoroughly tested on the
target platform is important. Software that is frustrating to use will not have the full impact of usable
software.

244 Caveats

Although we did our best to ensure that the ECS Tutor experiment was a valid experiment, there were
several problems with the design of the study. These problems are quite comumon in the design and
execution of training evaluations (Goldstein 1987). The problems that we experienced were not a result
of poor planning, but had more to do with constrained resources. These problems need to be considered
when drawing conclusions from this study. The problems have to do with sample size, experience level
of the subjects, and the testing of troubleshooting skills, and are described below.

2.44.1 Subject Group Sample Size

It is difficult to draw hard conclusions from subject groups that are smaller than 40 persons. Individual
differernces play an important role when population sizes are smali, as they were in this experiment. Most
of the results were not statistically significant, but this could be from indiv.dual differences between the
twp groups, and noi because of inherent differences in the efficiency of the teaching methods. Future
studies should use larger subject groups. '
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2.44.2 Experience Level of Subjects

Ancther problem had to do with the experience levels of the subjects. Of the twenty subjects, ten were
experienced instructors with between two and 19 years experience, and the other ter participants were
flightline technicians with less than two years experience. This should be compared with the two goals
of the ECS Tutor: to teach general troubleshooting skills, and 0 teach specific knowledge to troubieshoot
the B-767 ECS. The first goal, teaching general skills, is the most important of the two, as general skills
can transfer across instances of airliner troubleshooting, and across airliner types. Clearly, the participants
in the experiment already had strong troubleshooting skiils, although they did not have specific knowledge
of the B-767 ECS. Because of the mismatch between the intended users and the actual users of the futor
in this study, it would be very unlikely for any teaching method to cause a measurabie difference in
performance, since most of the subjects were already fairly knowledgeable about troubleshooting.

2.44.3 Testing Troubleshooting Skills

The ast problem has to do with the difficulty of testing troubleshocting skills. Because troubleshooting
requires a combination of several types of skills and knowledge, tests that attempt to measure
troubleshooting skiils should also measure a variety of skills. It is also difficuit to design an examination
to measure this knowledge "out of coniext,” becanse performance on the job may be very different from
performance in the classroom. In an ideal experiment, the subjects would have been tesied on reai
equipment and evaluaied by a panel of experts, bui this was not possible. Future examinations should
attempt a more realistic task for measuring troubleshooting skills, even if the testing must be done on

paper.
25 CONCLUSION

The experiment found no significant difference between the troubleshooting performance of subjects that
used the tutor ir instructor-led and individual-use modes. An analysis of the performance on the four
question types (components, procedures, systems, and malfunctions) also found no statistically significant
difference. An analysis of user satisfaction with the tutor found no difference between the iwo groups.
Possible problems with the significance of these results are small population size, experience levels of the
subjects, and difficulty of testing troubleshooting skills.

This experiment also led to several important points to be considered in designing CBT courses and CBT
evaluations. First, the subjects should have all the necessary background information, since students who
lack the prerequisite knowledge will have trouble in learning complex reasoning tasks. Also, having
robust, usable tutoring software that has been thoroughly tested on the target platform is important.
Difficult software that is frustrating to use will not have the full impact of usable software. Third, because
individual differences play an important role when population sizes are small, studies should use larger
subject groups with at least 40 subjects.
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Chapter Two
Appendix A

Scores for T Section A

Scores for TSection D '

Figure 2.5 Disibution of scores for examination sections A, B, C, and D. These "oox and
whiskers” show the median (line in the box), the first standard deviation (the box), and
the second standard deviation (ends of the whiskers) for the section scores of the two
groups. Group A was instructor-led and Group B was in_lvidual-use.
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Chapter Two
Appendix B
Evaluation #

ECS Tutor Evaluation

This cvaluation will measure your knowledge of the B-767 ECS and of troubleshooting procedures.
Thz evaluation is to be givea after you have seen the ECS Tautor, and is divided into background and
froubleshooting questions. The background questions will measure your knowledge of the various
component, systems, and procedures related to the ECS. The troubleshooting questions measure your
ability to diagnose malfunctions of the ECS.

Most of the questions are multiple choice; simply circle the letter in front of that answer you think is
correct. If you need more room for the "short answer” questions, continue on the back of that page,
but the answers should not be very long.

You may use the materials from the introductory section of the evaluation (the pack diagram,
equipment Jrawings, and FIM), including any notes you took.

For each of the sections, you should write the times that you begin and end that section; an area is
provided. You should not rush to finish the evaluation; correctness is more important than time.

The last two pages of this package are forms that ask your opinion of the tutor and about your
experience with ECSs. Please take the time 1o fill these out, as they will influence the changes that are
made to the tutor,

NOTE: This is not a test! This results of this evaluation are confidential and will not be used to

evaluate you. You should not sign your name to this evaluation. The study is designed to evaluate the
ECS Tutor, and not the people taking this evaluation.
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A, Components

These questions will evaiuate your knowledge of the parts of the B-767 ECS. These questions are ali
muitipie choice; just circle the cotrect answer.

Start Time:

1. The function of the Primary Heat Exchanger is to0:
A. limit flow of bleed air into the pack.
B. cool the air before it enters the compressor.

C. cool bleed air coming out of the compressor before it enters the comdenser.
D. none of the above.

2. The low limii valve:
A. receives differential pressure to command the valve.

B. can receive an electrical command from the standby pack controller to command
the valve.

C. can receive an electrical command from the pack temperatire controller o
command the valve.
D. all of the above.

3. When performing a pack temperature controlier BITE, the pack sensor is faplted. Where is the
sensor located?

A. In the ceiling of the cabin

B. Between the primary water exiractor angd the wrbine,
C. Near the flow conirol valve,
D. Downstream of the tarbine,

Finish Time:
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B. Procedures

The questions in this section will measure your knowledge of the procedures necessary to diagnose the
B-767 ECS. You will be given a task, and must describe the steps to perform the task. For the "short
answer" questions, please include an explanation.

Start Time:

4. On the pack temperature controller, if you press the PRESS TEST switch and the GO light does not
illuminate, you should:

A. replace the components with the lights illuminated

B. press the VERIFY swiich to reset the controller.

C. replace the controiler.

D. replace the faulty lamp,

5. A B-767 has a problem with the ECS system. Using the FIM and fault code 21-51-19, go to the

appropriate chart to find the fault. Starting at block #1 answer YES. The next block would be
answered NO. What is the problem?

6. A B-767 has a problem with the ECS system. Using the FIM, find the comrect fault code. On the
overhead panel with the pack selector switch in "AUTO,” the "INOP" light on the reset switch is
illuminated. When STBY was selected the light extinguished. What is the fault code for this problem?

Finish Time:
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C. Systems .
This section will measure your knowledge of the various systems and the relationships between

components of the ECS. The goal is to measure what you know of the behavior and functioning of
the pack.

Start Time:

7. What controls the pack when the selector switch is in auto?

8. What controls the pack when the selector switch is in STBY N7

and

9. Circle the comrect answers: In STBY C the Low Limit Valve is normally (closed, open), and the
Tergperature Control Valve is normally (closed, open).

10. If the INOP light and the PACK OFF lights are illuminated on the reset switch in the AUTO
position, the problem is with the

"A. Trim Valve faileg,

B. Pack Outlet overtemp.

C. Gasper Fan failed,

D. Compressor Outlet overtemp.

11. What is the purpose of the altitude switch?
A. to increase airflow through the pack at 31,000 feet, since the air is thinner
at higher altitude.
B. to allow colder air to the turbine at 31,000 feet
C. so the EICAS can record the altitude on the autoevent if the pack fails.
D, all of the above.

12. What indication would you get in the cockpit if the altitude switch failed?
A. Failure flag on the captains altimeter.
B. Both packs trip and will not reset.
C. No indication in the cockpit
D. EICAS maintenance message "PACK CONTROLLER BITE."

Finish Time:

e ——————
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D. Malfanctions
This is the most important section of the evaluation, since it measures what the ECS Tutor was
designed to teach to its users. Include a short expianation for your answers.

Start Time:

13. The left pack fails. In the cockpit the left PACK OFF light on the RESET switch is illuminated
and will not reset when the pack selector switch is in any position. There is also an EICAS message L
PACK OFF. What would you suspect the problem to be?

14. The pilot tells you the INOP light on the pack reset switch for the right pack illuminated and will
not extinguish. You go up to the cockpit and move the selector switch to the STBY positions and try
to reset the switch. The INOP light stays illuminated. There is also an EICAS message L PACK
TEMP. You go down to the pack bay and physically check the heat exchangers. Heat exchangers
check OK. You also do a BITE check on the Pack Temperature Controller; the BITE test is OK. You
check the Flow Control Valve. It checks out OK. You do a BITE check on the Standby pack
controller; checks OK. Using the FIM manual, what is the problem?

15. When performing a BITE test on the standby pack controller, you get a NO GO light in posiﬁon 3.
What component is faulted?

16. When performing a pack temperature controller BITE, what position should the pack selector
switch on the overhead be set to?

17. A B-767 is incoming with a pack malfunction. The indications were not radioed in. Once the plane
lands, in what order would you check these items?

__ inspect beat exchangers.

__ operate pack temperature corntroller BITE.

__ check condition of the PACK OFF/INOP lights.

_ try to operate the pack in different modes.
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18. A B-767 has a problem with the ECS system. On the ground with the packs operating, the left
pack trips off. You have an "INOP” light and "PACK OFF" light illuminated. You allow the pack to
cool and reset the switch, the lights extinguish. After a while the pack trips again in AUTO and
STBY. You go down to the left pack bay and notice water dripping from a drain tube on the water
extractor. This would indicate:

A. normal condition.

B. coalescent bags need to be replaced.

C. water nozzles in the ram air duct are clogged.

D. leak in the potable water system.

Finish Time:

You have completed the evaluation; please fill out the following evaluation.
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Evaluation for ECS Tutor

This is an evaluation to determine how effective you think the ECS Tutor is. Please choose a number
between 1 and 5 that describes your agreement with each statement, using the definition in the scale

below. Be sure to read the staiements carefully. Write your choice to the left of the question,

NOTE: This is not a test! This study is confidential and will not be used to evaluate you. You should

not sign your name to this evaluation. The evaluation is designed to detenmine which parts of the ECS
Tutor need improvement.

1 2 3 4 5
strongly apgree neutral disagree strongly
agree disagree
General System Questions

__ 1. The system commands are easy to use.

— 2. 1 feel competent with and knowledgeabie about the system commands.

— 3. When I get an error message, I find that is no. helpiul in identifying the source of the problem.
—. 4. There are 100 many opticns ang special cases.

—_ 5. The tutor behaved in ways that I didn’t expect.

— 6. I have trouble remembering the commands and options and must ask questions frequently.
7. The system was not intimidating;, I felt comfortable asing it.

__ 8. I often knew what t¢ do, but I didn’t know how to do it.

Questions about Specific Components of the ECS Tutor

—_9. The "hints" that suggested possible parts to test or replace were useful.

__ 10. The help buttons provided useful information in solving the problems,

__ 11. The leszon introductions and reviews helped me to understand how the malfunctions were
related.

— 12, 1 did not know what to do after replacing a component.

__ 13. The "Info" bar at the bottom of screen helped me undersiand the sysiem.

__ 14, The FIM tree was easy to use and helped in solving probiem.

__ 15. 1 could not tell what the pictures of ECS parts were supposed to be.

— 16. The touchscreen was easy 10 use.

__ 17. The computer was slow in responding to my choices.

If you have any other comments about the ECS Tutor or about your answers to these questions,
piease write them on the back of this paper. Thank You.
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Chapter Three
PEN COMPUTERS: EVALUATIONS, RECOMMENDATIONS,
AND THE PENS PROJECT

30 INTRODUCTION

Pen computer technology has the potential to revolutionize the computer industry. Pen computers are
compact, easy to use, and designed for field use. These factors make pen computers ideal tools for field
data collection and analysis, even for individuals who do not currently use computers. Galaxy Scientific
is working with the Flight Standards Service and the Office of Aviation Medicine to develop a job aiding
system that is based on this exciting new technology.

The following is a discussion of the general characteristics of pen computess, a comparison of pen
computers available from a variety of manufacturers, and a description of the progress of the Performance
ENhan: :ment System (PENS) for Aviation Safety Inspectors.

31 GENERAL CHARACTERISTICS OF PEN COMPUTERS

Pen computers are similar to personal compuiers in that they coasist of a display, a central processing unit
(CPU), and an input
device. Unlike personal
computers, however,
pen computers put the
CPU and display in one
small box. Instead of a
keyboard and mouse, a
pen computer uses a
special pen stylus for
input. The pen stylus
not only functions as a
pointing device, it also | :
serves as the primary | :

means for entering data. Figure 3.1. Typical Desktop and Pen Computers
Figure 3.1 illustrates
both a typical personal computer and a typical pen computer.

Unlike a personal computer, data are written on the screen, rather than typed; a handwriting recognizer
transiates the printed input into "typed” characters. (Script or "cursive" recognition software is currently
being developed by several companies.) Additional gestures are used for editing. Each person customizes
the recognizer to her/his handwriting style for improved recognition accuracy. Pen computers also come
with "virtual" keyboards (software versions of keyboards), with a connection for an actual keyboard, or
with an actual keyboard located beneath the pop-up display.

Pen computers, like notecbook computers or laptops, are battery powered. Extending the charge life of
batteries is one of the hottest areas of portable computer research. Battery life currently ranges from one
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hour (with no energy conserving features turned on) to three or more hours (with all energy conserving
features in use) on a single charge. While manufacturers take diverse approaches to battery charging and
power management, nearly all pen computers come with user-repiaceable batteries and ac adapters; several
manufacturers also offer automobile cigarette lighter adapters.

Personal Computer Memory Card International Association (PCMCIA) slots also differentiate pen
computers, Whereas notebook and laptop computers have seen limited use of these slots (and they’'re
practically nonexistent on desktop computers), nearly every pen computer has at least one PCMCIA slot.
These slots can be used for fax/modem cards, network cards, removable siorage devices, and memory
extension cards. The cards are approximately the size of a credit card and will likely see widespread use
in the near future. Such devices allow quick and easy addition of petipherals or personal data. The
PCMCIA slots make it easy to have a pool of computers for field workers. When someone needs to go
to the field, she/he can grab a computer and a few PCMCIA cards and quickly have a customized
machine,

Finally, pen computers are generally lightweight Units range in weight from approximately three and a
haif pounds to around seven and a half pounds, This broad range is due to the unique features of each
computer. For instance, the lightest computer uses a low voltage power system that reduces battery size
(hence weight) and constrains the sizes (weights) of internal components. Two of the computers in e
middle weight range come with built-in keyboards that can be stored beneath the displays. At the high
end of the weight range are the ruggedized units; these units can withstand environmental extremes, such
as cold temperatures and rain, and the general hazards of portable use, such as drops or collisions. The
individuatizing features of pen computers are discussed later in this document.

3.2 KEY BENEFIT OF PEN COMPUTERS

Pen computer technology capitalizes on the evolution of several branches of computer science and

engineering. Graphical operating environments, such as Windows, allow the user to operate 2 compuier
almost entirely through pointing and "clicking" (tapping twice in rapid succession with the pointing
device). The pen stylus not only supports such pointing and clicking, but when it is combired with
handwriting recognition, it allows the user to enter data or issue commands. Thus, one simple device can
be used as the sole means of computer operation and data collection. The result of such technological
advances is that pen computers offer the promise of empowering field workers with computer technology.
Even those people who don’t traditionally use computers can be brought up to speed with relative ease.

33 POTENTIAL USES OF PEN COMPUTERS

Because pen computers are designed: for field use, they have a variety of applications. Some of these
application areas include sales, production, health care, census, law enforcement, delivery services,
investigation, and inspection.

For example, sales people can make sales calis, assess the customer’s needs, quote a price, and even sign
up the customez, all on the computer. Production personzel can document production difficulties and track
work in progress as they walk through the plant, Health care applications include patient forms,
pharmaceutical orders, meal planning, and patient tracking and charting. Instead of using paper forms and
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waiting months for the data to be entered into a computer database, a census could be taken with on-line
forms, thus facilitating quick compilation of a database.

Law enforcement personnel could use per computers in a variety of ways, from mundane tasks such as
writing tickets, to more invoived tasks such as documenting and investigating crimes. Personnel in the
National Transportation Safety Board could use them for aircraft accident investigations. Delivery services
currently use custom pen computers for package tracking, delivery schedules, and recipient signatures.
Any regulatory agency could use pen computers for inspections. For example, Food and Drug
Administration personnel could use them when inspecting food production and sales facilities (€.g., meat
packing plaats, restaurants, procery stores, etc.). Occupational Safety and Health Administration officials
could use pen computers for inspections of workplace environments. Aviation Safety Inspectors could
use pen computers to speed data collection, information retrieval, information distribution, and
certification.

34 COMPARISON OF PEN COMPUTERS

Eight pen computer models from a variety of manuficturers were obtained, evaluated, and compared on
the basis of CPU type and speed, hard disk capacity, display type, weight, ruggedness, cost, and a number
of other factors. (Specific computers are hereafter identified as Computer #1 through Computer #8.) The
following specifications, figures, and tables describe the results of that evaluation. While none of the pen
computers evaluated could be considered "perfect,” some were clearly better than others. While pen
computers come in a variety of models and configurations, these units were selected because they are all
capable of running Windows for Pen Computing. The models evaluated represent the bulk of the currently
available pen computers that will run that operating environment. (Computers that use the NEC V.20
CPU are incapable of supporting Windows; therefore, computers that use this type of CPU were not
evaluated,) Pertinent specifications of the evaluated units can be found in Appendix A.

(Two of the units, Computers #4 and #5, were not available in time for a "hands-on" evaluation. The
specifications reported here were obtained from printed materials from the manufacturer and from
published reports.)

3.4.1 Evaluated Characteristics

Central Processing Unit. Central Processing Unit (CPU) type and speed are central to the response time
of a computer. An 80386 CPU should be considered the absolute minimum for portable use, particularly
if running Windows. Indeed, one wouid be hard pressed to find a cumrently manufactured portable
computer that uses an oider generation processor. Whereas an 80386 is a minimum, it is difficult to
conceive of a unit that is too powerful; maiy portable computer manufacturers are unveiling 80486-based
models. In the future we may expect more powerful CPUs, such as an 80586.

The clock speed of the CPU affects response time neariy as much as the type of CPU. A 20 megzheriz
clock rate is an effective minimum for portabie use, particularly when using the handwriting recognition
software that comes with Windows for Pen Computing. While desktop computers now have clock rates
of 33, 50, or 66 megahertz, pen computers typically have a 25 megahertz upper limit. However, the
higher the clock rate, the better the response time.
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Most of pen computers use an
80386 CPU with a 25 megahertz
clock rate. However, Computers
#2 and #3 have a 20 megshertz
clock rate (and both are produced
by ithe same manufacturer).
Computer #4 uses an 80486 CPU
with a 20 megahextz clock rate;
given the increased power of the
80486 CPU, this unit is faster
than the units that had 25
megahertz “386 CPUs. Another
model from the same company,
Computer #5, has an 804R6 CPU
with a 25 megahentz clock rate.
(A 80436/33 megahertz model is
to be released iater this year.)

One manufacturer chose to use a
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special low voltage 80386 CPU in its computes, Computer #7, because it allows for a smaller batiery, thus
reducing weight. Figure 3.2 compares the CPU characteristics of each unit.

Hard Disk Capacity. The hard
disk capacity varied greafly across
pen computer products.
Capacities ranged from 40
megabytes (Computers #2 and #7)
to 190 megabytes (Computer #8).
Although there can be
diminishing retarns for large hard
disks (in terms of capacity versus
cost), software is becoming more
space-intensive, particularly with
regard to Windows programs.
For example, the Windows
operating software can use over
seven megabytes of disk space,
and a typical word processing
. application can use over 10
megabytes of space. Therefore,
40 megabytes is an cffective
lower limit oa capacity, while 190
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megabytes cannot be considered excessive. Currently Computer #7 is limited to a 40 megabyte hard drive
because that is the only available size that runs on the Jow voltage system chosen by the maoufacturer,
Figure 3.3 represents the distribution of disk capacities for the evaluation units.
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Display Type. Display type
greaily affects the ability to read
the display in a variety of lighting
conditions. Transflective displays
work best in bright light, and they
work fime in typical indoor
lighting. However, transflective
displays are nearly impossibie 10
read in the dark. Backlit displays
work best ir the dark, and they
work fine. in typical indoor
lighting. However, backlit
displays can be difficuilt to read in
bright light (this problem is
greatly ameliorated by separate
brightness and contrast controls).
(It s extremely difficult tw©
describe exactly what transflective
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and backlit displays are or how they look. One really needs to see these displays to understand more than
the facts that obe works best in the light and the other works best in the dark.) Computers #7 and #8 are
unique in that they have backlit displays that can be completely turned off, in which case the dispiay
becomes transflective. Computer #5 is the only unit available with a color display. Figure 3.4 depicts
the display types of the compared units.

Weightt Weight is a critical
factor when evaluvating computers

for field use. The computer must
be easy to hold and carry for a
significant portion of the

workday. The weight of pen |

compuiers is highly correlated
with ruggedness; the more rugged
a raachine, the heavier it is likely
to be. Computer #7 was ihe
lightest evaluaied unit at 3.3 Ibs.
Computer #8, which is
ruggedized, was the heaviest unit
at 7.5 Ibs. (The umit evaluated
was a pre-production  unit;
production units are supposed (0
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weigh 6.5 Ibs.—-which would still make it the heaviest pen computer.) Computer #1, because of its built-in
keyboard, is toward the upper end of the weight range. Computer #5, which also has a built-in keyboard,
weighs 7.0 1bs., which is also at the upper end of the weight range. However, the pen tatlet can be
removed from the keyboard base unit to lighten the load. Figore 3.5 shows the weights of the evaluated

units.
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Battery Life. Another factor that affects the atility of a portable computer is battery life; thas is, how long
can the computer be operated before it is nccessary to change the battery or recharge it. Battery life can
be extznded by incorporating various energy-saving features into the computer. One of the most common
enecrgy-saving feagares is to shut off components that are idle. For exampie, if the hard disk has not been
used for a period of time, say 30 seconds, it car be shut down to conserve power. Similarly, the screen
and the CPU can be turned off when not in use. The amount of time that passes before a component is
shut down is usually adjustable by the operator. While pea computer manufacturers tend to specify long
battery lives based on all esergy-saving features enabled, real use tesis indicate that a standard pen
computer battery will last about an hour of continuous use when none of the energy-saving features are
enabled. (This assumes the display is backlit; a display that is not backlit consumes considerably less
powcr. For example, Computer #2 will run approximately two hours on a single charge.) Computer #38
is an exception to this rule in that
it will run approximatsly two
hours on a single charge with the
display on. The pen computer
manufacturers are combating the
prablems associated with short
battery life in several ways: the
manufacturer of Computer #7
supplies two batteries as standard
equipment with their product;
Computer #3 uses a quick-charge
battery that recharges in an hour;
the manufacturers of Computers
#1 and #8 both use non-
replaceable backup batteries that
allow the operator to change main
batteries without shutting down |
the unit; Computer #1 has an o
optional heavy duty battery that
gives two hours of continuous
use. All of the manufacturers have designed their units such that a dead baitery can be quickly replaced
with a fully charged one. Figure 3.6 compares the battery lives of the evaluated units, with and without
energy conserving features tumed on. The manufacturer’s specifications should be taken with 2 grain of
salt.
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Ruggedness. Ruggedness, or the immunity from damage due to drops, collisions, water, extreme
temperatures, etc., can be an important critction on which to evaluate pen computers, Most field
environments are rather harsh compared to the typical office environment. Instead of sitting quietly on
a piece of furniture, as would a desktop compater, a field computer will (at a minimum) be subjected to
a lot of handling. In the course of such handling, it is likely thai: the computer will be dropped; the
operator will bump into things while operating the computer; it will rain or snow on the computer; or, the
computer will be left on the dash of a locked car on an August afternoon. All of these things can take
a toll on the hardware if it is not designed with such factors in mind. While Computer #8 is specifically
designed to handle such environments, most of the oilier evaluated units were designed to be semi-mgged.
Instead of making ruggedness a fixed aspect of their units (thus making them heavy all of the time), the
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manufacturers of these units have opted for ruggedized carrying cases. These cases improve impact and
walter resistance, and they have straps and handies to ease carrying the computer. Table 3.1 summarizes
the ruggedness characteristics of the evaluated units, along with a number of other factors.

Other Factors. Other factors that contribute o the desirability of a given pen computer over another
include such things as a built-in keyboard, separaie brightness and contrast controls, a standard internal
or external floppy disk drive, the number of PCMCIA slots, a built-in fax/modem, and the size of the unit.
There are tradeoffs involved with many of these factors. For example, a computer that has one PCMCIA
slot and an internal fax/modem is nearly equivalent to a computer that has two PCMCIA slots but no
internal fax/modem. (One of the PCMCIA slots can be used for a fax/modem. A fax/modem can be very
important to remote field workers who need to communicate with others in other field locations or at a
central office.) Table 3.1 lists the factors and their presence on the units.

Price. For many people, the determining factor on purchasing a pen computer will be price. I is
important to realize that although the initial cost of a pen computer is likely to be higher than an
equivalently equipped notebook computer, pen computers also weigh less and are smalier. Furthermore,
pen computers were designed to speed data coliection and reduce reliance on data-entry personnel. In
other words, many agencies who use paper forms rely on data entry clerks to read the data off those forms
and transcribe them into a computer database. Data entry clerks are an intermediate step in the data
collection and distribution process; such intermediate steps can reduce data integrity and slow assimilation
of the data into databases. Pen computers allow data to be directly eatered in the proper database format
at the time of collection. This method ensures that data are entered correctly and it reduces reliance on
data entry personnel. While price is highly correlated with capabilities, it is not a reliable indicator. Price
should be one factor used to choose between pen computer models, but it should not be the sole faztor.
The prices of the pen computers evaluated are shown in Figure 3.7

34.2 Common Features of Pen Computers

All of the evaluated pen computers had an external keyboard port (with the exceptions of Computer #1
and Computer #5, which had built-in keyboards). The units also had serial and parallel ports; on
computers other than Comphuters #2, #3 and #8, the parallel port doubled as a floppy disk drive connector.
Serial ports are often used for communications (including loading sofiware onto the per computer) and
a mouse (which, of course, is unnecessary when using a pen stylus as a pointing device}. Parallel ports
are also used for communications, but their primary use is for connecting printers. Computer #7 was the
only model that did not have a VGA port; 2 VGA port is a convenient feature if the operator wants to
display items on a large monitor instead of the pen display. All of the units were configured with eight
megabytes of RAM; this is an effective minimum for running Windows for Pen Computing.
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343 Common Limitations of
Curreat Pen Computers

As mentioned above, a cument
common limitation €0 pen
computers is the short battery life.
Batteries also make significant
contributions to the weight of a
unit. Several manufacturers are
working to improve battery iife,
while maintaining lightweight
batteries. Many cument pen
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computers use nickel-cadmium § E e
(NiCad) batteries, which appear o § Cratgeree
have an limit Onb ]ife 3 :mﬂ&ﬂvwmmm Specicsiions were cbtakved

of one hour (given a backlit | TN IR b St e

display and current technology), o=
Nickel-metal hydride batteri&sg;e Figure 3.7  Comparison of Prices
now beginning 1o appear; these
batteries appear to have longer lives than do NiCad batteries. It is only a matter of time before co
lightweight, long-life batteries are avaiiable. mpact,

On the subject of batteries, a limitation of all current pen computers, except Computers #2 and #3, is that
the pen stylus requires batterizs. Unless there is an accompanying keyboard, there is no way to operate
the computer if the pen stylus batteries die. The pen stylus batteries are typically readily available (and
inexpensive) caiculator or hearing aid batteries. It is probably a good idea to carry a spare set of pen
stylus batteries in the field. The pen styli for Computers #2 and #3 use infernal inductors that are sensed
by the radio frequency grid on the computer. Other manufacturers are probably moving in the inductor
dirzction,

The biggest limitation of pen computers is the handwriting recognition software. Recogrition accuracy
is unacceptably low when using the recognizer that comes with Windows for Pen Computing. The
standard recognizers that run under other operating environments, such as PenPoint and PenRight, do not
perform any bettes. However, there is a third-party recognizer, Nestor Writer, that has very high
recognition accuracy. According to a recent publication (Bachus & Weston, 1993), a novice user can get
initial accuracy rates above 80%. The anthors reported rates above 90% after one hour of training. This
software is currently available for PenPoint and should be avsilable for Windows within six months.
While all currently available recognizers require printed text inpaut, several companies are working on
cursive recognizers.

3.44 Tradeoffs Between Pen Computers

It should be apparent that the perfect pen computer has not yet been invented. As mentioned above, there

are several tradeoffs between the features of pen computer models and each model has featares that make
it unique. Computer #1 is modestly priced and has a built-in keyboard, but the keyboard makes the unit
heavy. Computers #2 and #3 have the benefit of not requiring battesies for the pens, but they are more
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expensive than similarly configured units. Computer #4 has an 80486 processor and is lightweight.
Computer #5 also has an 80486 processor, a color display, and a ouilt-in keyboard. However, these uniis
are rather expensive. Computer #6 has a handle that doubles as a stand and it has a "hot dock.” The hot
dock allows the unit to be quickly placed in a docking station that supplies power axd connects the unit
to a network. Computer #6 falls in the middie of the group in terms of overall performance. Computer
#7 has two PCMCIA slots, is the lightest unit evaluated, and has a backlit/transflective display.
Unfortenately, it has a small hard disk and the evaluated pre-production units had very skort life main and
pen batteries, Computer #8 is very rugged and has quick-charge batteries, but it is heavy and expensive.

Such tradeoffs make it difficult, if not impossible, to dictate which unit to purchase for a given application.
When implementing any application, the designer must perform an extensive field evaluation to fully
understand which features are most important to the people who will actually be using the equipment.
Just such an evaluation is proposed in the next section.

35 PENS: A PERFORMANCE ENHANCEMENT SYSTEM

The Performance ENhancement System, PENS, is a tool to aid Aviation Safety Inspectors in performing
their tasks. Aviation Safety Inspectors (ASIs) make up the inspection team for the FAA. Aviation Safety
Inspectors perform a variety of tasks, in both commercial and general aviation areas, including: inspecting
aircraft and equipment, reviewing manuals and records, certificating pilots, and evaluating training
programs.

There are 2600 ASIs in the nine regions of the FAA. The initial target of PENS is an ASI performing
an airworthipess (safety) ramp inspection. (A ramp inspection consists of inspecting an aircraft, while it
is at the gate, before a scheduled depariure.) PENS is an electronic performance support system {(Gery,
1991) that consists of two components: a "smart” forms application aad an on-line documentation system.
PENS capitalizes on the recent advances in pen computer technology outlined above.

35.1 Improved Forms

As is typical with regulatory agencies, there are several forms that must be completed while performing
an ASI task. Currently, these forms are on paper and require that redundant information be recorded on
each form. After completing the forms, the ASI either types the data intc a local computer database or
he/she submits the forms to a data entry clerk, There are several drawbacks to such an approach. First,
redundant recording of data on multipie forms takes time that could be devoted to more productive
activities. Second, the two-step process of recording data on paper and then entering the data into a
computer is inefficient. Third, one is either paying an inspector to do a task for which he/she is over-
qualified, or one is paying for a staff of data eatry clerks. Fourth, a data-entry clerk may make
transcription errors (due to misreading the inspector’s handwriting) or errors due to incomplete knowledge
and understanding of the inspector’s activities. Such errors mean that the database is an unreliable source
of information. Finally, the current process takes considerable timne, which incans there is a delay in
geuing safety data into the national database where it can be accessed by other members of the FAA.

Pen computer technology can be easily applied to such tasks to minimize the number of sieps required
to collect data and assimilate it into the database. Forms will be linked together so that an entry in one
form propagates to the other forms, thus eliminating redundant data entries. Furthermore, the data will
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be coliected so that they are ready for direct downloading into the database. This method of collecting
data reduces the need for data entry clerks and it reduces data transcription errors. At the end of the work
day, the inspector will return to the office, connect the pen computer to the network, and initiate a
downloading procedure that will be carried out ovemnight.

3.52 On-line Documentation

The second major contribution of PENS is an on-line documentation system. Whereas ASIs currently
must carry two briefcases fill of books (including Federal Aviation Regulations, ASI Handbooks, and
other regulatory documents), the necessary data will be stored con the hard disk of the pen computer or
on a CD-ROM (compact disc, read-only memory). Not only is the computer media more lightweight and
compact, it also facilitates quick retrieval of specific information. For instance, an ASI will be able to
search the regulations for the word "cosrosion” to answer a question on reporting defects. FENS would
then indicate all of the instances of the word corrosion. The ASI could then ask PENS to retrieve the
relevant documents and display the pages that discuss the term.

Besides the bulk and inefficiency of the books, inspectors must deal with problems of information
currency. One complaint made by inspectors is that they will tell an operator that it is not in compliance
with the regulations, only 0 be shown a more recent edition of those regulations. That is, sometimes the
operators get the most recent editions of the regulations before the inspectors do. This problem could be
dealt with by distributing updated docements to the per computers when they are connected to the
database coraputer network. ‘Thus, a new edition of a document could literally be published one dzy and
in the inspecior’s hands the next.

3.53 Additional Benefits

A side benefit of using a computer to support inspection activities is that it opens the door to other types
of activities and methods for documenting an inspection. For exampie, an inspector could follow an on-
line checklist for an inspection. The checklist would then become the focus of interaction with the
computer; by completing the checklist, all of the necessary forms would be automatically completed. We
could even develop a scheduling component that would remiixt the inspector to follow up on an
inspection. When documenting an inspection, ASIs currently must record their findings verbally.
However, because the bulk of a ramp inspection is conducted by visually inspecting an aircraft, sketching
is a more natural method for recording the results of such an inspection. Thus, if an irspector found a
leaking seal on the wing of an aircraft, the inspector could annotate 2 line art drawing of that aircraft on
the computer. This graphic could then be stored along with the completed form.

Another important benefit of giving ASIs computer-based inspection toocls is that it would greatly ease
inspection of air carrier records. Nearly all air carriers keep their records in computer files, as well as
paper files. (At least one aitline has only computer records.) Whereas searching paper files for specific
data can be tedicus and cumbersome, computer databases were designed for just such activity. Indeed,
some industry officials are promoting the notion of allowing the FAA to inspect their records:
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"We’re not taking advantage of the data systems airlines have in piace,” {a] senior vice
president of technical operations at [an sairdine], said. Those systems could be the
foundation of a new surveillance system "that penaiizes bad behavior and rewards good
bekavior.” (McKenna, 1992)

The proposed concept would consist of reducing the frequency of inspections for operators who
consistently meet airworthiness standards, while increasing the frequency of inspections for those operators
who do not meet those standards. (A similar concept is already appiied to other types of activities.) This
approach should benefit the airlines by streamlining maintenance (thus reducing costs due to out of service
ajrcraft) and reducing the amount of company time spent on inspections.

36 EVALUATION AND IMPLEMENTATION

There are a number of issues that can affect the success of introducing new technology into the ASE work
environment. Many inspectors o not have experience using computers. Of those inspectors, some are
willing to try the new tools based on promised increased productivity, while others are hesitant {0 embrace
a new method for performing their work. Some inspectors are even concerned with how they will be
perceived by the operators when they are carrying a pen computer.

Perhaps the most significant hurdle to widespread implemertation of PENS, however, is the adequacy of
the handwriting recognition software. The difficulties involved with handwriting recognition (writer
independence, print vs. cursive writing, intraindividual variations in writing style) are directly analogous
to difficulties with speech recognition; however, handwriting recognition is five to ten years behind speech
recognition. Although much research and development is going in to new methods for handwriling
recognition, we cannot wait for such advancements before fielding a system. Therefore, we are
capitalizing on constraints built into the forms and data to reduce dependence on handwriting recognition.
For instance, because many fields on the forms require one item out of a finite set of possible entrics, cne
can display that set and select an item from it. This approach has the added benefits of reducing memory
demands on the inspectors and of increasing data reliability.

Pen computer configurations and durabilities must also be considered, as there are significant tradeoffs
in these areas. Questions that should be asked include: Is it better to have a lightweight unit without a
keyboard, or a slightly heavier unit with a keyboard? Which is more important to inspectors, weight or
ruggedness? Is battery life sufficient to even consider using such a device? Appendix B lists these
questions and others, along with our recommendations. These recommendations are based on very
informal evaluations, howevez, and should be considered only as preliminary guidelines.

3.6.1 Evaluation Pizn

Given the above concerns, the following evaluation is proposed as a means to assess the utilities of various
hardware configurations and the effectiveness of the software. We expect to modify the software based
on inspector fecdback, but the field evaluations will largely determine which models of pen computer
hardware will be put into actual use. Although we expect the hardware to withstanG most environmental
conglitions, it is possible that some extreme conditions will preclude the use of computer hardware. The
following experimental plan will provide inspectors with experience with a range of models and it will
subject the hardware to a range of operating envirpnments.
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3.62 FAA Regions

We will field units in six o nine Regions, in a variety of locations. ‘This will give the project broad
exposure to field inspectors and it will subject the hardware to a rarge of environmental conditions. The
six Regions identified below are suggested based on the worst-case environmental conditions present in
those regions.

Suppested location: Reasons:

Alaska Cold, snow

Northwest Mountain High humidity, low temp., rain
Central Average temp., average humidity
New England/Eastern/Great Lakes Cold, snow

Southwest Low humidity, heat
Southern/Western Pacific High humidity, rain, heat

3,63 Pen Computer Models

We will field four different models, each from a different manufacturer; this will reduce reliance on one
manufacturer and it will help identify design factors important to the inspector population. From this
evaluation, it is iikely that two of the models (or subsequent versions of them) would be chosen for final
implementation. However, all of the. purchased units would remain in service after the evaluation.

Each unit would have nearly identical hardware cenfigurations, so as not o bias the results.

Seventy-two computers (and peripherals) will be purchased; this will provide each Region with two units
from each memifacturer.

Su Comy 2 Reasons:

Computer #1 Built-in keyboard
Computer #4 80486, medium weight
Computer #7 Lightest

Computer #8 Rugged

(Note: Computer #5 is also an 80486 unit with a built-in keyboard, this may be used instead of Computer
#4.)

3.6.4 Experimental Design

A team of eight inspectors in each Region will evaluate these units. These inspectors will represent a
cross-section of the inspector population in terms of age, sex, work expesience, and computer experience.
Each inspector will use one of the computers for a week and then switch to a different model. The
rotation would be counterbalanced to climinate order effects. This rotation will continue until each
inspector has had an opportunity to use each model. At the end of the rotation, each inspector will
complete an evaluation form (sample attached) that requests him/her to rate each unit and answer some
general questions. The inspectors should still have access to the units at this time to refresh their
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memories of the specifics of each unit. From these date, we will recommend two of the models (or their
subsequent versions) for final implementation.

3.7 SUMMARY AND CONCLUSIONS

As discussed above, pen computers use handwriting recognition software and a pen stylus for input, rather
than a keyboard. The operator writes on the screen and the handwaiting recognition software translates
the written characters to typed characters. The pen stylus alsc acts as a pointing device, much like a
mouse. When combined with graphical user interfaces, such ac Windows for Pen Computing or PenPoint,
the pen stylus and handwriting recognition software hoid the promise of making computers easier to use
than traditional desktop computers. Many pen computer models from a variety of manufacturers have
undergone preliminary in-house evaluations. These evaluations have identified several differences in the
design of such devices and have identified some tradeoffs involved in these design choices. 'While such
evaluations are valuable, they should be seen as only a first step in sclecting equipment; final selections
must be made based on field evaluations by the actual user population.

As with the introduction of any new tool ino an existing system, the effects are widespread (Chapanis,
1982; Helmreich, 1987; and, London, 1976). The potential for enhancing the productivity and job
satisfaction of Aviation Safety Inspectors is great. However, with that potential comes the possibility of
either having no effect (because of rejection of the iool) or, worse yet, acmally decreasing performance.
The PENS project is taking a cantious, iterative approach to design and introduction of the tools. Only
through careful cognitive task analysis, rapid design and prototyping, and empirical evaluation will PENS
be seen in the eyes of the inspectors as a bepeficial cognitive tool, rather than another doorstop or
paperweight.
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Appendix A, Computer Specifications

Cemputer #1

Fesztures

Dimensions--1.6" Hx i1.5" Wx9.3" D

80386/25 MHz CPU

8§ MEB RAM (2 MB Std., 6 MB upgrace)

130 MB Harg Drive

Built-in keyboard

External floppy drive (parallel port) standard

Sidelit (backlit) 9.5" 64 shade VGA LCD display (blue) with brightness and conirast controls
Optional built-in FAX/Modem (2400 baud modem/9600 baud fax or 14.4 kband modem/9600
baud fax)

Serial port

Parallel port/floppy disk drive port (requives adaptor for parallel port)

Moritor port

1 PCMCIA slot

Battery-operated pen

Computer battery is replaceable

Operating temperature range 41 to 104 degrees F

Storage temperature range -4 to 140 degrees F

Operating relative bumidity 10% to 80% noncondensing

Storage relative humidity 5% to 80% noncondensing

Shock tolerance--operating Sg, nonoperating 20g

Vibration tolerance--3-200-3 Hz at 0.4g (operating); 3-200-3 Hz at 1. Sg (noncperating)
Altitude--operating 10,000 f; nonoperating 40,000 ft

Electrostatic discharge 15kV

Die-cast magnesium and injection-molded thermoplastic case

5 172 ibs.

$2796 base price; $4070 configured

Drawbacks

1 hour battery life with standard battety and energy conservation features disebled.
Pen ink is "noisy"; abated somewhat by supplied filtering sofiware.

Keyboard only usable in landscape display rotation.

Other Factors

Pen "feel” simulates a felt tip pen on paper.

Screen is good indoors and outdoors (but has some glare).
Optional heavy duty battery.

Optional cigarette lighter power adaptor.
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Opinion
One of the favorites until handwriting recognition produces near 100% accuracy. Even then, it will be

a good unit because the keyboard gives the unit more flexibility and because many people can type
faster than they can write,
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Computer #2 and Computer #3

Features

Dimensions--1.2"H x 11.7"W x 84"D

30386/20 MHz CPU

8 MB RAM (4 M Std., 4 M vpgrade)

40 or 60 MB Hard Drive

Transflective 16 shade VGA LCD display (green)—Computer #2
Backiit 16 shade VGA LCD display (biue) with single brightmess/contrast control--Compuier #3
Serial port through docking strip

Paralle] port through docking strip

Monitor port through docking strip

Operating temperature range 41 to 104 degrees F

Storage temperature range -4 to 122 degrees F

Operating relative humidity 5% to 95%

Altitude--operating 9800 fi; nonoperating 40,000 ft

No battery in pen

Rechargeable computer battery is replaceable

Optional FAX/Modem.

4 1/2 lbs.

$5350 configured

Drawbacks

Choice between Flash Disk and hard drive.

Pen "feel” is very slick, uncomfortable.

Parallel port does not support floppy disk drive; one must choose betweea a fax/modem and a floppy
drive controller.

Other Factors

A favorite pen stylus because of slim design, out-of-the-way button.

Baitery life of Computer #2 is longest of tested units because display is not backit.
Terxible sales support.

Opinion
Computer #2 was discontinsed while this report was being writter. Computer #3 is probably in the
bottom third of 386-based machines in terms of features, performance, and price.
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Computer #4

Features

Dimensions--12"H x 109" Wx 68" D

80486/20 MHz CPU

8 MB RAM (4 MB Sid,, 4 MB apgrade)

40 or 30 MB Hard Drive

Optional externzl keyboard

External floppy drive standacrd

Backlit $.4" 64 shade VGA LCD display (blue} with brightness and contrast controls
Optional PCMCIA FAX/Modem (2400 band modem/9600 baud fax or 14.4 kbaud modem/fax)
Serial port

Parallel port/floppy disk drive port (requires adaptor for parallel port)
Moritor port

2 PCMCIA slots

Battery-operated pel:

Computer battery is roplaceable

Operating temperatere range 0 to 45 degrees C

Storage temperature range -20 to 60 degrees C

Operating relative humidity 0% to 85%

Storage relative hymidity 0% to 95% noncondensing

3.9 1bs.

$3999 base price; $5770 fully configured MSR

Drawbacks
TBD

Other Factors
8D

Opinion
8D
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Computer #5

Features

Dimensions—-2.1" Hx 11.7" Wx 93" D

80486/20 MHz or 80486/25 MHz CPU

8 MB RAM (4 MB Std., 4 MB upgrade)

80, 120, or 180 MB Hard Drive

Built-in keyboard

Internal floppy drive standard

Backlit 9.4" 64 shade VGA L.CD display or 9.4" 256 color Super VGA active matrix display
Optionai PCMCIA FAX/Modem (2400 baud modem/9600 baud fax or 9600 baud modem/14.4 kbaud
fax)

Serial port

Parallel port

Monitor port

2 Type 1l or 1 Type I PCMCIA siots

Battery-operated pen

Computer battery is replaceable

Optional second battery

Optional docking station ,

7.0 1bs.; but display can be removed to fonction 28 pen-only tablet

‘Price TBD

Drawbacks
Keyboard only useable in landscape display rotation.

QOther Factors
TBD

Opinion
TBD
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Comiputer #5

Features

Dimensions--2.1" Hx 11.77 Wx9.3"D

80486/20 MHZz or 80486/25 MHz CPU

8 MB RAM (4 MB Std., £ MB upgrade)

80, 120, or 180 MB Hard Drive

Built-in keyboard

Intemnzl floppy drive standard

Backlit 9.4" 64 shade VGA LCD display or 9.4" 256 color Super VGA active matrix display
Optional PCMCIA FAX/Modem (2400 baud modem/9600 baud fax or 9600 baud modem/14.4 kbaud
fax)

Serial port

Parallel port

Monitor port

2 Type II or 1 Type Il PCMCIA slots

Battery-operated pen

Computer battery is replaceable

Optional second battery

Optional docking station _

7.0 1bs.; but display can be removed o fomction 2s pen-oaly tablet

‘Price TBD

Drawbacks
Keyboard only useable in landscape display rotation.

Other Factors
TBD

Opinion
TBD
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Computer #6

Featores

Dimensions--1.3"H x 11"W x 11"D
80386/25 MEz CPU

8 MB RAM Sud. (up o 20 MB)
80 MB Hard Diive (up to 180 MB)

Backlit/Transflertive (backlighting can be tzrned off) 64 shade VGA L.CD display (blue) with

brightness ar.d contrast controls
Serial port
Parallel port
Floppy disk drive port
Monitor port
Built-in 9600 baud FAX/2400 baud Modem
"HotDock"dnckingpmtforpowerandloromeroonnecﬁons.
Baitery-operated pen
Rechargeablecompmbanayxsrqﬂwbie.zmmstd.
4 Tbs.
$2500 base price to VAR; $3500 MSR

Drawbacks

Screen needs constant adjustment; screen is not evenly lit. Pre-production problem?
Pen scratches screen costing.  Pre-production problem?

Pen is difficult to retrieve from holder.

Slow hard disk drive.

Other Factors

No button on pea (pen buiteas hinder more than they help).

Nice built-in, adjustable handie.

Units manufacturad by under contract by large computer manufacturer.
Designed for landscape display rotation, but usable in porirzit rotation.

CPU battery life is 2 hours hard use, 4 hours normal use. Well above average.

Opinion
Urit is relatively well-designed, but zaspectacular.
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Computer #7

Features

Dimensions--1.5" Hx 10." Wx 8.3"D

80386725 MHz CPU

8 MB RAM (4 MB Std. vs 4 MB upgrade)

40 MB Hard Drive

3.3 Voit "Low Power System”

Exiernal floppy drive (paralle] port?) standard

Backlit/Transfiective (backlighting can be tummed off) VGA LCD display (gray-brown) with
brightness and confrast controls

Serial port

Paraile] port/floppy disk drive port (requires adaptor for paraliel port)

Keyboard port

Monitor port

2 PCMCIA slots

Battery-operated per

Computer battery is replaceable

3.31bs.

$3499 base price; $7777 configured

Drawbacks
Pen batteries need frequent replacement (eg, weekly).
Hard disk is largest available for given dimensions, but is siill too small.

Other Factors

The 2 PCMCIA slots will allow a data card and a fax/modem card simultaneously.
Not rugged, bui 3rd party is designing a "wetsuit", rubber, ruggedized case.
Tested unit was early production.

Opinion

Assuming they can solve the pen battery problems, this will be a nice, small, lightweight, pen-only
unit.
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Computer #8

Features

Ruggedized

Dimensions--2.0"H x 12.5"W x 10.1"D

80386725 MHz CPU

& MB RAM Sud.

85 MB or 190 MB Hard Drive

Soit keys built into bezel of dispiay

Backlit 64 shade VGA LCD 10" display (green) with brightness and contrast controls;
optional 11.6* SVGA 64 shade display

Buili-in 9600 baud FAX/2400 bavd Modem Sid.; optional 9600/5600 FAX/Modem

Serial port

Parallel port

Keyboard port

Monitor port

Optional docking station

Ballistic-composite main housing with aircraft aluminum and stainless steel fittings

Battery-operated pen

Quick-charge 3 hour computer batiery with backup battery.

6.3 1bs. )

$5995 base price; $6495 configured w/o docking station; $6990 w/docking station

Drawbacks
Weight,
Although battery monitor indicates over 2 hours of chaige, it is closer to 1-1 1/2 hours.

Other Factors

Start-up company; company’s only product; difficulty in bringing it to the market.

Ogptional keyboard unit has floppy drive, ports.

Getting a demo unit was extremely difficult; upits received were pre-prodoction. Company started
production in 11/92,

Opinion
Ruggedness is continyaliy mentioned as a key criterion for field units; this is a good exampie.
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Computer #8

Features

Ruggedized

Dimensions—-2.0"H x 12.5"W x 10.1"D

80386/25 MHz CPU

& MB RAM Sud.

85 MB or 190 MB Hard Drive

Soit keys buil into bezel of display

Backlit 64 shade VGA LCD 10" display (green) with brightness and contrast controls;
optional 11.6" SVGA 64 shade display

Buili-in 9600 bavd FAX/2400 bapd Modem §:0.; optional 9600/5600 FAX/Modem

Serial port

Pazrallel port

Keyboard port

Monitor port

Optional docking station

Ballistic-composite main housing with aircraft aluminum and stainless steel fittings

Battery-operated pen

Quick-charge 3 hour computer battery with backup battery.

6.3 1bs. )

$5995 base price; $6495 configured w/o docking station; $6990 w/docking station

Drawbacks
Weight.
Although battery monitor indicates over 2 hours of chaige, it is closer to 1-1 1/2 hours.

Other Factors

Start-up company; company’s only product; difficulty in bringing it to the market.

Ogptional keyboard unit has floppy drive, ports.

Getting a demo unit was extremely difficult; units received were pre-prodoction. Company started
production in 11/92.

Opinion
Ruggedness is continyaliy mentioned as a key criterion for field units; this is a good exampie.
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Appendix B, Evaluation/Implementation Questions

- The following questions need to be addressed when specifying a pen computer for the Flight Standards
Service:

Environmentai Immunity--How resistant is the unit to temperature extremes (eg. Anchorage in the winter
to Puerto Rico in the summer), humidity, rain, etc.?

Ruggedness—-Can the unit be dropped? How susceptible is the screen to damage from collision? Will the
paint chip from minor collisions? Is a ruggedized case necessary and available?

Hamness--Is there a harness or strap to alleviate carrying the unit and preventing damage if dropped?
Weight--Are the units light enough to be caried for an entire work day?

Lighting Conditions--Will current umits work in lighting conditions ranging from bright sunlight to
absolute darkness?

Display--Is the display monochrome, grey scale, or color? How many shades or colors can be displayed
simultaneously? What is the resolution?

Pen--Is there a provision for tethering the pen so that it won't get lost? Will the pens allow user
replacement of the batteries, rather than buying a new pen? Is the location of the button on the pen such
that it is not accidentally depressed while writing?

Pen Feel--Does the feel of "writing” with the pen on the computer simulate a pen on paper?

Storage Capacity--What is the capacity of the hard disk, in Megabytes?

Speed/Computing Power--What are the fastest and most powerful CPUs available? 803867 804867 805867

RAM--What are the available RAM capacities and speeds? At least 8 Megabytes are required; can more
be put in?

PCMCIA card slots--PCMCIA (Personal Computer Memory Card International Association) cards allow
peripherals, such as FAX/Modems, CD ROM conirollers, and ROM (read only memory), to be easily

added to and removed from the unit, These cards are revolutionizing the portable computer industry.
How many PCMCIA slots are available?

Keyboard--Is there a keyboard built into the units? Is there a lightweight standard keyboard as an
accessory to the units?

CD-ROM Players--Do the units currently support CD-ROM (compact disc, read only memory) players?

FAX/Modem--These allow for commugication with computers and other parties over the phone lines. Are
they available for the pen computer?
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Connectivity--Is the unit capable of supporting 2 network connection, either twough a serial port or a
dedicated port? What about wireless connections?

Upgrades--Are there user-veplaceable CPUs or other upgrade paths?

Based on in-house evaluations, we recommend field evaluations. However, we can make the following
conservative recommendations:

Environmental Immunity and Ruggedness—A ruggedized case that allows one ic use the computer while
it resides in the case will improve ruggedness and eavironmental immunity. Most currently available
products will function in mist to very light rain. Current pen compaiers will operate in temperatures
ranging from about 20 degrees to 110 degrees Falwenheit. Because pea computers tend to be very
susceptible to damage from dropping, the best approach may be to choose one that is itself semi-rugged,
but which has a ruggedized case. A ruggedized case will also allow an inspector to use the unit in the
rain, snow, ¢tc. Only ore company currently manufactures a ugit that is already ruggedized.

Harness--Either the unit itself or a ruggedized case should be equipped with a carrying strap or harness.
The currently avaiiable ruggedized unit comes with a carrying case that has a sirap.

Weight--This is the primary drawback to ruggedized units and becomes a problem wien adding a
ruggedized case to other units. We think that a unit that does not allow one to remove the ruggedized
case will be too heavy for general acceplance. A removable case will allcw & minimum weight
configuration for most uses, with the fiexibility to add the case (and, hence, weight) wheu required.
Current weights range from approximately 3.5 Ibs. to approximately 7 1bs. (for the ruggedized unit). A
weight of approximately S Ibs. is probably acceptable, initially.

Lighting Conditions/Displays-—-Most currently available 80386 based pen computers come with backlit,
grey scale, VGA (16 to 64 simultaneous shades of grey, 640 x 480 pixel resolution) displays. Such units
allow ope to use them in the dark and in bright sunlight. The best such units allow independent control
of contrast and brightness. A monochrome display is unacceptable (regardless of resolution); a grey scale,
VGA display is acceptable; while color, Super VGA (greater resolution, 256 colors) displays are not
currently available, they would be praferred.

Pen--A tethered pen is a litfle more difficult to use, but it is much more difficult to lose. Given the cost
of replacement pens {$75-$100), we would recommend tethering the pen. Again, given pen cost, we
recommend that the pen allow user replacement of the batteries. A pen that has 2 button that prevents

one from accidentally depressing it while writing is preferable, but not mandatory (because the pens can
usually be rotated such that the button is out of the way).

Pen feel--Ideally, writing on the pen computer would simulate writing with a pen on paper. Some of the
available products are better than others in this regard.

Storage Capacity--Current hard disk storage capacities range from 40 Megabytes io 120 Megabytes. While
40 Megabytes could be considered the absolute minimum, the more capacity one can get, the more
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software programs/tools and data can be stored and used. We would recommend a 120 Megabyte hard
drive for now, while keeping in mind that larger capacity hard disks will be available in the future.

Speed/Computing Power--Currently, 80386, 25 Megahertz CPUs are used in most pen computers.
However, 80486 and 80586 CPUs with faster clock rates should be available in the near future.

RAM--Because it is likely that the pen computers will be using Windows for Pen Computing as their
operating environment, 8 Megabytes of RAM should be considered the absolute minimum rejuirement.
Some manufacturers allow 16 Megabytes or more of RAM. The availability of RAM greatly affects

PCMCT A card slots--Most manufacturers offer one PCMCIA slot. Because many desired features of the
pen compwter could be addressed through the use of PCMCIA cards, twe or more slots woukl be better,
although not mandatory.

Keyboard—-We recommend that a concealable keyboard be built in, similar to standard notebook or laptop
computers; however, the pen computer must be fully functional when the keyboard is concealed. That
is, the screen must pe visible and allow pen input, 2ven when the keyboard is concealed. The built-in
keyboard would allow one to readily enter large amounts of text. Pen computers with built-in keyboards
are compact and convenient, whereas detachable keyboards tend to be inconvenient and cumbersome.

CD-ROM--it is becoming increasingly clear that the pen computer will need to support a portable
CD-ROM player. For the foreseeable future, 2 PCMCIA card or a parallel port wiil support this function.
Ideally, a PCMCIA SCSI inierface card will be used to drive the CD-ROM because they are faster than
parailel port devices. Portable CD-ROM players that use paraliel ports are currenily available.

FAX/Modem--Most manufacturers offer FAX/Modems either as standard equipment or through a PCMCIA
slot.

Connectivity--All pen computers currently supply a parailel port, which would allow connection to a
network. We do not recommend that a wireless network connection provide the sole access to networks;
a wired connection should be available.

Upgrades--No manufacturer currently supports upgradeable CPUs, but this will likely change. Such

upgrades would allow Flight Standards to take advantage of the most recent technology without scrapping
the computer itself.
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Appendix C, Example Evaluation Form
Please rate the following on a relative 1-5 scale, where 1 is worst and 5 is best:

Computer #1 Computer #2 Computer #3 Computer #4

Weight 12345 12345 12345 12345
Size 12345 12345 12345 12345
Speed 12345 12345 12345 12345
Display--inside 12348 12345 12345 12345
Display--outside 12345 12345 12345 12345

Pen Responsiveness 12345 12345 12345 12345

Pen Feel 12345 12345 12345 12345
Handwriting 12345 12345 12345 i2345
Comfort 12345 12345 12345 12345
Which product do you prefer?

Computer #1 Computer #2 Computer #3  Computer #4
Which crientation do you prefer? Horizontal Vertical
Do you prefer to have the pen tethered to the unit? Yes No
Do you think you could camry any of these units for a normal work day? Yes No
If a neck, shoulder, or waist strap were available, would you use it? Yes No
Which would you prefer? Neck Shoulder Waist
Would you prefer a rugged unit to one that is less ragged, even though i weighs more? Yes

What are the three largest drawbacks to all of these products? 1.

2.

3.
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Wouid you prefer using a smaller, more lightweight product (eg. less than 4 1bs,) with fewer software
tools (eg. no word processors, spreadsheets, etc.) available or a heaver product with more teols?

Lightweight, Few tools Heavy, More tools
Would you prefer using a smaller, more lightweight product (eg. less than 4 1bs.) if software tools
available on the pen computer (eg. word processors, etc.) were very different from those used in the
office or a heavier product that used the same software as used in the office?

Lightweight, Different tools Heavy, Same tooils

Would you prefer using a smailer, moie lightweight preduct (eg. less than 4 1bs.) or a heavier product
with a built in keyboard?

Lightweight, No keyboard Heavy, Built in keyboard
Would you prefer using a smaller, more lightweight product (eg. less than 4 Ibs.) with an operating
environment (eg. DOS) that was different from the office computer operating environment (eg.
Windows) or a heavier unit with the same operating system?
Lightweight, Different environment  Heavy, Same environment
Would you prefer using 2 product that was light, but not rugged, or a heavy, rugged product?
Lightweight, Fragile Heavy, Rugged

Would you prefer a standard laptop computer, without a pen (ie. no handwriting input), to the pen
computers?

Yes No
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Apperéix D, Summary Minimom Hardware Specifications

Currently, two different pen computer specifications are appropriate; one specification describes what
is available today, while the other describes what may be cost effective in the future.

ification for availabie inment:

Pointing device (eg. pen, mouse, trackball}

Keyboard input device (either affixed, detachable, or "virtual")

Storage device (eg. 40 Megabyte or greater capacity hard disk, PCMCIA card)

20-25 Megahertz, 80386 CPU

Display device: grey scale, backlit, VGA

Adjustable screen brighteess and/or contrast

8 Megabytes RAM, minimum

Serial, Parallel communijcations ports (allows network connection, for example)

Replacesbie, rechargeable batteries with at least one hour of operational capability without power-
saving options in effect

Battery charger/pcwer sepply

Weight less than 8 1bs.

Floppy disk drive (externsi)

External CD ROM drive

Optional:

FAX/Modem

Docking station—-should include: card cage, keyboard, floppy drives; may also inciude: color Super
VGA monitor, large capacity hard disk, tape backup drive

External moniior connector

Additional PCMCIA slots

Ruggedized carrying case/strap

Spegcification for equipment available within 1-2 years:

Pen pointing device

Attached keyboard input device that accommodates either a borizontal or a vertical display
orientation

100 Megabyte or greater capacity hard disk

2 or more PCMCIA card slots

33-50 Megahertz, 80486 or 80586 CPU

Color Super VGA mositor

Adjustable screen brightness and contrast

16 Megabytes or more RAM

Secial, Parallel communications ports on the unit

Repiaceable, rechargeable baiteries with at least three hours of operational capability without power-
saving options in effect

Battery charger/power supply
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Weight less than 3 lbs.

Bar coge and/or magnetic strip reader

Iniernal floppy disk drive

CD-ROM drive (possibly internal)

FAX/Modem

Wireless LAN ("WavelLAN")

Internai card slot (eg. for a network card)

Docking station—-including, but not limited to: card cage, keyboard, floppy drives, color Super VGA
moniter, large capacity hard disk, tape backup drive

External monitor connector

Ruggedized carrying case/strap
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Chapter Four
Correlates of Individual Differences in Nendsstructive
Inspection Performance

40 INTRODUCTION

This chapter is divided into four sections. The first section, Background and Survey of Relevant NDI
Research, discusses nondestructive testing and damage-tolerance design and research programs on NDI
capabilities conducted by the Air Force, the muciear power industry and the FAA. The General Survey
of Inspection angd Vigilance Research section reviews research related to individual difference variables
in inspection and vigilance. The remaining two sections, Research Needs and Proposed Research, outline
the direction and methods of the NDI performance research to be performed under the current FAAJAAM
contract.

41 BACKGROUND AND SURVEY OF RELEVANT NDI RESEARCH
411 Nondestructive Testiag and Damage-tolerance Design

According to Panhuise (1989), in most industries, the inspection requirements for various components are
defined in a specification document that describes the sensitivity level of the inspection method as well
as the rejectable flaw size. These inspection requirements, designed to control both the inspection process
and the quality of the inspection results, define the detection/rejection reguirements for each quality class
material, the required procedures for meeting these requirements, and the required level of inspector
training to meet requirements. However, several major, catastrophic faitures of engineering systems (e.g.,
the F-111, space shuttle, nuclear reactors) led to the development of a new design method that assumes
the existence of structural defects and then allows the designer to answer the following questions:

. What is the critical flaw size that will cause failure for a given component subject to

service stress and temperature conditions?
. How long can a precracked structure be safely operated in service?
. How can a structure be designed to prevent catastrophic fadure from preexisting cracks?
. What inspections must be performed to prevent catastrophic failure?

The answer to these questions forms the basis of nondestructive inspection (NDI), which involves damage-
tolerance design and is centered on the philosophy of ensuring safe operation in the presence of flaws.
Damage-tolerance design assumes that flaws exist as part of the normal manufacturing process. Flaw size
is predicted to grow as a function of service usage and, in the case of aircraft, will reach a critical size
after a certain number of flight hours. Damage-tolerance design further assumes that nondestructive
evaluations, performed on a periodic basis, will be able to detect such cracks or flaws before they reach
this critical size. The validity of this assumption was initially evaluated in the aerospace industry during
the 1970’s with findings that were profoundly disturbing, as described below.
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412 Air Force Research

4121 Reliability of Nondestructive Inspections (1978 Study)

The first, and most comprehensive field evaluation of NDI capabilities in the aerospace industry to date,
was conducted by Lockheed in the 1970’s in a major Air Force study that has since become known as the
"Have Cracks, Will Travel" program (Lewis et al, 1978). This study, which began in 1974 and was
completed in 1978, was designed to answer the following questions:

*  What is the relative efiectiveness of conventional NDI methods applied to structure (i.c., flaw
detection probabilities relative to radiographic, ultrasonic, eddy-curremt, and penetrant
inspections)?

* What is the Air Force field and depot capability in NDI? More specifically, what are the
probabilities of flaw detection in structures by Air Force personzel and equipment?

+ What differences, if any, exist in NDI capabilities from base to base?

+ How effective are 7 Level Air Force NDI personnel in devising NDI procedures?

* What is the range of individual capabilitics among all groups (all bases) and within each
group (base)? In other words, what is the scatter factor ativibuted to individual differences
and to differences between bases?

The approach taken was to obtain representative samples of six different types of aircraft structure with
fatigue cracks ranging from .010 to 1.05 inches. These structure samples were presented to the NDI
tecknicians in settings which closely approximated those encountered in routine field and depot operations.
Some were placed in an overhead position to simulate NDI on a lower wing surface, others were in face-
up and vertical orientations. Twenty-two facilities were involved in the study, with an average of 15
participants tested at each of the Air Logistics Centers and 6 at each field level base. Data cbtained for
each technician consisted of (a) the number of finds (hits), (b) the pumber of false calls, (c) the number
of no-finds (misses), (d) the ratio of finds-to-total flaw count, and (e) that ratio in percent. Also obtained
were (a) the total finds ratioed to the total number of technicians and (b) that ratio in percent. Each
sample tested by a technician contained flaws of various sizes; no samples were included that contained
no flaws nor were there any samples inchuded in which all sites were flawed.

Military specification, MIL-A-83444 (USAF), "Airplane Damage Tolerance Requirements,” states that in-
service inspections are assumed capable of detecting cracks of specified lengths. A major finding of this
study was the realization that the previously established 90-95 percent reliability criteria (90 percent
probability of detection with a 95 percent confidence bound) for a .25 inch crack was not obtainable under
normal field inspection. With the exception of dye penetrant inspection, the results indicated considerable
difficulty in achieving a 50 percent probability of detection for a 1/2 inch crack size with a 95 percent
confidence level.

There were no significant differences {with the exception of one depot) in NDI performance between
individual installations, between individeal Commands, or between field instzfiations and depots. Nor were
any significant differences observed bexween technicians using different manufacturers’ equipment.

For purposes of the present paper. the most significant findings were with regard to individual differences
between inspectors. While it comes as no surprise that the study found considerable differences in the
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NDI proficiencies of individual technicians, the lack of any apparent relationship of such obvious variables
as training and years of experience ¢o performance is surprising. There was esseatially no relationship
between performance and any of the following variables:

« Skill level: Air force techaicians at three skill levels (levels 3, 5, and 7, representing new
entrants into NDIL the majority of practicing technicians, and advanced technicians,
respectively) were compared with regard to their proficiency using each NDI method and on
various types of structural samples. Aithough some positive relationships appeared io exist
between skill level and performance, there were numerous instances of no apparent
relationship. The authors were led to conclude that technician proficiency in crack detection
ability was not significantly related to skill level.

» Fommal education: High school graduates, when compared to those lacking a high school
diploma, did not differ in NDI proficiency.

= Age: The performauce of technicians under 25 years of age was contrasted with performance
of those 40 years or older. As with skill level, the findings were mixed, with some
comparisons showing a relationship and others not. The general conclusion, however, was
that age was not systematically related to NP1 proficiency.

+ Years of NDI experience: As with age, two experience groups were compared: technicians
with less than three years NDI experience were compared with those having more than ten
years experience. Although age was generally confounded with experience, there was no
evidence that experience per se was significantly related to NDI proficiency.

+ NDI training: Hours of formal NDI training, as reported by the technicians, were examined
for effect on performance by contrasting those with under 200 hours with those having over
500 hours. As with the previous comparisons, the amount of NP training was found to be
uzzelated to proficiency.

To summarize the results of this study, the dominant finding was the failare to relate NDI proficiency to
any of the personnel variables. However, the study was not without deficiencies, the most important of
which was recognized by the authors. This was the failure to make use of any of the data collected on
"false calls” in their analyses. Consequently, 2 technician could theoretically call every site visited a
“flaw" and achieve 100% detection. The authors concluded, however, that, while some technicians showed
extremely high false call counts and were therefore saspect, those instances of extremely high faise cail
count were not numerous enough to caose the total data and/or findings to be suspect.

4122 1978 NDI Reliabitity Workshop
Concomitant with the release of the "Have Cracks, Will Travel” study, a Lockheed-sponsored workshop
was held to present the study’s findings (aloag with some additionai material not contained in the study

report), and to sclicit comments and recommendations from the workshop’s participants (Lewis, Pless, and
Sproat, 1978). Several aspects of this meeting relative to personnel considerations are worth mentioning:
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» As a subsidiary aspect of the "Have Cracks” study, a technician selection/screening method
was developed to determine whether simple flat piate test paneis containing cracks could be
used to assess proficiency, and hence predict technician performance on the study’s structural
test samples. Twenty-six technicians participaied with mixzed results. The job sample task
predicted uitrasonic performance with reasonable accuracy, but failed to predict eddy-current
performance. In spite of these mixed findings, the use of a job sample approach was viewed
as having considerable potential for predicting technician performance.

* Although not mentioned in the results of the primary study, data were presented at the
workshop showing eddy-curvent performance plotted against the mumber of eddy-current
inspections performed per month. While the trend was weak, there was some evidence that
poor performance tends (o disappear with moderate frequency of inspections (more than ten
fimes per moath),

= The task group charged with developing sclection criteriafrecommendations devised the
following profile for the ideat inspector. He or she should (2) have iniegrity, (b) bave a sense
of responsibility, (C} be mature enough to recognize his/ber responsibilities, (d) take pride in
azccomplishments, (e} be self-motivated, (f) be self-disciplined, (g) have moral convictions, (h)
have allegiance, and (i) be good at decision-making ability. Obviously, this profile would
appear to characterize those iraits desirable in employees in virtually any job. However, either
stated or implied in this list are several qualities that have surfaced repeatedly in talks with
inspectors, managers, and NDi instructors. Desirabie qualities stated generally relate to
personal integrity, motivation or inferest in the job, and the ability to make decisions.

4123 The Technician Proficiency Measurement Program

The high degree of variability in technician proficiency found in the "Have Cracks, Will Travel" study
led the Air Force to consider possible forms of comrective action. As noted earlier, one of the subsidiary
studies carried out under the "Have Cracks” project involved the assessment of a job sample test 1o predict
techanician performance. Althovgh the findings were somewhat mixed, the approach was coumsidered
sufficiently promising to warrant further consideration. The result was the development of the " Air Force
Technician Proficiency Measurement Program.” This program was one in which practical tests involving
nondestructive inspection of flawed aircraft structures, catled test racks, were administered to technicians.
The test racks, fabricated by the Lockheed-Georgia company, were made up of several specimen plates
with simutlated fatigue cracks of various sizes at randomly sclected fastener sites. Technicians participating
in the program were required to perform eddy-current or ultrasonic tests oa the sampies, with the resulting
data scored in terms of hits, misses, false alarms, and true negatives.

Background for the development of this program, as well as a detailed description of the tests and
procedures used, can be found in a paper by Boisvert, Lewis and Sproat (1981). Jayachandran and Larson
(1983) have reported on the use of the proficiency measurement test in a study of 360 technicians
distribried over 17 Air Force bases and 6 Air Force commands. Unfortunately, the study was concerned
mainty with different methods for analyzing the data, and no aticmpts to assess the test’s usefulness for
either selection or training are reporied. As with ihe original "Have Cracks™ study, results of the job
sample test again revealed a wide range of individual differences among technicians in NDE proficiency.

A subsequent study by Summers (1984) examined relationships between personnel information, as
obtzined from questionnaire items and performance (both ultrasonic and eddy-current) on the techrician
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proficiency measurement test. NDI proficiency measures were obtained on 205 Air Force west participarts
(125 inspectors and 79 supervisors). (It is not clear as to whether this sampie was taken from the study
reported zhove by Jayachandran and Larson or whether it was an entirely different sample.) Of the
respondenis:

63% were military; 37% civilian,

87% were male; 13% female.

14% had less thai a high school education.

50% had completed high school oaly.

25% had as much as 2 years of collcge.

11% had completed more than 2 years of college.

Answers to questionnaire items were tabulated and related to performance on the ultrasonic and eddy-
curcent job sample tests. The following relationships were obtained.

Amount of formal schooling was not significantly related 10 job sample performance.

Neither eddy-current nor ultrasonic test data showed a relationship to the amount of NDI training
(Air Force or civilian).

There was no indication of a relationship between performance and whether or not a technician
was a volunteer for the iDI career field.

Previous experience in metal working prior to NDI training was unrelated to NDI performance.
Mo significant relationship was found between inspector performance and the degree of like/dislike
for present job or for the NDI career field.

Although self ratings of ability on eddy-current and ultrasonic performance were significantly
comelated (r=.67), actual job sample performance was unrelated to an individual’s self-rated
ability.

Performance on eddy-curvent and ultrasonic inspections was not related to the degree of
comfort/discomfort techaicisgns felt with equipment used in the inspection tests.

Performance on the inspecticn tasks was not significantly related to local on-the-job training or
existing resident NDI training.

Neither amount of time spent on NDI tasks (in their normal job) nor time spent on individual NDY
techniques ‘also relative to their preseat job) was related {o ability to find flaws in the job sample
test.

Supervisor ratings of technician proficiency correlated no better with inspection test performance
than d&d the technicians” self ratings.

There was large variability in eddy-cumrent and ultrasopic inspection performance across the
sample — among technicians and across bases and commands. In general, inspection results were
too incoasistent for maintenance managers to have confidence in NDI capability.
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Positive findings:

- There was a slight, but significant tendency for technicians with more than 2 years of college to
have fewer false cails.

. The 17% of respondents who stated they were cettified by the American Scciety for
Nondestructive Testers performed somewhat better in making finds thar did noncertified
inspectors on both eddy-cument and ultrasonic tests.

. Technicians who indicated an intention to re-enlist in the Air Force scored significantly higher in
both hits and false calls than did those who had no such intention. (This suggests a motivaticnal
component that manifests itseif as an increase in the frequency of positive responses.)

It is evident that the Summers study failed to identify clear-cut individual difference variables that
correlate with inspection performance. In this respect, the study’s conclusions did not differ appreciably
from those of the ecarlier "Have Cracks, Will Travel” study. Neither study found any strong, consisient
relationships between personnel variables and inspection performance. Unfortunately, the Summers study
was esseniially a summary final report and failed to provide much information on either the personnel data
obtained or on the meihods used in scoring inspection performance. Consequently, asmththeearher
1978 study, it is difficult to critique or evaluate the findings.

4124 Reliability of NDI Applied to Aircraft Engine Components

The previously described "Have Cracks, Wil Travel” study was directed toward an assessment of NDI
reliability on aircraft structures under field conditions. However, it provided no information on the
reliability or proficiency of Air Force inspectors performing NDI on engine components, leaving
unanswered the question of whether the same levels of variability among inspectors found by Lewis et
al. (1978) also applied to inspectors in engine overhaul facilities. Consequently, aa Air Force sponsored
study was conducted by Lockheed Aircraft to answer this question (Rummei et al., 1984). The approach
was similar to that used by Lewis et al.: Sets of gas turbine blades, vanes and disks were constructed such
that half the items in each sample set were nonflawed and half were flawed items, with flaws ranging in
length from .01 o (.5 inches. Inspectors at two Air Force logistic centers employed dye penetrant,
magnetic particle, ultrasoaic, and eddy-current methods to test for flaws.

The general findings of this study were similar to those found by Lewis et al.: (a) the overall reliability
of nondestructive inspections used by the Air Force in engine overhaul was found to be below that which
had been assumed or generaily desired, and (b) variations in fechnician proficiency were observed and
docvmented. With regard to this laiter finding, however, the magnitede of the differences between
technicians did not appear as great as that obtained by Lewis et al., and those differences that were
observed scemed to be generally atiributable to recemcy of training/experience. Consequenfly, no
systematic attempts were made to relate technician proficiency to various subject or personnel variables,

4.1.2.5 Recommendzations for Improving Air Force NDI Reliabitity

In 1987, Southwest Research Institute (SwRI) was contracted by the Air Force to investigate what might
be dome to improve techmician proficiency. The approach taken in the resulting study (Schroeder,
Dunavant, and Godwin, 1988) used NDI experts to (a) identify relevant areas of concemn that could
negatively impact the proficiency of Air Force NDI techmicians, (b) seek possible solutions for the
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identified concerns, and (c) incorporate the most feasible, premising, and cost-2ffective potential solutions
into recomeacndations for impeoving technician proficiency. Since the present review is concerned only
with individual difference variables and their relationship to NDI performance, only concerns and possible
solutions related W this topic will be reviewed here. From the numerous concerns raised by the experts,
three were considered most relevant. These, along with proposed solutions, are given below:

A. Concern: Although NDI is a highly technical area, the Air Force has no intentional selection
mechanism. Technicians come from the general manpower pool.

Solution: As a short-term partial solution, it was suggested that samples be selected from the
population who are higher in electronic and mechanical abilities, and then measure and compare
their performance with personnel selected using the current approach.

B. Concern: There are a number of candidate selection variables proposed in the technical literanure
(c.g., ability to concentrate, patience, manual dexterity, intelligence, temperament, motivation}, but
virtnaily no systematic research into which variables predict good NDI technicians.

Sclution: (a) Sponsor and conduct research to establish predictors of proficient NDi personnel, and
(b) analyze any pew data using receiver operator characteristic (ROC) based measures of
proficiency.

C. Concern: Much of the relatively little research that has been done is not meaningful, since
measures of the predicted variable (proficiency) were not adequate.

Solution: Analyze any new data using receiver operator characteristic (ROC) based measures of
proficiency.

In a recent phone conversation with the principal author of this study, it was learned that, while the issues,
concerns, and suggested solutions were received with considerable interest and enthusiasm by the Air
Force, to the best of his kmowledge, no research programs have been funded to implement the
recommended solutions (J. E. Schroeder, personal commusication, September 1, 1992). Schroeder stated
that the problems the Air Force was having with differences in proficiency level of enlisted techunicians
has, to a large extent, been circumvenied by hiring civilian technicians in their place. While this action
may increase the overall level of inspection reliability, it is cbviously a way of simply avoiding the more
difficult problem of ascertaining reasons for differences among Air Force technicians, and then develcping
the necessary selection and/or training procedures to improve technician proficiency.

4.13 Nuciear Power Industry Research

Apart from the Air Force, the only other major organization to carry on a systematic research program
in the human factors of nondestructive inspection would appear to be the nuclear power industry. As noted
in a report by Triggs et al. (1986), NDI inspection in the muclear power industry suffers from many of the
same probiems found in the Air Force studies. Although confining themselves primearily to ultrasonic
inspection, they note that relatively high error rates in flaw detection are commonly obtained. In one of
the reported studies, probability of detection for 30 flaws ranged from 0.0 {0 1.0, with a mean of 0.37.
Institution of new procedures resulted in a decrease in flaws missed. However, even under the best
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possible coaditions, 34% of the flaws were still missed. In a second reported stady, an NRC (Nuclear
Regulatory Commission) analysis of six teams, who inspected 80 circumferential pipe welds requiring
1,500 operator judgements, found wide differences among teams and conditions of performance and a
wide range of success rates. (No actual reference is provided for either of the above two studies cited by
Triggs ¢t al.)

Human factors research on variables related to NDI proficiency has not been much greater in the nuclear
industry than in the Air Force. That which has been done has been largely conducted under the aegis of
the Electric Power Research Institute (EPRI) located in Palo Alto, California. Under contractual support
from EPRI, Harris has conducted several recent studies related to human factors aspects of NDI. In one
of his more recent studies, information processing factors involved in ultrasonic flaw detection were
investigated (Harris, 1990). Inspectors were hypothesized to employ some or all of the following factors
in assessing signal characteristics: (a) Explicit hypothesis, (b) Test of explicit hypothesis, (c) Early
conclusion, (d) Disregard of evidence, (¢) If-then logic, (f) Explicit signal discrimination, (g) Identification
of weld geometry, (h) Verification of signal, and (i) Recognition of a malfunction or abnormality. A
stepwise multiple-regression analysis revealed that most of the predictive variability was contributed by
iive of the above factors — early conclusion, test of an explicit hypothesis, if-then logic, disregard of
evidence, and signal continuity. It was concluded that an inspection approach based on a well-defined
information-processing strategy offered promise for improving inspection performance.

The study makes no reference to individual differences among inspectors. Differences are at least
acknowledged, however, in 2 study of eddy-current inspection of steam generator tubes used in nuclear
heat exchangers (Harris, 1991). Inspections of the iest samples by experienced analysts showed
considerable variation between inspectors in accuracy of detection. The large differences in analyst
performance were not predicted by the qualification testing conducted in accordance with existing
guidelines and current industry practice. The correlation between qualification test scores and percentages
of indications correctly reported was only 0.17, not significanfly different from zero. Beyond
acknowledging this lack of relationship of qualification test scores to inspection performance, the study
offered no further analysis of the obtained differences.

In another study of NDI personnel in nuclear power plants, an attempt was made to evaluate the
characteristics of the most proficient inspectocs (Beharavesh et al., 1988). Interviews were held with 57
persons involved, in one capacity or another, with ultrasonic inspection — technicians, training supervisors,
and vendor personnel. Characteristics of highly competent technicians, as determined from the frequency
of characteristics mentioned in interviews were:

Can handile pressure/stress

Is conscientious/reliable/dedicated

Is independent/autonomous/self-confident
Is kmowledgeable/skillful/experienced

Is able to work well with others

Is mentaily ani emotionally stable

Has good attentional/perceptual/motor skilis

e & & & & a 2

In referring to the above list of characteristics, Harris (1988) notes that "these are the general
characteristics of people who are the most competent in any job--airline pilot, assembler, police officer,
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taxi driver, football player, carpenter, computer programmer, rodeo clown, and others” ang states that such
Characteristics are not sufficiently unique to serve as the basis for seleciing persons who will become
competent ultrasonic inspectors. The reader may remember that a simiiar list of characteristics, referred
to earlier, was compiled by participants at the 1978 Air Force workshop cen NDI reliability.

4.1.4 Federzl Aviation Administration (FAA) Research
4.14.1 The State University of New York (SUNY) Program

Acting in response to the Aviation Safety Research Act of 1988, Public Law 100-951, the FAA’s Office
of Aviation Medicine has established a human factors research program to investigate aircraft maintenance
and inspection practices, especially as these are applied to aging fleet repair, and to evaluaie and
recommend improvements. The current program, carried out largely under contract with Galaxy Scientific
Corporation, is conducting research to improve practices in several related areas. These include, but are
not limited to, the maintenance organization itself, maintepance inspection, advanced iechnology for
training, and job aids. For purposes of the present paper, only that aspect of the total program dealing
with inspection will be considered here. This presentation witl be further narrowed to concentrate on that
vortion of the maintenance inspection research program dealing with task simulation of NDL

As a subcontractor for Galaxy Scientific, Dr. Colin Drury at the State University at New York at Buffalo
is conducting a substantial research program in aircraft inspection. In essence, work thus far has largely
concentrated on development of task descriptions, task analyses, and a detailed emor taxonomy. In
addition, however, Dr. Drury has developed a simulated NDI task, using a SUN workstation, that
incorporates the physical aspects and functional characteristics of an eddy-current NDI task. As was stated
in the initial research study using this simulation, the task was not developed with the intention of
measuring absolute values of the probability of detecting particular types and sizes of flaws, nor was it
developed as a means of training inspectors for the actual tasks involved (Latorella et al., 1992). The
intended use of the task, then, was and is to explore variables related to inspection performance and 1o
isolate those that might have potentiai relevance to the operational environment. (This simulated NDI task
will be described in greater detail in a later section of this paper as well as its intended use in proposed
studies.)

A basic intent of the NDI study mentioned above was to evaiuate the use of off-line performance
feedback. Also included, however, were two personality tests previously shown 0 correlate with
inspection performance. These were the Embedded Figures Test (a measure of field dependency) and the
Matching Familiar Figures Test (a orgnitive style measure of speed vs. accuracy in performance). The
study failed to demonstrate improved performance as a result of ofi-line feedback, presumably because
of the large between-subject variability. Interestingly, one of the two covariates based on the personality
tests did show a relationship to performance. Thus, the covariate based on a2 composite index comprised
of Matching Familiar Figures Test and visual acuity scores, was significantly relaied to both total task time
and to the decision criterion used.

Drury clearly feels, with some justification, that intensive investigation of individual difference variables
as possible correlates of inspection performance is likely to have a rather low probability of success
(Drury, 1992). However, he has also noted that continued study of individua! differences in aircraft
inspection should not be disparaged, because the payoff for establishing a reliable and valid inspection test
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would be large (Shepherd et al., 1991). The sizable between-subject variability found in the above study
by Latorella et al. (1992) is certainly consistent with Air Force and mnclear industry studies reviewed
earlier, and the finding of a relationship between cognitive style and NDI performance supports the
present author’s belief that at least some of the variance in inspection performance is related to individual
difference variables of potential use in selection. [This variable (cognitive style) and others will be
considered latter in a seciion dealing with iaboratory and field studies of individual difference variables
and general inspection performance. ]

4.142 The Sandia Program

Another research program in NDJ has been funded through the Aviation Safety Divisicn of the FAA
Technical Center. One aspect of this program is the establishment of an Aging Aircrafi NDI Development
and Demonsiration Center (AANC) at the Sandia Corporation. The essential purpose of this center is to
support NDI technology, technology assessment, technology validation, dat2 correlation, and automation
adaptation as on-going processes. A second aspect of the program is to determine how well current
equipment and procedures used in the field detect sinictural flaws (Spencer et al., 1992a), Only the field
program will be briefly discussed here.

The stated objective of the field research study is to evaluste the reliability of eddy-current inspection
procedures as they are done routinely at airline maintenance and inspection facilities (Spencer et al,,
1992b). As described in this report, the planned experiment will be specific to inspection procedures used
on Boeing 737 lap splice joints with sliding probe, oversize template, and rotating surface probe NDI
eddy-current techniques. Fanels of test samples will be developed with each panel containing differing
frequencies of flaw leagth and density. Test samples will be evaluated by inspectors at different facilities
and during different shifts. In evalnating factors that could affect reliability, the specific objectives of the
study are to: (a) Assess Effects of Off-angle Cracks; (b) Assess the Effect of Inspecting Painted Versus
Unpainted Surfaces; (c) Characterize the Reference Standards Used Within a Facility: (d) Assess Effects
of Accessibility; (f) Access Inspection Time Effects; (g) Gather Facility Specific and Inspector Specific
Daia as Potential Explaratory Factors; (b) Provide Baseline (Laboratory Environment) inspection
Reliability Assessments; (i) Assess Effects Connected with Shift Work; and (j) Assess the Effect of
Specimen Definition. This latter factor refers to assessing possible differences between test results
conducted on “real” flaws and those generated by various artificial means.

It is anticipated that nine facilities will be visited, representing a range of facility characteristics. Data
obiained from four inspectors at each facility will be analyzed ia ierms of probability of detection (POD)
measures and measures derived from receiver operating characteristic (ROC) curves. Personnel data
obtained on each inspector will include age, sex, physical condition, NDI experience, time since last
performed eddy-current testing, amount of equipment-specific training, and perceived importance of NDI
 management, as well as to the individual inspector. Each facility will be rated on lighting, temperature,
ammospheric conditions, managemrent practices, tools, general housekeeping practices, and noise level.
Facility differences in procedures, equipment. training, and environment are thus considered to be part of
the system being considered apd will be analyzed as poiential explanatory factors for observed variation
in inspection results.

The Sandia study, then, is obviously quite different from the SUNY program in purpose and scope.
However, it is surprisingly similar, boti in purpose and methodology, to the previously described Air
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Force "Have Cracks, Will Travel” study. The major difference between the two studies would appear 0
be that the Sandia study plans to incorporate false alarm data in their assessment of reliability while the
earlier Air Force study failed to do so. Many of the same individual difference variables (e.g., age, years
experience, level of ND! training) incorporated in Air Force studies (Lewis et al., 1978; Summers, 1984)
are 2lso included in the Sandia study. Like the earlier Air Force studies, the Sandia study will not aitempt
to experimentally control for any of these personnel variables, but rather will depend on correlational
analyses to reveal possible relationships of each variable to NDI performance., The value of such an
approach is, of course, dependeat upon the extent of attribute variation in the samples that are available.

42 GENERAL SURVEY OF INSPECTION AND VIGILANCE RESEARCH
4.2.1 Inspection

The single most consistent finding of the Air Force and nuclear power industry NDI research programs
and studies reviewed thus far has been the finding of sizeable and consistent indjvidual differences among
inspectors. Perhaps not surprising, this was also the most consistent finding reported by Wiener (1975)
in his review of individual difference variables in inspection research carried out in university !aboratories
and in industrial settings. Unfortunately, like the Air Force and nuclear power plant studies, Wiener found
little evidence of a consistent relationship of various individual difference (selection) measures to inspector
performance. However, most of the studies reviewed were conducted in what Wiener refers to as the "pre-
ergonomics era” (during and prior to World War II). These studies frequently used such questionable
measures as supervisor’s ratings as criteria. This was particularly true of the early studies employing
aptitude tests, Of the aptitude tests employed, none was tailor-made for predicting inspection performance.
The only aptitude test that bas apparently been devised specifically for inspection is the Harris Inspection
Test (HIT), a paper-and-pencil test that can be administered in 10-20 minutes (Harris and Chaney, 1969).
As reported by Hamis and Chaney, the test was successfully validated on six inspection tasks.
Unfortunately, Wiener (1975) reports that a later study by Chaney and Hartis found test results to be
unrelated to inspection performance. (More recent use of this test, as well as others, will be given shortly
when other studies by Drury and his colleagues are considered.)

Apart from visual tests, such as acuity which has obvious relevance to visual inspection, Wiener confines
the remainder of his review to personality, gender, age, and intelligence as possible factors related to
inspection proficiency. With the exception of age, Wiener found little or no research had been conducted
that was specifically directed at the relationship of personality measures, gender, or intelligence to
inspection performance, Age effects were found to have been studied by various investigators, with some
evidence that inspecticn proficiency deciines with age. However, conflicting findings led Wiener to
conclude that any age-related differences in inspection are likely be small and of minimal significance.
(It will be recalled that a similar finding was reported in the "Have Cracks, Will Travel" study.)

4.2.2 VYigilance
Vigilance research has often been considered in conjunction with inspection findings because the two areas
have much in common. Both frequently involve sustained aitention, decision making, and may involve

visual search and scamning. Interestingly, both inspection and vigilance are characterized by sizeable
individual differences and relatively consistent within-subject performance over time. Researchers
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attempting to account for individual differences in vigilance performance have ofien been as frustrated as
those working in the area of inspection.

it is for many of these reasons that reviews of individuai difference variables in inspection research, such
as the one by Wiener (1975) just considered, generally include vigilance findings as well. Thus, Wiener
reviews studies that have examined the relationship of gender, age, intelligence, and personality variables
to vigilance performance. In general, the findings have been similar to those of inspection research, with
gender, age, and intelligence showing cither an incomsistent or lack of relationship to vigilance
performance. Personality variables, studied within the context of vigilance have, however, been somewhat
more successful in prediciing performance. This is particuiasly true of the introversion-extroversion
dimension, where introverts are hypoihesized to perform better than extroverts (Eysenck, 1967). Although
few of the studies reviewed by Wicner show a clear-cut superiority of introverts over extroverts, none
show the opposite. [A recent review of extroversion and vigilance using a meta-analysis of studies
covering a 30-year period generally supports the belief that introverts are superior in vigilance
performance, but the effect size was found to be quite smalt because of a high incidence of inconsistencies
{Koelega, 1992).]

A later review of individua) differences in sustaineg attention or vigilance extends the earlier findings of
Wiener and focuses more directly on personality variables (Berch and Kanter, 1984). The introversion-
extroversion dimension is again shown to be rather consistently related to monitoring, aithough admittedly
most of the studies reviewed were from the same time period ercompassed by the Wiener review. Twe
additional dimensions not included in the Wiener paper were field dependence/independence and locus
of control. Berch and Kanter cite examples of studies showing both field independence and internal locus
of control to be related to superior vigilance performance. With regard to age, gender, and intelligence,
these reviewers are in accord with Wiener in that there is little evidence to support a relationship of either
gender or intelligence to monitoring performance. Some studies showed a relationship of age to
mogitoring performance, but perhaps only when certain conditions prevailed. These conditiors are
believed by Davis and Parasuraman (1982) 1o occur when: (a) detection of more than one signal is
required; (b) the event rate is high; (c) visual search is invelved; (d) an increased memory load is required
for reporting or discriminating the critical signal. A number of these conditions were present in a study
of complex monitoring performance comparing young, middle-aged, and older subjects (Thackray and
Touchstone, 1981). Both the onset of attentional decline as well as its magnitade were found directly
related 10 age.

The preceding, rather cursory examination of individual differences in both inspection and vigilance was
intended to emphasize both the prevaience of wide subject vasiability found in the two related areas of
research and to highlight the fact that neither area has been too successful in finding significant correlates
of this variability. Within the past 10 years, however, several studies have been carried out to clarify
reasons why the selection approach has thus far met with minimal success (Gallwey, 1982; Wang and
Drury, 1989). The initial study by Galiwey (1982), based partiaily on an eatlier task analysis of a visual
inspection task by Drury (1975), used a variety of selection tests to predict inspection performance on a
computer-generated symbol task containing multiple fauit types. The task was designed to simulate a
typical industrial inspection task containing elements of visual search, memory, judgement, and decision.
The tests were chosen io tap different subtasks of the primary t2sk. In general, the subtasks involved
scanning an area to select a fixation region, examination of items within the region, comparisons with
images in memory, and a decision to accept or reject item(s). The tests vsed included a measure of visnal
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acuity, the Harsis Inspection Test, the Eysenck Personality Inventory. a questionnaire on mental imagery,
a card sorting task, two portions {{he Embedded Figures Test and a composite test consisting of the
Arithmetic, Digit Span, and Digit Symbol subtests) of the Weschler Aduit Intclligence Scale (WAIS), the
Embedded Figures Test, a measure of shori-icrm memory, a measure of visual lobe size, and a measure
based on part-iask performance (single fault detection) of the primary task. Some of the more important
findings were as follows:

» Single fault detection time was a very good predictor of detection time on the primary or
multiple fault task.

» The WAIS composite score (a measure of attention-concentration) was effective in predicting
probability of search and classification errors,

« Extroversion scores obtained from the Eysenck Test correlated significartly with search errors,
with low scores on extroversion related to fewer errors.

» The Embedded Figures Test was found to be the best single predictor of inspection performance,
being related to search time, search errors, and decision ervors.

» Visual lobe size was a reasonable predictor of classification errors.

A second study comparing a variety of selection measures with inspection performance was reported by
Wang and Drury, (1989). Based partially on some of the findings of the Gallwey (1982) study, these
authors hypothesized that the skills and abilities of inspectors may indeed be task specific. If this is the
case, and different inspection tasis require differeni skills/abilities, then the search for a general
"inspection type" or a single selection task could prove to be a futile exercise. Thus, a more fruitful
approach might be 1o select only those tests expected to correlate with the particuiar skills/abilities of a
specific inspection task. In order to identify those skills/abilities, Wang and Drury first provided a seven-
step task description of a generaiized inspection task., These st~ps are:

(1) Orient the item to be inspected.

2) Search the item.

3 Detect a flaw or unusual phenomenon.

4 Recognize/classify the phenomenon.

(5 Decide on status of item.

6 Dispaich item to appropriate destination.
(N Record information pertaining to the item.

Each of the above steps was then analyzed in terms of the skills (manual or perceptual) and abilities
(atiention, perception, memory, detection, recognition, judgement, classification) required. Based on the
generalized task description, 11 tests, selecied as potential measures of each of the above abilities, were
incorporated as pretests in the study. Three different inspection tasks were chosen to represent different
types of inspection. These were: (a) Circuit Pattern inspection, a pure search task; (b) Computer
Generated Symbols inspection task, used previously by Gallwey (1982) and which incorporates both search
and decision; and (c) Color Video Comparator inspection of printed circuit boards, representing a real
inspection task currently used by electronics manufacturers. Each of 12 subjects performed all three tasks.

Separate factor analyses of pretest and performance scores revealed four pretest factors (labeled as
Attention, Perception, Judgement, and Memory) and five performance factors (generally encompassing
various measures of search time, search errors, and decision errors). Pearson correlations were also
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computed between the four pretest and five performance factors. Several significant relationships were
obtained:

« The Attention factor was significantly correlated with search emror and search time (the higher
the attention score the fewer the search emors).

* The Judgement factor was significantly correlated with decision error (the higher the judgement
score the fewer the decision errors).

« Time and error scores fell into different groupings, showing that speed and accuracy represent
different aspecis of performance

» Correlations for each of the three inspection tasks tended to cluster together within particular
factots

» Tests loading on the Perception factor comrelated with speed of visual search, but only on the
computer-generated symbols task.

Although significant relationships were obtained, the patterns were far from clear. For example, none of
the pretests demonstrated consistent predictive ability of search performance across the three inspection
tasks. Thus, a perceptual or attention-concentration test that predicts search performance well on one task
may not be a valid predictor on another. In summarizing their resuits, the authors conclude that:

the best strategy in developing a valid inspection selection device would be to find out the
specific mental requirements for the particular fask by conducting a detailed task anatysis,
as well as by eliciting information from experienced inspectors. Then, based on these
mental requirements, select a set of valid test items which can effectively measure those
cognilive traits and, thus, produce one’s own version of an inspection selection battery.
(Wang and Drury, 1989, p. 189)

43 RESEARCH NEEDS

It was noted, in the 1988 Southwest Research Institute study of recommendations for improving Air Force
NDI technician proficiency, that no research had been carried out with the specific intent of studying
individual difference variables in NDI performance (Schroeder et al., 1988). Since the time of this 1988
study, there has apparently been only one study conducted that has at least examined a few individual
differe:ce variables in NDI performance, That study is the study referred to earlier by Latorella et al.
(1992) in which two psychcmetric tests, the Embedded Figures Test and the Matching Familiar Figures
Test, were correlated with performance on the SUNY simulated NDI eddy-current task. The finding that
one of these tests, the Matching Familiar Figures Test, was significantiy related to several performance
measures suggests that at least some of the subject variance in performance can be acconnted for, and that
a more concerted effort, using tests covering a wider range of abilities, is warranted. Although research
efforts have ¥+ e» rather unsuccessful thus far in devising predictors of general inspection or vigilance
perforruaace, this may be, as was indicated in the above quote from the Wang and Diury paper, that
pre/fictor measures are at least partially task specific. Consequently, and as these authors suggest, the most
premising approach may be to select tests based on a detailed analysis of task behaviors for the task in
mind, and thus produce a selection baitery more likely to cortelate with performance on the iniended task.
It is the intent of this research project to utilize this approach to develop useful predictors of NDI eddy-
current performance,
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44 PROPOSED RESEARCH

The research proposed here will incorporate elements of the recent findings of Drury and his colleagues,
specificaily with regard to NDI performance, with the findings of Thackray and others (e.g., Thackray et
al., 1973, 1974; Thackray and Touchstone, 1980) who have examined correlates of sustained vigilance
performance, with the intention of (a) isolating variables that successfully predict NDI task performance
and (b) examining the interactions of these relationships with sustained performance on an NDI task,

The task to be used is the simulated NDI eddy-current task devised by Drury and his colleagues and
described in studies by Drury et al. (1991) and Latorelia et al. (1992). In essence, the task is implemented
on a SUN SPARC workstation using a standard keyboard and optical three-button mouse as input devices.
The aisplay consists of four windows:

Inspection Window. The left-central portion of the screen displays rows of simulated aircraft
fuselage rivets. The subject uses the mouse to circle each rivet in order to classify it as defective
or nondefective.

Macro-view and Directionals. A macro-view in the upper Ieft portion of the screen allows the
subject to determine where, or what area on the total simulated fuselage, he is currently examining.

Eddy-Cumrent Meter. Defect indications are displayed in a simulated analog meter located in the
upper right window of the screen. Deflections beyond a set point on the meter produce an audible
alarm as well as a red flash on an indicator light. The particular meter value cf the set point may
be either subject or experimenter determined. Subjects judge whether deflections beyond the set
point value are likely to be indicative of a defect.

Lower-Right Window. This arca of the display is used as a dialogue region in which subjects may
use the mouse to exercise a number of task options (€.g., "zoom" to take a closer look at a rivet
being inspected, stop task in order to take a break, display elapsed time, record subjective
assgssments).

The NDI simulation program generates an output file of the subject’s performance which gives summary
performance measures for the entire task. These include measures of time taken for various aspects of
the task, number of hits, misses, and false alarms, total number of faults present, number of rivets
classified and unclassified, and total number of rivets visited.

A SUN SPARC workstation has been procured by CAMI and the HOOPS graphics software installed.
Arrangements will be made shortly with Dr. Drury at SUNY to procure angd install the NDI simulation
software.

Phase I of the present contract, then, is to conduct a pilot study using the SUNY NDI simulation with
the intent of examining the relationships of a number of potential predictor variabies to performance on
this task. The first several months of this phase will largely be spent (a) in familiarization with the NDI
task and its functional characteristics and (bj in selecting tests and measures that would appear to be
promising measures of the relevant task behaviors involved. I would be premature at this time to specify
exactly a1l of the behaviors to be assessed or the particular tests most relevant to each. However, based
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upon interviews with NDI inspectors and instructors, the findings ofDrwyahdothetsrelaﬁvetoboﬂn
general and NDI inspection, and upon the work of various researchers in the area of vigilance, measures
of the following would appear potentiaily related to task performance and likely candidates for inclusion:

Decision Making/Tudgement
Conceniration/Attentiveness/Distraction Susceptibility
Motivaticn/Curiosity/Perseverance

Boredom Susceptibility ‘

Sustained Attention

Mechanical/Electronics Interest and/or Aptitude

¢ » & & »

The experience of Drury and his colleagues in using the NDI task will be utilized extensively in
formulating the testing/task protocol. Thass, it is anticipated that much of the subject’s first day will be
spent in (2) receiving an orientationfindoctrination in eddy-current testing and in the need for
nondestructive testing in general, (b) taking the various psychometric pretests, including visual acuity tests,
and (c) administering essentially the same training procedures used by Drury and his colleagues (Drucy
et al., 1951) in their report of a pilot study using this task. This will then be followed by one or two days
of sustained performance on the task. (Actual periods of task performance will be determined after
gaining familiarity and experience with task characteristics.) It is expected that 5 to 8 subjects will be
tested in the pilot stady. The pilot study will be completed on or before May 1, 1993 and a report of the
findings submitted to Galaxy Sciertific Corporation.
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Chapter Five
Investigation of Ergonomic Factors Related io Posture
and Fatigue in the Inspection Environment

50 INTRODUCTION

In aircraft inspection #ad maintenance tasks, one of the most noticeable deviations from ergonomically
optinsur conditions is that tasks must be performed in restricted spaces which force awkward postures.
Literature reviewed duricg Phase T indicates that tasks which possess excessive postural demands (i.e.,
cramped positions, maintenance of awkward postures) can produce fatigue and ultimately affect both
performance and well-being (e.g., Corleit, 1983; Codlett and Bishop, 1978; Hunting, et al., 1980; Van
Wely, 1970; Westgaard and Aarass, 1984). The project reported here came from a task statement to
propose a methodology to study extreme spatial conditions, created by restrictive or confined spaces, and
their effect on lannan posture, perfonnaece, and stress.

Dependent upoz the area of application, restricted or confined spaces have been defined in a vadety of
ways. For our purposes. 2 resirictive space will be defined as any area in which the spatial conditions
result in decreases in performance or increascs in operator wvorkioad, stress, or fatigee. Confined spaces
are normally associated with whole-bocly restrictions which occur when an operator must enter an
intervening structure 0 perform a task (e.g., cargo hold), thus creating a simation in which the entire body
is coafined to 2 specific area.  However, mestrictive spaces are also created in areas where the physical
space is ualimited, but the immediste working ares is restricted. These partial-body restrictions result in
limited movement of a specific body pait; for cxample, tasks aided by access devices (e.g., steps,
scaffolding, chemrypickers) canse lower limb restriction, for the feet must reside within a limited area.
Other examples include reaching arms through access holes and positioning various body parts in and
aroend fixed aircraft components (e.g., viewing inside 2 small access panel). These partial-body
restrictions may occur in addition to whole-body restrictions, as in interior inspection of the tail
compartment which demands that the inspector climb into the area (whole-body restriction), as well as
place their head and arms Gwough navow confines 10 check components (partial-body restriction).

A model is offered to guide research in the description and prediction of the effocts of restrictive spaces
and the associated postural, fatigpuc, and stress effects on performance and workload. Characteristics of
the environment, operator, and task which act to define she restrictiveness of spaces are identified. The
objectives of continuing resecarch afe 10 examipe the operator compensations forced by restriction, and their
ulimate effect on performasice and workload; to develop technigues for measuring and alieviating the
restrictiveness of gpaces; aad t0 demonstrate the use of these technigques.

The work reported here defines the methodology needed to accompiish these objectives.
5.1 RESTRICTIVE SPACE MODEL
The Restrictive Space model (Figure 5.1) sttemgts to systemagicslly describe space, in terms of inputs,

or factors, which define a physical or perceived space, and outpts which gliow the effects of space to be
understood and predicted.
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.2 RESTRICTIVE. SPACE FACTORS

Key factors posed by tre task, environment, and operstor which cause restriction and/or extreme posiures
have been identified and compiled (Table 5.1). This compilation of factors is not an exhaustive list and
may be expanded during on-going investigation,

Table 5.1 Restncuve Space Factors

TASK ENVIRONMENT

Demands/Requirements Affordances
I Duration Area/Volume
| Equipment/Tooling Lighting
| Perceived Value Number of People (acquaintance level,

gender, status level)
Surface Condition
Resources
Temperature
Vemdahon

5.2.1 The Task

The aircraft maintenance/inspection task demands/requirements logically define performance in restrictive
spaces. Research performed during Phase I produced a generic task description which indicates the
primary task demands involved in aircraft inspection (Shepherd, et al., 1991). Each of the primary task
components will be discussed below in relation to restrictive space considerations, with the exception of
Buyback Inspection. Although Buyback Inspection poses restrictive concerns, they are not unique from
those to be considered during the primary inspection fanctions (i.e., search and decision-making) and thus
will rot be discussed independently.

52.1.1 Initiate

Before the inspection task even begins, the perceived value of a task may affect the tolerance to the space
conditions. In general, if the operator does not value the job, cursory performance may occur, so that the
operator can get out of the space quickly. Most tasks exhibit a speed/accuracy tradeoff (SATO), with
faster performance increasing error probability. However, if the cost of mistakes is high, such as in
aviation maintenance and inspection, performance is more deliberate. Furthermore, Shepherd, et al. (1991)
indicates that inspectors are highly motivated to perform accurately, but a reduction of adverse
environmental effects will help ensure that accuracy is never iraded for speed.

5.2.1.2 Access
Access tasks consist of physically reaching the area to be inspected. Al of these activities involve

controlling the movement of the body or body part(s) within a restrictive space. In aircraft
maintenance/inspection, this may be an unaided human task (e.g., area inspection of lower fuselage skin),
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aided by access devices (e.g., steps, scaffolding, cherrypickers), or require access through an intervening
structure (e.g., inspection of wing fuel tank interiors through access holes).

Space has been found to be 2 critical parameter in the mathematical modeling of movement control. In
many instances, the amount of space defines the accuracy requirements cf a task, which may diciate the
speed of performance. Numerous investigations have found a speed/accuracy tradeoff in human
performance; as accuracy requirements are increased (i.e., decreased space), performance becomes slower.
Mathematical models have been developed which accurately describe the relationship between space and
both discrete movement ime {e.g., Wickens, 1992) and continuous movement time (e.g., Bottoms, 1982;
Drury, et al., 1987). Discrete moverrent invoives moving from one location to another without having to
consider the path of movement, while the path of movement is critical in continuous movement which
requires moving accurately between two boundaries without exceeding a boundary. These models may
be useful in describing and predicting the effects of restriction on movement control tasks in aviation
maintenance and inspection.

For example, moving the hand to an access hole may be modeled as a discrete control task, while moving
the hand through the access hole is a continuous motor control task, with performance time predicted
based upon the accuracy required (i.e., the size of the access hole). Further changes in performance may
be found dependent upon the posture adopted while the body part is restricted.  Wiker, Langolf, and
Chaffin (1989) reviewed research which indicated that there are only minimal differences in manual
performance for work heights up to shoulder level. However, they found position and movement
performance to decrease progressively when hands were postured above shoulder level, due to the
production of movement with pretensed muscles which may serve to increase tremor and decrease
maximum velocities.

Likewise, tasks in which the whole body is moved through an access hole may aiso be modeled as
continuous control tasks. Restricted entries and exits have been found to affect ingress and egress times
(Drury, 1985; Ksenck and Purswell, 1972; Roebuck and Levedahl, 1961), as well as subjective assessments
of accessibility (Bottoms, et al., 1979).

These models indicate that the speed chosen by an imspector increases until some limiting speed is
reached. The point at which increases in space no longer result in performance being affected is the
petformance boundary (Drury, 1985). However, designing to this boundary does not ensure that increased
operator stress, fatigue, or workioad does not occur.

5213 Search

Search requires the sensing, perceiving, and attending to information. Visual search requires the head to
be at a certain location to conirol the eyes and visual angle. Thus, restricted areas frequeatly force
inspectors to adopt awkward head, neck and back angles which induce siress and fatigue. In many
instances, inspeciors are forced to either search an area at less-than-optimum viewing angies or indirectly
using a mirror. Although both methods can be utilized to produce acceptable performance, inspector
workload and stress are increased, and performance is iess efficicat. These restricted space situations can
occur in completely confincd areas (f.e., in an interval structure) or in an area in which the space is
physically unlimiied, but the immediate working space is restricted by the task demands (e.g., wing
inspection).

76



Investigation of Ergonomic Factors Related to Posture and Fatigus

Manual tactile inspection and non-destructive inspection (NDI) techniques, such as Eddy Current or
Ultrasonic, require precise motor control on the surface to be inspected. In other words, the task demands
are restricting the movement control, In addition, the tooling and equipment associated with Eddy Current
and Ultrasonic inspection can physically restrict the area. The motor control models discussed above can
be related to these situations. Specifically, these models predict that motor control tasks will be performed
less efficiendy (i.e., speed and accuracy), as the space conditions and postures demanded become more
extreme,

5214 Decision-Making

Decision-making requires that poteatial defects located during search be evaiuated to decide whether it
should be reported based upon specified standards. Comparison standards, which allow direct comparison
of the potential defect with a standard at the point of inspection, have been found to improve
decision-making (Galaxy Scientific Corporation, 1992). However, restricied areas may prohibit any
extrancous material from being easily accessible in the immediate working area (e.g., workcard
illustration), thus forcing decisions to be made without comparison standards (increased memory load),
or additional time to obtain information from the workcard (fairly rapid task), a manual (a longer task),
or a supervising individual. Moreover, as described eatlier, viewing angles may be less-than-optimum,
further decreasing sensitivity and increasing the difficuity of decisions. Thus, restricted spaces can force
the decision-making task to be more memory-intensive, longer, and more difficuit.

Conversely, pressures for cursory decision-making may occur, so that the operator can get out of the space
quickly. Decision-making tasks exhibit a speed/accuracy tradeoff (SATO), with speeded performance
associated with inaccurate decision-making. However, inspectors are highly motivated to perform
accurately (Shepherd, et al., 1991), thus it is predicted that accurate decision-making performance would
not be compromised by even the most extreme of space conditions, although the workload and stress may
increase.

52.15 Respond

The respond task demands that detected defects be marked and documented. As discussed above,
restricted areas may not allow additional material such as non-routine repair forms in the workspace.
Thus, the inspecior must remember all defects within an area until they are later documented on the
appropriate forms. This simation can create a high memory load on inspectors and presents the petential
for an inspector to forget to note a defect.

5216  Repair

Many repair tasks require mechanics to be in a confined or restricted area for prolonged periods of time.
Task duration, which forces longer periods of time in a restrictive area, could psychologically affect the
perception of space. Habitability literature, concer=cd with the study of manned underwater vessels and
space vehicles, indicates that internal space requirements vary as a function of duration (Blair, 1969; Price
and Parker, 1971). Furthermore, Cameron (1973) indicates duration to be the primary variable associated
with fatigue effects.
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In addition, extreme space conditions only allow a limited number of inefficient postures to be adopted,
thus physical working canacity may be reduced in resirictive spaces, as indicated by research in the area
of manual material handling (Davis and Ridd, 1981; Mital, 1936; Ridd, 1985; Rubin and Thompson, 1981;
Staihamuner, et al., 1986). Under unlimited space conditions, operators are able to adopt efficient postures
or switch postures and use other muscle groups, enabling primary muscle groups to be rested (Drury,
1985). However, frequent brezks from restrictive areas, common during maintenance/inspection activities,
allow relief from sustained task performance and allow the primary muscle groups to be rested.

5.2.2 The Enviroament

The physicat volume of space obviously alters the workplace. A majority of the research in this area has
focused on investigating the effect of the amount of space on task performance and was discussed above
in Section 5.2.1.

Lighting and surface condition may create exireme spatial conditions, For example, poor lighting can
demand a certain posture to be adopted for task performance, by forcing a specific visual angle. An oily
surface can act in much the same manner, by limiting the postures which an operator is willing tc adopt
to avoid oil-soaked clothing. Other variables may act to exacerbate the perception of a restrictive
envirenment (€.g., extreme temperatures, poor ventilaiion).

Conversely, other environmental characteristics may moderate the effects of a space, such as restrictions
which provide gffordances (i.e., support). For example, Davis and Ridd (1981), Ridd (1985), and Rubin
and Thompson {1981) found that when restrictions acted as supports for manual material handling in
restricted spaces, lifting capacity increased. Thus, given a resiricted situation, interesting interactions may
exist, for task performance may be aided by some restrictions and degraded by others,

Social aspects of the environment may limit space. As the number of peopie within a given area increases,
the amount of space for a single person decreases. Although a majority of the inspection work is
performed by a single individual (Shephezd, et al., 1991), many maintenance tasks require more than one
person. If uncomfortably close spacing is required between individuals, tolerance to the eavironment may
be limited. In addition, the acquaintance level, gender, and status level of individuals within the
environment may mediate this response (Little, 1965). For example, a mechanic may experience a more
intense reaction if an inspector is within the restricted space during task performance. If there are many
individuals within the same area, performing the same tasks, the available resources may become limited,
the space may be perceived to be more restrictive and peopie may become frustrated (e.g2., specialized
tooling not available, thus making the task more difficult).

523 The Operator

Body size may act 1o limit the amount of physical space, which in turn may increase the restriction.
Roebuck and Levedahl (1961) found body dimensions to be somewhat predictive in the analysis of aircraft
escape times through restrictive door and window exits. Body dimensions may also indirectly affect
posture, for smaller individuals may be able to adopt postures more conducive to space reduction.
Restrictive spaces may force individuals to adopt unnatural postures; thus, smaller individuals may be
more able to do this. Bodily flexibility may also be associated with the ability to adopt unnatural postures
caused by restricted spaces,
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Age has been found to have an effect on task performance, primarily due to a deterioration in the physical
and cognitive function of older individuals. However, this effect may be reversed when experience is
important (Czaja and Drury, 1981). These effects may be particularly relevant in aviation inspection, since
most inspectors are senior personnel.

Experience, or familiarity with a situation, may act to moderate the stress response. Previcus exposures,
practice, or conditioning may reduce uncertainty, or influence the perceived demands, constrainis, and
strategy selections (Sutherland and Cooper, 1988). Personal communication: with inspectors has revealed
that repeated exposures, as well as attitude, reduced the stress response during whole-body restrictions.

Enduring personality characteristics and cognitive style do have an effect on some subtasks demanded
during maintenance and inspection performance. Historically, there have been atiempts to select personnel
based upon personality scales and aptitude tests thought to be relevant to various jobs. However, Wiener
(1975) indicates that most of these efforts have not been fruitful and endorses job design, aining, and
motivation as better alternatives.

53 PHYSICAL AND PERCEIVED SPACES

The above factors can directly affect the spatial conditions. The workspace has physical characteristics
which can be easily defined and investigated, but the physical space is also perceived by the operator.
Thus, the effective workspace is partially created by physical elements and partiaily by perceived clements.
Thus, the effective workspace within a fixed physical space is not necessarily constant but is dependent
upon an individual’s constanily-changing perceptions. The effects of this effective space must be inferred,
as direct observation is not logically possible.

54 STRESS

It is logical to model these restrictive space effects within a traditional stress framework, where the
extreme space conditions act as a stressor. Contexi-dependent examination of the space-affecting factors
allows the specific stress-inducing situation to be defined, so that the subjects’ perceptions may be
determined to assist in interpreting behavior (Meister, 1981). Thus, field investigation is importani for
understanding the specific response to restricted spaces in aircraft maintenance/inspection activities.
However, controlled laboratory studies allow more precise data to be collected without disrupting the
actual maintenancefinspection activities. Therefore, both field and laboratory studies will be needed to
understand the effects of restricted space. In an effort to operationally define stress within the context of
restrictive space, the following definitions will be employed (Alluisi, 1982; Pratt and Barling, 1988):

Stressor - The environmental, operator, and task characteristics which comprise the space and
impinge on the individual. In this context, the physical and perceived spaces are the stressors.

Stress - A state within the individual caused by the perceived magnitude of the stressor. 'The
existence and interaction of the various eavironmental, operator, and task characteristics will
dictatc the intensity of the stress.

Task performance in restrictive spaces normaily incledes both physical and cognitive demands; the stress
induced by these demands will be differentiated to more clearly define and understand the various stress
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responses. Physical stress is directly perceived by the involved physical subsystems within the individual
(e.g., biomechanical, physiological) due to a discrepancy between the environmental/task demands and the
individual’s physical ability to meet the demands. It is perceived by an individual through a specific, or
localized, experience of discomfort. Thus, response can be specifically aimed at eliminaiing, or
alleviating, the stressor when possible. There will also be an overail physiological response to bodily
requirements caused by the restriction. For example, restriction may cause pestural stress and discomfort
in various muscle groups, which zesults in increases in heart rate and blood pressure (Astrand and Rodahi,
1986).

Cognitive stress creates a cognitive state resulting from an individual’s perception of the discrepancy
between the perceived environmental/task demands and their perceived ability to meet those demands
{Cox, 1990, 1985). It is this mismatch which eventually determines the stress reaction, thus the operator
perceptions play a key role. This stress is experienced as negative emotion and unpleasantness (Cox,
1985; Sutherland and Cooper, 1988), and may be difficult to localize,

It is hypothesized that whole-body confinements, as opposed to partial-body restrictions, are more apt to
produce cogmitive siress effects. Inspectors may feel that they have less control to adapt, or adapt to, the
perceived space. For example, when totally enclosed within an area, there may be fewer opportuniiies
to eliminate the stressor (e.g., frequent rest breaks outside the space). Both whole-body and partial-body
restrictions are hypothesized to cause physical stress effects, particularly postural, due to the body positions
which are demanded. However, these physical stress effects will most likely lead to cognitive stress
effects, if task completion is compromised. In summary, the effects of stress on human performance
provide the basis for investigation. These effects include increased arousal, increased processing speed,
reductions in working memory, reduced attentional capacity and attentional narrowing, and changes in the
speed and accuracy of performance (Hockey and Hamilton, 1983; Hockey, 1986; Reynolds and Drury,
1992; Wickens, 1992).

5.5 FATIGUE

As discussed above, task performance under extreme spatial conditions can present both physical and
cognitive stress, which in tum can induce physical or cognitive fatigue. Physical fatigue may be defined
as a state of reduced physical capacity (Kroemer, et al., 1990). Work can no ionger be continued because
the involved physical subsystems are not capable of performing the necessary functions. For example,
a posture can po longer be maintained due to exceeding the endurance limit of the muscles {Rohmert,
1973).

Cognitive fatigue is a term normally associated with stress and may be broadly defined as a generalized
response to stress over time. The effects may reside as a psychological state within the individual or
extend to affect performance. Symptoms of fatigue include restricted field of attention, slowed or
impaired perception, decreased motivation, subjective feelings of fatigue and task aversion, and decreased
performance in the form of irregularities in timing, speed, and accuracy (Bartlett, 1953; Grandjean and
Kogi, 1971).
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5.6 OPERATOR RESPONSE

The operator response is a function of the perceived space, and the associaied stress and fatigue effects.
In most instances, this response cannot be described by one variable but is manifested in various
physiclogical, psychophysical and behavioral pattems.

Ar individual may respond to, or cope with, a stressful situation in order to lessen the effect of, or
eliminate, the stressor (Cox, 1985). A dependency may exist between the different modes of response
(i.e., psychophysical, physiclogical and behavioral). Any mode(s) of response may in turn elicit another
mode(s) of response (Meister, 1981). For example, while performing mainiemance or inspection in 2
cramped area of an aircrafi, there may be an initial physiological response to the postaral demands such
as lack of blood flow to the leg muscles, which in tarn causes a behavioral response (e.g., posture shifiing)
and/or subjective response (e.g., perceived discomfort). In addition, in the context of restrictive space, 2
response may alieviate one component of the stress response, while cansing another. Continuing the
example, a change in posture may reduce the physiological response, but the pew posture may make the
task more difficult to perform, causing feelings of frustration.

5.7 EFFECTS ON OPERATOR

In order to describe, or possibly predict, the effects of operator response on performance and workload,
there is a need to understand the effects of stress and fatigue on the operator. These effects were cited
previously in their respective sections (Sections 5.4 and 5.5). If performance is affected, a specification
of the affected sobsysiem and why it is affected may be possible. For example, perception may be
affected by the inability to obtain an adeguate visual angie, attention may be distracted by discomfort due
to postural stress, of decision-making may be speeded up in an e¢ffort to finish the task and eliminate the
stressor (i.e., leave the environment).

58 A RESTRICTIVE SPACE FRAMEWORK TO MEASURE THE EFFECTS ON
PERFORMANCE/WORKLOAD

Performance and workload will ultimately be affected by any changes in operator function forced by the
spatial conditions and associated stress and fatigne. Drury (1985) advances a 3-ievel framework which
attempts to describe task performance with respect to physical space. The folowing proposed framework
includes an additional zone to better predict the efiects of space and awkward postures on inspector stress
and workioad as well as pecformance. This framework presents four zones which specifically define
performance, woikload, and stress (Table 5.2).
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58.1 Zone 0 - Apnthropometrically Restricted Zone

The task canpot be accomplished, as the space conditions, or postures, are too extreme for the operaior
to function. The boundary between zone 0 and zone 1 is normally determined by anthropometric daia
(i.e., human dimensions). These minimum criteria are only used if space is a critical commodity (e.g.,
aircaft). Under normal conditions, larger spaces are recommended. The limitations in using this type of
data are that it is normally based on static sitting/standing and does not account for normal working
postures, does not include any allowance for special equipment, and represents a yourg popalation.
Hence, anthropometrically-defined spaces must underestimate minimum space requirements (Drury, 1985).
There are computer-aided systems, such as CREWCHIEF (McDaniel and Hofmann, 1990) which account
for some of these limitations. However, one manufacturer, which has developed and utilizes a similar
computer-aided human modeling system, admits that,

...[these] systems [have} limits, and some mock-ups stii} will be required. "Human modeis....can’t
do all the interface work,"...

Nevertheless, even if these "minimum allowance models™ could ensure that individaals can work in a given
spacz, they do not account for fatigue, workload, or stress effects

582 Zone I - Performance Restricied Zone

Task performance is possible, put performance is pot optimmum because the spatial conditions/posture stift
interfere with the task. This zope ranges from allowabie access for task performance up to accepiable task
performance. As the space increases, performance increases. The iotal workload is equal to the workload
asscciated with the task plus the workload associated with the operator compensations caused by the
workspace. Similarly, there is increased stress present in this zone, for the task demands exceed the
operator capabilitics. Workload and stress most likely decrease within the zone, becapse as the spatial
demands decrease, the compensations should decrease.

583 Zone 2 - Workload/Stress Restricted Zone

Task performance is acceptabie, at least in the short term, but operators’ workload and stress are increased
because of coimpensating for the limited space and/or exueme postes. As space increases within this
zome, operator compensation(s) or responses should decrease, thus cansing the total workload and stress
to decrease.
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5384 Zone 3 - Unrestricied Zone

This zone allows acceptable task perfonmance without additional operator compensation; thus, there is no
additional workload or stress imposed by the spatial conditions.

59 RESTRICTIVE SPACE METHODOLOGY

Experimentation will utilize the restrictive space model to assist in understanding and describing the
relationships befween the spatial conditions and the operator compensations, fatigee, stress, and nitimately
performance and workload. The restrictive space framework will be used to guide the categorization of
restrictive spaces and describe the effects on stress, workload, and pesformance. This research will include
field investigation in conjunction with a series of laboratory experiments to investigate the effects of
restrictive space on visual inspection pecformance, which accounts for 90 percent of 2ll imspection
activities in aircrait inspection (Shepherd, et al., 1991). Extensions to NDT inspection, which iovolves
the additional restriction of working with equipment, are possible at a later date.

Knowledge of the effect of awkward postures and restrictive spaces on the heman operator, reviewed in
the previous sections, will be applied within the following methoGology to give:

1. A recognition guide which allows nsers to predict which tasks will have a performance
decrement and/or stress increase due to the spatialfpostoral demands.

2. A set of interventions, keyed to task, operator, and eavironmental factors, which will reduce
the spati=! demands and operator workload, stress, and fatigoe.

510 ON-SITE EVALUATION

£10.1 Task Description

The task analysis procedure developed during Phase I (Shepberd, et al,, 1991) will be adapted and applied
for use in assessing restrictive spaces. Detailed descriptions of a representative sampile of tasks which
pussess resirictions and awkwarc postures will be obtained. This step will inciude having human factors
analysts work with inspectors dming the completion of workcards. While obtaining task descriptions,
emphasis will be placed on documesnting environmental, operator, and task factors identified in the
previous section which create, or exacerbate, restricted spaces o exireme postures.

5.10.2 Behavioral Measures

Extreme spatial conditions can Hmit the number of postures adopted o force urnatural postures. An
adapted version of Branton and Grayson’s (1967) postural recording scheme will be utilized to measure
whole body postures. The mumber of postures adopted and the frequency of each posture will be obtained.
These measures have been successfully appiied to the assessmemt Of postural demands in varicus work
tasks (Bhatnager, ¢t al., 1985; Bramtor and Grayson, 1967; Zhang, et al, 1991) other than aircraft
inspection.
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5.16.3 Psychophysical Measures

Physiological monitoring, which presents many difficuities and limitstions, will be limited 0 the
laboratory, thos an emphasis will be placed on utilizing psychophysical technigues i fickd studies. These
techniques are attractive, particularly for ficld use, for they ave uvorestrivtive, reguire fnimimal
instrumentation, and thos easy to use/administer, and give valid ang refiable - -5 which ¢an be related
to other pon-aviation tasks.

Feeling Tone Checklist (FTC). This scale will be utilized 1o measure fatigne effects over time. Itis an
interval scale which has been found to be a valid and reliable measure of subjective feelings of fatigue
(Pearson, 1957).

Bodv Part Discomiort Chart (BPD). This is the most noted techniges utilized to obiain posturat discomfort
data {Corlett and Bishop 1976). This chart cateporizes the body into 2 number of functional areas to ajiow
the assessmentt of individnal body areas. A 5-point ordinal scale will be atilized to solicit operators’ BPD
rafings.

NASA - Task fcad Index (LX) This is a muiti-dimensional rating scale which measures six
workload-related factors {e.g., mental demand, physical demand, temporal demand, performance, effort,
and frustration) and their associated ragnitndes o form 2 sensitive and diagnostic workioad measure (Hant
and Staveland, 1988).

5.10.4 Experimental Protocol

A representative sampie of aircraft inspection tasks, which include both whole-body and partial-body
restrictions, will be sclecied for field investigation Postural data will be coliected throaghout task
performance. The FTC and BPD will be administered before, during, and after task performance. Ideally,
the same inspectors will be compared across tasks; although, this may not always be possible dpe 1o the
scheduling demands on the hamgar ficor. In addition, the TLX will be administered after task
performance.

511 LABORATORY EVALUATION

5111 Experiments

Experimentation will involve a series of studies investigating single and multiple whole-body restrictions.
Investigation will focus on examining the 2ffect of spatial restriction/extreme postures on performance,
workload, stress, and fatigoe. These experiments will focus o the effects of restrictions and their
interactions in three planes: side-to-sice {lateral), bead-to-feet (vertical), and fromt-{o-back (sagittal)
resirictions. Experimentation will be driven by the restrictive space framework, 10 demonstrate the various
resirictive space zones. Based upon this data, predictions ¢an be made of the effects of vatious spatial
conditions on perforance, workload, siress, and fatigue.
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5112 Tasks

An aircraft inspection task will be used to simulate the inspection enviromment during laboratory
investigation. In addition, a neutral inspection task will be utilized to provide more easily-interpreted
results, shorter training time, and more sensitive measures of search and decision-making. Both tasks are
computer-based.

Ajrcraft Inspection Task. The visual inspection task is simulated on a SUN SPARC Station 1 Workstation.
The task requires the inspector to search for multiple defects frequently found on an aircraft, including
missing, damaged, pooched/dished, and loose rivets, dents, and rivet cracks. The defects may be classified
as critical or soncritical, dependent on the severity of the defect.

This simulator includes a windowing fuaction (Galaxy Scientific Corporation, 1992), which results in only
a small area being fully illuminated, within a large inspection field. Only withis this window can faults
be detected and indicated. The entire inspection field is viewed by successive movements of this window.
This windowing function forces what are known as field of view (FOV) movements (Drury, in press). This
will allow the search strategy process measures described in Section 5.11.4 (e.g., fixation time, sequeniial
distribution of fixation, etc.} to be collected. This is an attractive alternative for the measurement of eye
movement parameters, in contrast to conventional techniques which require sophisticated and restricting
instrumentation to be attached to the subject.

Neutral Inspection Task. The experimental inspection task will include a random arrangement of
background and target characters (Bames, 1984). The task allows the two primary components of
inspection, search and decision making, to be measured separately. The software will be adapted 0
include an inspection window so that eye movement parameters may be obtained.

5.:1.3 Independent Varisbles

The current research will focus on investigating the effect of a subset of restrictions described in the
previous section (Table 5.1).

The Environment. The physical amount of space will be altered in order to determine the effects of
various restrictive environments. The affordance of the various restrictions (i.e., support provided) will
be changed indirectly through volume/area alterations and be dependent upon the experimental space
conditions. For exampie, some resiriction(s) will be exireme enough that they allow subjects to lean
against them during task performance. These behaviors will be noted.

The Operator. To control for body size, anthropometric measurements will be utilized to standardize the
amount of space to each subject {e.g., space is eguivalent to percentage of varicus body measuremenis).
Thus, clearance conditions will be equivalent for each subject In an effort to obtain face validity, a
sample representative of the current inspector population will be selected. Age will be used as a covariate
to control for anmy possible age effects. The level of experience in the restricted space will be controlled
by utilizing a between-subjects experimental design which ensures that each group of subjects is only
exposed (o one restrictive envirooment.

as
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Task specific pretests which measure different cognitive styles/personalities may provide some predictive
power and pariially explain the inherent varisbility between individuals sc that the results can be betier
understood. Four pretesis, which are relevant to the task context and environmental conditions, will be
utilized in this study: Embedded Figures Test (EFT), Matching Familiar Figures Test (MFFT), Locus of
Control (L.C}, and a claustrophobia screening test.

The Task. The inspection tasks wilt allow two operator demands 9 be investigated: search and
decision-making. Each experimentation period wili include baseline, task, and recovery periods, to be
described more fully in the experimental procedure section below (Section 3.3). In addition, the effects
during the baseline, task and recovery periods will be measured over tiine (Le., duration).

5.11.4 Dependent Variables

Behavicral. An adapted version of Bramton and Grayson’s (1967) postoral recording scheme will be
utilized to measnre whole body postures. A computerized versios of this system will be developed,
posture will be indirectly observed {ie., videotape), and positions directly input. Thus, a contimuous
record of all posiiions, their frequencies, and durations can be obtained. This gross assessment does not
provide data on the magnitude of the postural deviations, only that postural changes occur. Thus, the
specific magnitude of the trunk, neck, and head angles will also be measured for each posture. The
frequency of each posture, tiieir duration, and the number of posture changes will be mezsured and retated
to postural severity and discomfort (Bhatnager, et al., 1985; Branton and Grayson, 1967; Drury, et al.,
1988; and Zhang, et al., 1991).

Physioiogical. Heart rate and respiration rate will be obtained. These measures were chosen for the
following reasons: (1) they present minimal intrusion on task performance, and (2) they are sensitive to
changes in physical stress {¢.g., Astrand and Rodahl, 1986), cognitive siyess (e.g., Kak, 1981), and
workload (e.g., O’ Donrell and Eggemeier, 1986). As indicated earlier, physiological monitoring possesses
many limitations. Restrictive environments present additional inherent difficulties. However, a limited
number of measures will be obtained in an attemy® 1o capture this primary sSiress response.

Psychophysical. In addition to the FIC, BPD and T1.X described iz Section 5.11.3, 2 modified version
of the Stress-Arousal Checkiist (MSACL) (Mackay, et al,, 1978) will be utilized to measure stress and
arousal levels experienced in restrictive spaces (Craickshank, 1984).

Task Performance. Inspection is a two-stage process which demands search and decision-making. Visuat
search proceeds as a sexies of fixations at specific points in the visual search field. These fixations are
separated by saccades which occur when an individual moves hivher eyes 0 a new location. Faciors
which affect search performance include search sirategy, speed/accuracy tradeoff (SATO), 2nd stopping
policy.

Search strategy is defined by the overall pattern of eye movemenis, in our case FOV movements. The
following parameters will be measured: fixation time, spatial dismibution of fixations, sequestial
distribution of fixations, and interfixation distances. These subiie process measures inay be sensitive {o
the fatigue and stress effects described previously. These effects may be exhibited by a change in the
mumber or rate of fixations or 2 more random search path (Latorelia, et al., 1992).
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Speed/Accuracy Tradeoff (SATO) can be assessed by the performance measures: search time taken to
detect a fault, search errors (i.c., failing to locate a fault), and stopping time (i.e., time taken to search for
a defect before giving up). There is evidence to suggest that individuals change their operating point, with
respeci to speed and accuracy, under various stressful conditions (Hockey, 1986).

Decision-making is required if a defect is detected. This decision process can be modelled by signal
detection theory (SDT), which describes how humans detect signals in noise (Wickens, 1992). Within this
SDT structure, three factors can affect decision-making; sensitivity, criterion, and SATO.

Sensitivity is a measure of discriminability, the perceived difference betweern the observed flaw and
standard, and may be affected by the extraneous noise introduced by restrictive environments.

Decision Criterion is the internal standard chosen by an inspector for reporting a fault and can be affected
by the defect rate, cost of errors, and time on task (Galaxy Scientific Corporation, 1992). Shifis in
criterion may be found as time on task increases due to missed signals and corresponding changes in
signal expectancy. Moreover, criterion changes have been found to be caused by stress-inducing situations
{Wickens, 1992),

SATO is the amount of time taken to make a decision and can affect sensitivity. In restrictive
environments, signal integration may be affected by speeded performance. Research was reviewed earlier
which indicated that stress can cause a strategic change in performance resulting in an increase in speed
and errors (e.g., Hockey, 1986).

The following measures will be obtained in order to assess changes in sensitivity, criterion, and SATO:
decision time (i.e., time to make decision, after defect detected), misses (i.e., deciding not to indicate a
defect which is classified as defective) and false alarms (.e., deciding to indicate a defect which is noi
classified as defective). :

5.11.5 Experimental Procedure

Subjects will perform the inspection task under urrestricted and restricted space conditions in order t©
tneasure changes in performance between the two conditions. The task periods will be segmented into
several portions and separated by breaks, which is characteristic of the maintenance and inspection task
organization. A conventional stress design will be employed, thus ailowing baseline measures to be
obtained and any aftereffects assessed.

Performance measures will be obtained during each task period. In addition, vidzotape analysis allows
the frequency, duration, and severity of each posture, and the frequency of posture changes to be obtained
continuously. The BPD, MSACL, and FTC will be administered at the beginning and end of each task
period, while the TLX will be obtained at the end of each task period. The physiological measures will
be obtained throughout the baseline, task and recovery periods.

87



Chapter Five
512 ANALYSIS OF RESULTS

The results of the on-site evaluations and 1aboratory experiments will be combined and analyzed to derive
cperational definitions of the zone boundaries, This will allow the recognition and prediction of tasks
which will have performsnce decrements and/or workload/stress increases due to restrictive spaces or
extreme postures. Knowledge of human factors models of human inspection and the functioning of
individual human subsystems (i.e., senses, perception, attention, memory, decision-making, feedback, and
control) can be utilized to identify the subsystems affected by the identified restrictions.

The additional demands/compensations forced by restrictions can be determined and the effects predicted
and described by the restrictive space framework presented in Section 5.0. Anthropometric models, and
subsequently population percentiles, will be utilized to quantify and operationally define these effects in
terms of absolute space dimensions within this framework.

5.13 DEVELOPHMENT OF CHECKLIST/INTERVENTION GUIDE

Based upon the results, a recognition checklist will be developed which classifies and describes the effects
of restrictive spaces and extreme postures on inspection tasks into one ot more zones. Procedures aimed
at alleviating the reduced performance and increased workload/stress in Zones 1 and 2 will be devised and
compiled. The task demands, and associated compensations forced by restrictions, can be compared with
known human capabilities to provide interventions aimed at the identified environmental, operator, and
task restrictive space factors in order to reduce operator workload/stress and improve performance. These
intervention strategies will be used in the development of a guide.
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Chapter Six
Evaluating the Visual Environment in Inspection:
A Methodology and a Case Study

6.0 INTRODUCTION

Visual inspection accounts for almost 90% of all inspection activities; thus, it is imperative that the task
be performed in the most suitable work environment. Studies in aircraft inspection have shown that poor
illumination, glare and other adverse lighting conditions couid be important reasons for “eye strain” or
visual fatigue. Visual fatigue canses a deterioraticn in the efficiency of human performance during
prolonged work. The purpose of this study is to develop a methodology which aliows adequate lighting
equipment to be selected in order to provide an improved visual environment.

Much of the recent literature on lighting requirements is concerned with costs of providing the light,
whether purchase costs, operating costs or maintenance costs. However, the purpose of lighting is to allow
rapid and effective human performance. The costs of personsnel time and the potential cost of even a
single human error are orders of magnitude higher than the costs of providing the lighting, Thms, in this
study, adequacy of lighting is the major criterion for lighting choice,

The sections below provide an outtine of the sequence of steps which were followed to demonstrate and
ultimately comprise the advanced methodology. Initially, the basic principles of lighting and lighting
system design are related to aircraft inspection. Thereafter, through site visits, the existing visual
environment in aircraft inspection is assessed. An evaluation was then undertaken at a single facility in
order to acquire detailed data and to demonstrate how to perfonn a human factors investigation of a visual
environment. This investigation included photometric evaluations of the ambicnt and task lighting as well
as input from inspectors at four different facilities.

Concurrently, alternative portable and personal lighting sources were evaluated at the same facility and
in the laboratory. Recommendations are then offered based upon the information obtained. This siep
illustrates the utility of using an organized appreach to structure the various components which comprise
a visual environment in order to allow adequate light sources to be suggested. Finally, the methodology
which encompasses all the preceding steps is formally advanced.

6.1 LIGHT CHARACTERISTICS/LIGHTING SYSTEM DESIGN

Four fundamental light characteristics (i.e., light lavel, color rendering, glare and reflectance), the
principles of specialized lighting, and the basic requirements of lighting design need 1o be considered in
relation to aircraft inspection.

6.1.1 Light Level

'The recommended illumination depends upon the type of task and whether the visual task is of high or

low contrast. General lighting requirements for different tasks can be found in Eastman Kodak (1983)
and Nluminating Engineering Society (IES) (1987). Vision can be improved by increasing the lighting
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level, but only up to a point, as the law of diminishing returns operatas. Also, increased illumination
could result in increased glare. Older persons are more affecied by the glare of reflected light than
younger people, and inspectors are often senior personnel! within a mainferiance organizatior.

According to YES (1987), direct, focussed lighting is recommended for general lighting in aircraft hangars.
Inspection of aircraft takes place in an environment wheze reflections from airplane structures can cause
glare so that low brightness luminaries should be installed. Often, additional task lighting will be
necessary when internal work, or shadowed parts around the aircraft, result in low illumination ievels.

Table 6.1 presents the required illumination levels for aircraft maintenance and inspection tasks (IES,
1987). Generally, most maintenance tasks require between 75 foot-candles (f-c) and 100 f-c, although
more detailed maintenance tasks may require additional ifllumination. General line inspections (e.g., easily
noticeable dents) may only reguire S0 f-c; however, most inspection tasks demand much higher levels,
From the site observations of actual defects, it is apparent that many difficult inspection tasks may require
illumination levels up to or exceeding 500 f-c. Basad upon the current IES standards, it is recommended
that the ambient light level in 2 maintenance hangar be at least 75 f-¢ in crder to perform pre- and post-
maintenance/inspection operations and some general maintepance/inspection tasks without the necessity
for additionat task lighting, Furthermore, adequate illumination levels may be obtained in a majority of
inspection tasks and many maintenance tasks through the utilization of task lighting.

Table 6.1 Levels of Dlumination Required in Aircraft Inspection/Maintenance
(IES, 1987)

_ TASK F-C
!i Pre-/pest-rnaintenance and inspection
i

Maintenance

Inspection
Ordinary
Detailed
Fine

6.1.2 Color Rendering

Color rendering is the degree to which the perceived colors of an object illuminated by various artificial
light sources match the perceived colors of the same object when illuminated by a standard light source
{i.e., daylight). The color rendering of task lighting is important for inspection because "change in color"
of sheet metal is often used as a clue (o detect corrosion, wear or excessive heating. The difference in the
spectral characteristics of daylight, incandescent 1amps, fhiorescent lamps, etc., have a large effect on color
rendering. Such effects are described in detail in IES (1984). Table 6.2 presents some of the commonly
uscd lighting sources and their characteristics (adapted from Eastman Kodak, 1983).
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Table 6.2 Commonly Used Lighting Sources

TYPE OF LIGHT
SOURCE COLCR COMMENTS
Incandescent good Comemonly used, but prone to deterioration over

time. High energy lost, but convenient and
portabie. Lamp life about 1 year.

| Fluorescent fair to good The efficiency and color rendering capabilities
vary greatly depending upon tube type. ;
Problems of flicker may have an annoying effect |
whiie performing inspection. Can be dangerous [
with rapidly cycling machinery. Lamp life 5-8
years.

I Mercury Vapor very poor fo fair Green/blue colors are unusual, and output drops
rapidly with age. Lamp life 9-12 years. !

i High Pressure fair Monochromatic yeilow light. High efficiency

| Sodium Lamp lamp ranging from 80-100 lumens per watt,
_ Lamp lite 3-6 years.
| Low Pressure Sodium | poor Highly efficient light source but yellow in color.

i Lamp | Lamp lffe 4-5 years. ';

6.13 Glare

Direct glare reduces an inspector’s ability to discrizsninate detail and is caused when a source of light.in
the visual field is much brighter than the task material at the workplace. Thus, cpen hangar doors, roof
lights, or even reflections from a white object such as the workcard can cause glare. Glare can also arise
from reflections from the surrounding surfaces and can be reduced by resorting to indirect lighting. The
lighting system should be designed to minimize distracting, or disabling glare, using carefully designed
combinations of area lighting and task lighting.

6.1.4 Refiectance

Every surface reflects some portion of the light it receives as measured by the surface reflectance, High
reflectance surfaces increase the effectiveness of luminaires and the directionality of the illumination.
Specular, or mirror-like, reflectance should be avoided as it produces glare. Diffuse reflection, for
example, from a semi-matte surface is preferred. Thus, for an aircraft hangar, it is important that the walls
and floors are of high diffuse reflectance (i.e., light paint, patterned plastics) so that they help in reflecting
light and distributing it uniformly. This is more critical ender the wings and fuselage where there may
not be adequate lighting, due to aircraft shadows. Table 63 presents recommended surface reflective
values to assist in obtaining an adequately uniform visual environment.
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Table 6.3 Recommended Diffuse Reflective Values
(Adapted from IE'S 1987)

6.1.5 Specialized Lighting

During visual inspection of an aircraft fuselage the inspector is looking for multiple defects, including
corrosion, ripples, hairline cracks in the metal components, dents in the fuselage, missing rivets, damaged
rivets ("pooched,” "dished” rivets), and rivet cracks.

It is possible that no one single lighting system is suitable for detecting afl defects. Therefore, the use of
specialized lighting systems which make each class of defect more apparent may be necessary. However,
the use of special light systems implies that the area must be examined for each class of defects
sequentially rather than simuitaneously, which could involve time and expense. For example, the diffused
nature of general illumination tends to wash out the shadows while surface grazing light relies upon
showing shadows to emphasize objects that project above or below the surface. Task visibility is distinctly
better for surface topography with grazing light even though a lower level of illumination is used. An
example of this scenario is the inspection of the fuselage for ripples. Ripples are easier to detect using
surface-grazing lighting because general illumination tends to wash them out. However, normal-incidence
lighting may mask important textural and color differences. The lighting should be compatible with the
visual objective regarding the form and texture of the task object. Grazing light reinforces an impression
of the texture while normal incident light allows the discrimination of color and surface, but minimizes
the perception of surface variations.

6.1.6 Design Requirements For Lighting

Literature on visual search has shown that the speed and accuracy with which the search process can be
accomplished is dependent on the conspicuity of the defect which in turn is dependent on size of the
defect, defect/background conirast, and lighting intensity (Drary and Fox, 1975).

Lighting design also has broader requirements to fulfill. In order for the inspection to be suceessful, the
lighting should be such that the following tasks can be performed satisfactorily and preferably optimally:
inspecting (visual search) the aircraft structure for defects, reading the workcard/instractions, moving
around the aircraft (using the scaffolding, or equipment, ¢.g., cherrypicker), and special purpose lighting
should pot interfere with any other paraliel task (e.g., access or maintensnce) in progress.
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The inspection task is frequently difficult because of the heavy perceptual load present. In designing the
lighting system, the objective must be to reduce visual fatigue caused by poor umination and pocr
contrast. In designing lighting systems, one must consider the miniraura lighting requirements for each
task and subtask, the type of artificial light sources that can be used to illuminate the work surface, the
amount of task lighting that can be provided and the available methods to minimize glare. These factors
must be balanced with implementation and operating costs (IES, 1987); however, the total cost of
installing, running and maintaining lighting is a small fraction of the cost of either the employment of
personnel or of rectifying lighting-induced human errors.

6.2 THE EXISTING VISUAL ENVIRONMENT IN AIRCRAFT INSPECTION
6.2.1 Classification Of Light Sources

The lighting sources employved in aircraft inspection include ambient lighting which is comprised of
daylight, area and specialized lighting (built into aircraft); and rask lighting which includes portable
lighting (set up at inspection site) and personal lighting (e.g., flashlight). The ambient lighting represents
the minimnim lighting level available in a task while task lighting represents the maximum lighting level,
both from lighting devices set up to cover an inspection area, and from personally-carried lighting. Note
that to provide adequate lighting for any task it should be possible to reduce glare from ambient lighting
and use the task lighting in a focussed maaner to illuminate the task without causing unnecessary glare.

6.2.2 Site Observations

In the first phase of this research program many inspection/maintenance sites were visited (Shepherd, et
al., 1991). Detailed Task Analyses were performed on numerous inspection activities, resulting in a list
of examples of poor human factors design. Each example represents an opportunity to improve the
human/gystem fit, and hence, increase job performance with decreased work stress.

The conclusions to be drawn fiom these observations are that ambient lighting in some cases can range
from inadequate to poor for performing inspection tests, which could resuit in visual fatigue and
deterioration of performance. Moreover, task lighting was not adequate, lighting equipment was not
always portable, and the lighting level was well below the IES recommended level of 75-100 f-c in most
visual aircraft inspection tasks (IES, 1987). These conclusions are substantially the same as found by the
FAA’s Office of Flight Standards Aging Fleet Evaluation Program which measured the visual environment
at nineteen sites performing "D" checks (Thackray, 1992).

63  EVALUATION OF A VISUAL ENVIRONMENT
As a demonstration of how to perform a human factors study of lighting in a facility, an investigation of
the visual envirommeni at a representative maintenance hangar was performed. The hangar was due for

closure, so that findings wouid be applied only in other hangars. This study included an evaluation of the
ambient lighting, task lighting, and perceived lighting characteristics based upon inpart from inspectors.
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6.3.1 Evaluation Of Ambient Hlumination, Lominance, and Reflectance

The evaluation measured the jlumination and luminance levels produced by the ambient light sources
only. Lighting characteristics of the personal and portable lighiing were considered separately. Procedures
were performed according to the IES Lighting Handbook (IES, 19842, The illumination leveis indicate
the amount of light falling over the area (in f-c), while luminance leveis represent the guantity of light
refiected off the various surfaces (in foot-lamberts (f-1)).

The illumination and floor luminance levels were obtained in two different aircraft bays, bay #1 (with an
aircraft present) and bay #2 (without an aircraft present). Each bay area was divided intc zones and several
readings were taken within each zone at night with the hangar doors closed. Average iilumination and
luminance values were calculated by aircraft area (Figure 6.1). Fioor reflectance values, the amount of
light reflected off the floor
compared to the amouat of
light {altinig on the floor, (i.e., ]
floor luminancefillumination} §

were calculated and given in llumination (f-¢}
Figure 6.2.

The average illumination
levels wvaried dramatically
between areas. Figure 6.1
indicates that the areas under
the fusciage and wings had
considerably Ilower
illumination than the open
areas (i.e., where no aircraft
was present). This is a
concern, for many vissal
inspection tasks occur in
these poorly Iit areas (ie.,
under the wings and
fuselage). The floors are
presently a natural grey color
(cement), thus resulting in
Iow average floor luminance
and reflectance levels across
all areas. The floors shouid
be painted a lighter color
{e.g., white), which would
improve the overzll
illumination levels, especially
under the wings and fuselage.
However, any paint used should be non-glossy to eliminate specular reflections from the floor surface.
For new hangars, or major renovations, lighter colored flooring could be installed.
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€.3.2 Evaluation Of Task
Iilumination,
Luaminance, and
Reflectance

A representative sampie of
aircraft visual inspection tasks
was selected from varicus
locations on a Fokker F-100:
air conditioning access (A/C),
cargo compartments {(Cargo),
exterior fuselage-nose,
nosewell, ané wheelwell. A
lighting evaluation (i.e.,
illumination, luminance, and
reflectance  levels) was
performed with the resuits
shown in Table 64. The
light environment for each
task inciudes the contribution
of the ambient Ievels in

conjunction with any additional task lighting.

Values were obtained from various locations in each task area under actual inspection conditions; that is,
while the task lighting of choice (i.e., personal/portable) was utilized. Generaily, the average task
illumination levels were adeguate, with the exception of the nosewell. However, large variabilities existed
in these levels within each area, primarily dependent upon whether it was possibic to aim the lighting
eguipment at the point of inspection. In many instances, areas were difficult to access with the lighting
equipment, thus not allowing adeguaie levels of light. Task lighting was necessarily the primary light
source in all task areas, for the ambient illumination levels were inadequate. Thus, the accessibility of
the area and the portability of the task lighting affected the light Ievel at a majority of inspection points.

Table 6.4 Task Light Environment and Humination by Task Area

TASK CONDITICNS

Light Environment

3D-Cell Flashlight

umination (f-¢)

X =115 8D=138.0

Headlamp plus General

182 8SD=724

3D-Cel Flashlight plus General

g7 8b=460

3D-Ceii Flashifight plus General

42 8D=22.6

3D-Cell Flashiight plus General

102.1 SD=40.0
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6.3.3 Inspector Perceptions

In addition to the detailed measurements obtained at one facility, inspectors’ perceptions of the visual
environment were assessed at several other facilities within the partner girfline. Psychophysical rating was
obtained from 51 imspectors and maintenance personnel from four other sites, to allow a detailed
assessment of the perceived quantity and quality of the general and task lighting. Inspectors and
maintenance personnel were asked to evaluate the lighting characteristics of the visual environment (e.g.,
contrast, glare, flicker, color rendering), as well as the adequacy of the lighting equipment {e.g., ease of
handling, light levei and focus controi).

Psychophysical rating was obtained on the visual environment and combined by aircraft area: upper
exierior areas (above wing chord line), lower exterior areas (below wing chord line), and interior areas.
Generally, according to the frequency distributions, the perceived light levels and conirast ranged from
adequate to good in the upper exterior areas, but there were many instances of perceived glare.
Conversely, the perceived light levels and contrast were frequently rated as inadeguate in the lower
exterior and interior areas, but there was less perceived glare (Figures 6.3, 6.4 and 6.5). Color rendering
was perceived to be adequate by most persounel, although this distrib stion was skewed towards inadequate
in the lower exterior and interior areas (Figure 6.6}.
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gure 6.5 Perceived Glare by

In the upper extezior areas, & majority of personnel
indicated a reliance or primatily genera! lighting (over
90%), with a smailer deperdence on daylight and
personal lighting (Figare 6.7). Portable Lighting
seems to be rarely used. In contrast, in the lower
exterior and inferior areas, personal lighiing is the
primary light source (over 90%), with general and
portable lighting being utilized somewhat. Daylight
corntributes minfmally to the visuval environmest in the
lower exterior and interior areas. This is presumably
the reason why color rendering was perceived 10 be
worse in these areas for antificial light is the primary
SOurce.

A majority of personmel indicated that both personal
and portable lighting equipment produce adequate
light fevels. There were varied perceptions with
respect to handling, althcugh a majority felt personal
lighting was adequate and portable lighting was
inadequaie. Likewise, a majority of personnel feel the
focus ability of personai lighting was good, while the
airning abflity of portable lighting was inadeguate.
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These perceptions may indicate why personal lighting is relied ¢n more than portable lighting (Figure
6.7); it is easier to handle and control. A need exists for better portable lighting to decrease reliance on
personal lighting in restricted spaces.

Finally, general comments and concerns related to personal and portable lighting systems and the visual
environment were obtained. The comments are ranked according to the frequency with which inspectors
and maintenance personnel indicated the importance of the various factors (Table 6.5). The major
considerations fall within the categories of lighting, ease of handling, durability, work shift, hangar
maintenance, flexibility, and miscellaneous aftributes,

Light output/brightness of the visual environment was the biggest concern of personnel. The ability to
control the light output to redace glare were also of particular concern. Color rendering and contrast were
of iesser importance. A few personnel indicated the need 1o investigate alternative light sources (e.g.,
lasers). Surprisingly, flicker normally associated with fluorescent lights was not indicated as a major
concern, although fluorescent lighting was not the primary light source utilized across the populzation
sampled. Specific to personal lighting, personnel indicated the effect of low-quality batteries and bulb
type on the quality of Iight,

The ease with which equipment was handied was of particnlar concern. Personnel indicated that Jight
sources which are difficuit to use will not be utilized, obviously affecting the visual environment. The
weight/size of the lighting equipment was found to be the primary determinant of ease of handling, with
accessories a secondary factor. The set-up required for portable lighting was found to directly affect
utilization. FElectric-powered personal lighting, as opposed to battery-powered, was found to be less
portable due to the need for power cords. Power sources, such as battery-packs, may be a promising
alternative for improving the portability of electric-powered lighting equipment.

The general durability (i.e., daily wear and tear) of lighting equipment was a consideration, for it affects
the visual environment. For example, personnel indicated that if their flashlight lens was scratched, the
light output decreased. The safety requirements met by the lighting equipment [e.g., Occupational Safety
Health Administration, (OSHA)] is another issue which was indicated, and becomes critical in hazardous
areas {e.g., fuel tanks). Lighting equipment which meets specialized safety requirements, as e¢valuated in
this study (€.g., explosion/vapor-proof), needs continuous investigation to ensure compliance with changing
standards.

Personnel indicated that the workshifts (i.e., day/night) resulied in drastically different visual environments,
possibly dictating different lighting needs. General hangar mainienance can also affect the visual
environment. For example, as discussed earlier, light paint on the floor, walls, and ceilings causes light
to be reflected ang creates a brighter work environment. Furihermore, these surfaces, in addition io the
lights themselves, must be free of dirt and grime in order to reflect/produce adequate light.

Often the flexibility of light sources is imporiani for performing inspection, particularly with respect to
specific task demands and fauit types (e.g., light of grazing incidence may be necessary to highlight ripples
while light perpendicular to the surface may be necessary for detecting other common faults). Flexibility
is more easily provided by personal lighting equipment (e.g., flashlight and headlamps) rather than by
portable and direct lighting which are more suited to meet general lighting requirements.
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Table 6.5 Relevant Lighting Considerations Based Upon Inspector Perceptions

“ CHARACTERISTICS PERSONAL PORTABLE FREQUENCY

LIGHT 1. Output/brightness 1. Output/brightness 27
2. Gilare/bnghtness 2. Glare/brightness 6

control control
3. Distribution/focus 3. Distribution/aim 5
4. Color rendering 4. Color rendering 1
5. Contrast 5. Contrast 2
6. Altemative 6. Altemnative 2

sources SOUrces
7. Flicker 7. Flicker 1
8. Power source 4

(battery type)

9. Bulb type 3
TJotal 51
EASE OF HANDLING 1. Weight/size 1. Weight/size 15
2. Accessories 2. Accessories 2
3. Set-up 3
3. Power source 2
Total 22
DURABILITY 1. Geneml 1. General 5
2. Safely 2. Safety 5
requirements requirements ¥
3. Bub iite 3. Bub life 8
4. Battery fife Total 18
WORK SHIFT 1. Light {day/night) 1. Light (day/night} 9
2. Shiftwork 2. Shiftwork 2
Total 11
MAINTENANCE 1. Paint 1. Paint 7
2. Hangar 2. Hangar 2
cieanliness cleanliness 9
FLEXIBILITY 1. Task demands 1. Task demands 2
2. Fault types 2. Fault types 2
4
OTHER ATTRIBUTES 1. Cost 1. Cost 5
2. Access 2. Access 4
3. Availability 3. Availability 2
4. Individual 4. Individuat Jd
differances differences 12

Items such as cost were indicated to be a concern. For example, several personnel indicated that
rechargeable flashlights are superior to other types of less expensive lights. Safe disposal of used batteries
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may become an increasingly important reason for choosing rechargeable lighting systems. In many
situations personnel purchase their own equipment, as opposed tc using less adequate equipment supplied
by the company.

As discussed above (Section 6.3.2), access to an area can dictate the quality and quantity of light on a
surface. There should be an effort not only to improve the portability of lighting equipment, but more
importantly, to consider the human inspection process at the aircraft design stage. The availability of
various lighting sources was a concemn, 2and may be dependent upon the company supply, hangar design
(e.g., availability of electric outlets around the aircraft), or accessibility, Finally, common to all inspection
tasks, individual differences must considered.

6.4 EVALUATION OF ALTERNATIVE LIGHTING SOURCES

An evaluation of lighting sources was performed to identify systems which possess features which may
contribute to the existing visual environment of aircraft inspection/maintenance operations. This evaluation
included an investigation of available systems, and both laboratory and field evaluation of the selected
SOUFCES.

6.4.1 Laboratory Evaluaticn

A number of both personal and portable lighting systems was selected to represent the types currently
being used in inspection and alternative sources available in catalogs. Several attributes of these selected
personal and portable lighting systems were investigated in a controlled environment (i.e., light source,
weight, focus/aiming control, durability, safety requirements, accessories, and light output/distribution).
The results of this investigation can be found in Reynolds, et al., 1992,

6.42 Field Evaluation

A sample of the lighting systems which appeared to hold promise in the laboratory evaluation are
presented in Tabiles 6.6 and 6.7, and were further investigated during actual task performance.
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Table 6.6 Specifications of Selected Portable Lighting Equipment (center illumination measured at:
*0.5m or **2.0m)

Wt Aiming Genarsl Safety Accessories |
Light Source (ibs.) Control Crurability Requirements 1

S e e e

Handlamp Fluorascent 0.8 No Adequale NEC #410- Hook
13 Watts 35(a)(b),36,
85 fc* 42(a)(b),44,45
OSHA
#1926.405(EXF)1)
GYm)GE(ANBYY)

UL listed

NEC #410-
Lamp 27 Watts 35(a)Mb),36, Magnels
164 fc* 42(a)(b),44,45
OSHA
#1926.405(E)(F)I)
GEEIHANBHY)
UL listed

UL listed for
indoor/outdcor use.

Expilosion-proot
MIL-STD-810C

Explosion-proof
MIL-STD-810C

4D-Celf Krypton 24 Yes Adecquate Battery Explosion-proof None
flashiight Buib MIL-STD-810C
1900
f-c*

Headlamp Incan- 1.9 Yas Adoquate Battery None indicated Headband

descent Battery clamp
Bulb
1500

»

f< P

The following provides a summary of the results obtained from the Iaboratory and field evaluations.
« There are two differant kinds of lights: inspection and work lights. Inspection lights (i.e., dynamic

sources) must provide easy handling, for inspection normally demands frequent movement in and around
the aircraft. In addition, the lights must provide a focussed beam of light which can be comrolled to
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reduce glare. Work lights (i.e., static sources) need not be as portable as inspection lights, for they are
normally used in one place for a period of time (i.e., generally 30 minutes or more).

* The flashlights provide adequate light, durability, and focus contro! to reduce glare. They are also easily
portable, which suits most inspection tasks. The light outputs and distributions of the flashlights increase
with the size of the light (i.e., 2D to 4D). The larger lights have more batteries; however, they are also
heavier. The focus ability of the flashlights provides either an intense focussed beam or less ilfumination
over g larger area.

* The headlamp provides adequate light and focus control to reduce glare. It produces a comparable
amount of light as the 4D-Cell flashlight, although it is lighter and allows hands-free portability. However,
it meets no additional safety requirements, thus possibly limiting its use in some environments. The actual
weight of the lamp is less than the indicated weight, for the batteries zre separated from the light source
(0.3 ibs.).

* The handlamp is not weli suited for many inspection tasks because the power cord reduces its portability
and it does not provide a highly focussed beam. However, this light can serve as a small portable light
source. It produces less light over a smaller area than the other portable lights, but gives off minimai heat
and can fit into small access areas. It is very durable and meets OSHA and National Electrical Code
(NEC) safery requirements related to general electrical codes.

* The portable lamp is a good static light source. It can be hung, using the provided strap or magnet, or
placed {e.g.. under a wing) in the work area for overall, heat-free light. Furthermore, these lamps meet
OSHA and NEC safety requirements related to general electrical codes.

» The standing lamp provides a large amount of light over a large area. It can be used to illuminate large
static work areas. However, it gives off heat, and thus could not be used for interior inspections or in
smali areas, limiting its use ic open, exterior areas. In addition, it is UL listed for indoot/outdoor use,
possesses up/down aiming contrel, is light-weight, and has a handle for easy portability and set-up.

* The color rendering characteristics of the standard incandescent lamps (i.e., headlamp), krypton lamps
(i.e.. flashlights), and halogen lamps {.e., standing lamp) are superior. The fluorescent lights generally
provide adequate color rendering characteristics, dependent upon the chemical composition of the liner,
and are more ¢nergy eificient, producing less heat than incandescent lights.

6.5 RECOMMENDATIONS

Based upon the above evaluation of the visual environment at the tested facility and the selected sample
of lighting sources, initial recommendations are presented. The task demands, the restrictiveness of the
space to be inspected, the ambient light conditions, and the lighting requirements are considered (Table
6.8). Recommendations are advanced for the specific task environments evaluated earlier (Section 6.3.2),
and only consider the sample of lighting sources selected for detailed field evaluation (Section 6.4.2).
Caution should be exercised in gencralizing these recommendations to other task situations and light
sources, although the methodology presented here can be used to determine the applicability of each light
source i new situations. As discussed previousty (Section 6.3.2), the ambient ilumination levels in all
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the task areas were inadequate for satisfactory performance. Thus, there must be some reliance on
personal or portable lighting in each area.

For each task area, the task demands dictate the required illumination, the focus/aiming, and the required
handling. A majority of inspection tasks require dynamic sources, to allow for frequent movement in and
around the area; whereas, maintenance tasks may be adequately illuminated by static sources. Although
inspection tasks are the primary focus in this study, recommendations will also be made for static sources
for they can be useful in contributing to the ambient light level in many areas.

Based on the task demands and corresponding illumination requirements, it is observed that each of the
recommended lighting systems meeis the illumination requirements as observed in Table 6.8 and Table
6.6 through 6.7. Furthermore, personal lighting not only provides the necessary illumination but also
greater flexibility in terms of maneuvering the light source (e.g., a flashlight can be used both at grazing
incidence to detect ripples and at normal incidence to study corrosion).

The restrictiveness of the area to be inspected was rated on a two-point scale (i.e., restricied/unrestricted).
Thus, restricted areas (j.e., A/C access, nosewell, and wheelwell) require the lighi source to be manjpulated
around obstructions in a cramped area, in order to provide an adequate visual environment. As was
discussed previously (Section 6.3.2), large variability existed in the light levels in these areas, dependent
upen the accessibility of the light source. The cargo and exterior fuselage-nose arzas are considered
unrestrictive, for the light source is not obstructed by the eavironment. Any size personal lighting may
be used here without compromising the visual environment.

The inspection of the A/C access area requires a dynamic light source which possesses focus and aiming
ability and provides an average level of 100 f-c of illumination. The 2D-Cell flashlight and the headlamp
are recommended for they meet these requirements and are smail enough to be manipulated around the
area. In addition, the handlamp is recommended as a static light to increase the general light level in the
area in order to reduce the reliance on personal lighting. It is small and can be hurng or placed in the ares,
and does not give off heat.

Similarly, inspection of the cargo and exterior fuselage-nose areas also require dynamic light sources with
easy controflability. In addition, an average illumination level, when combined with the ambient light
level, of 100 f-c in the cargo area and 200 f-c in the exterior-nose area is required. The areas are not
restricted, thus any size flashlight or the headlamp could be used as a personal lighting source. The
standing lamp could be aimed up from the outside of the aircraft, or the portable lamp could be
hung/placed in the area, io provide overall light.

Finally, inspection of the nosewells and wheelwells requires dynamic, focussed average illumination levels
of 100 and 200 f-c, respectively. The areas are somewhat restrictive, thus requiring the smaller flashtights
or headlamp for better handling. The handlamp and portable could be hung/placed in tight locations in
these areas, while the standing lamp could be aimed up into these areas for general overall lighting.
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6.6 GUIDE FOR VISUAL ENVIRONMENT EVALUATICN

A methodology by which to evaluate and design a visual environment may be advanced based upon the
techniques employed in the above demonstration project. A four-step methodology is presented below.

1. Evaluate existing visual environmeni. The first step requires an inmvestigation of the visual
environment in order to obtzin an understanding of the existing conditions and to focus the investigation
on problem areas. Ambient and task lighting conditions and task analyses should be performed in order
to determine the task demands and associated visual requirements. In addition, personnei should be
consulted to obtain additional information regarding the light characteristics and utilization and adequacCy
of the currenfly used lighting sources.

2. Evaluate existing and alternative lighting sources. An evaluaticn of the existing and alternative
lighting sources is performed in order to identify the capabilities of each source. Manufacturers’ catalogs
can be consuited to determine the current status of lighting source technology. These alternative sources,
in addition to the sources currently being used, can be evaluated. Evaiuvations performed to date, including
the present one, have used various criteria to judge vismal enviropments (e.g., light output, glare,
lominance, eic.). There is a need for standard criteria which allow visual environments in aircraft
maintenance/inspection operations to be evaluated in a consistent manner and which insure that important
components of the process are not over-looked. An attempt has been made to ideniify the most important
components which need to be considered in the evalyation of an aircraft inspection/maintenance visual
environment. Considering the operator perceptions and other factors discussed earlier (Sections 6.1 and
6.3.3), a guide has been developed to indicate important considerations in the selection of adequate
lighting sources (Table 6.9). Requirements are given for both personzl and portable lighting.

3. Selection of lighting sources. Once steps 1 and 2 are completed, lighting sources can be selected
based upon a comparison of the lighting requirements with the various lighting sources. An investigation
of the existing visual environment (step 1 above) will allow the determination of the lighting requirements
10 be based upon the task demands. These results can be directly compared with the capabilities of the
various lighting sources (siep 2 above), to determine which lighting sources provide the most appropriate
visual environment for each task analyzed.

4. Evaluate and address general visual environment factors. In addition to attending to the specific
task conditions, there are factors relevant to the overall environment which need to be addressed. Based
upon the operator perceptions and other factors discussed earlier (Sections 6.1 and 6.3.3), a guide has been
developed to indicate relevant considerations in the design of an adequate visua! enviropment (Table
6.10). The assessment of these considerations should resnit in additional improvements in the overall
visual environment.

This methodology does not provide guidelines which dictate how to design a visual environment. Instead,
it provides a flexible process which may be followed to allow each practitioner to tailor the methodology
to meet their individual needs. For example, this demonstration emphasized consideration of lighting
requirements, handling, and space restrictions in advancing recommendations. However, dependent upon
each facility’s needs and associated tasks, other factors identified in this study (steps 1 and 2) may be
given stronger consideration (e.g., safety requirements, power SOUrces).
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Table 6.9 Lighting Source Design Considerations

ey
H CHARACTERISTICS PERSONAL PORTABLE
LIGHT 1. OQuftput/brightness 1. Qutput/brightness
2. Glare/brightness control 2. Glare/brightness control
3. Distributionffocus 3. Distributior/aim
4. Color rendering 4. Color rendering
5. Contrast 5. Conirast
6. Altemative sources 6. Alternative sources
7. Ficker 7. Flicker
8. Power source (batltery
type)
9. Bub type
EASE OF HANDLING 1. Weight/size 1. Weight/size
2. Accessories 2. Accessories
3. Power scurce 3. Setup
DURABILITY 1. General 1. General
2. Safely requirements 2. Safely requirements
3. Bulbb life 3. Bub life
4. Battery life
FLEXIBILITY 1. Task demands 1. Task demands
2. Fault types 2. Fault types
| OTHER ATTRIBUTES 1. Cost 1. Cost
2. Space 2. Space
3. i 3. Individual differences

VISUAL ENVIRONMENT

Light 1. Light levei

2. Glare

3. Distribution

4. Color rendering

5. Conlrast

6. Flicker
Work Shift 1. Light {day/night)

2. Shiftwork
Maintenance 1, Paint

2. Hangar cleanfiness
{Other Attributes 1. Access dsvices

2. Avaitability of lighting sources
—— =

110




Evaluating the Visual Environment in Inspection: A Methodology and a Case Study

6.7 CONCLUSIONS

This evaluation provides » methodology by which various light sources can be matched to different tasks,
based upon consistent criteria. This methodology includes an evaluation of the general ang task lighting
environments, the task demands, and alternative Hghting sources. In addition, the major factors which need
t0 be considered in the design of an adequate visual environment for aircraft inspection are identified in
an initial attempt to standardize this evaluation process. The techniques utilized to asscss the visual
environment at a typical facility may be incorporated into a formal methodology which may be utilized
to investigate visual environments and guide selection of lighting equipment at other aircraft inspection
sites.
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Chapter Seven
Design of Workcards

7.0 INTRODUCTICN

The workcard is the primary document that controls an inspection task. It has, therefore, a great influence
on inspection performarce. Costs, due to undetectable faults or fanlty detection, when weighed against the
cost of providing quality documentation, make a strong case for developing optimum documentation and
a methodology (coupled with a set of guidelines) for designing such documentation. This study develops
such a methodology, based on the application of human factors knowledge to the amalysis of aircraft
inspection tasks, and demonstrates iis use in two practical applications. The methodology developed, being
highly generic, can also be extended for design of information for portable computer-based workcards,
as well as hypermedia-based documentation for inspection and maintenance tasks. The project was
performed in close cooperation with a parmer airline to ensore thai the results addressed airline concerns.

7.1 A TAXONOMY OF ISSUES IN DOCUMENTATION DESIGN

A taxonomy for design of usable documentation was developed using the inspection task aralysis data
from Phase 1 of this program (Shepherd, et al., 1991) and the literature on the human factors of
information presentation. This taxonomy has four basic categories of design issucs:

Information Readability

Information Content

Information Organization

4. Physical Handling and Envirommental Factors

W

7.2 INFORMATION READABILITY

Information readability is the crux of any visualiy displayed material. All other issves become meaningiul
only after this primary issue has been addressed. Design issnes affecting information readability are the
typographic 1zyout of the information and the language structure, namely, sentences, words and letters.

7.2.1 Typographic Layout

Typographic layout involves the use of vertical spacing, lateral positioning, paragraphing and heading
positioning, etc. All the principles of typography cannot be satisfied when the space available is limited.
In such cases, the use of secondary typographic and spatial cues becomes essential. Typographic cueing
refers 10 use of variations in the appearance of the text in order to provide a visual distinction, e.g.,
boldfacing, italics, underlining, color coding, capital cueing, etc. Spatial cueing refers to the spatial Iayout
of the typographic material, e.g., justification of margins, line spacing, etc. Advances iIn computer
technology and word processinig provide us with new tools such as full justification of fypographic
material, which improves reading speed considcrably as compared (0 an irregular margin (Campbell,
Marchetti and Mewhort, 1981).
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7.22 The Senfence, the Word and the Letter

The arrangement of print o2 paper supplies information about sentence, word and paragraph boundaries.
Every printed language has conventions familiar to readers, and disruption of reading results when these
conventions are violated (Haber and Haber, 1981). This finding suggests that readers routinely use print
arrangement as a source of visual information. In addition to the context, the shape alone of the word itself
may prove to be useful in word recognition/ identification. Carroll, Davies and Richman (1971)
demonstrated this using very high frequency words from text (e.g., "the,” "and,” "it"). However, when
the text is presented in all capitals, little or no word shape information is present, indicating 2 waste of
an information resource. Since words are basically composed of leiters, each of which has a distirct
identity and name, a part of the visual information in reading must include the visual features of the
individual letiers of the alphabet. Based on the feature description models, the eatire English alphabet can
be described by a total of eight feature descriptions (Haber and Haber, 1981). Type faces like Helvetica
have no irrelevant features for visual processing where 2s type faces like Times have redundant features
like szrifs which need additional processing.

7.3 INFORMATION CONTENT

Information content refers to issues iike origin, appropriateness, accuracy, completeness and
comprehension of both textual as well as graphical information. The workcard designer has to understand
the way in which information on the workcard is going o be used and the influence it will have on user
strategies. Two of the more important issues in this area concern the appropriate information content and
the presentation of graphic information.

7.3.1 Appropriate information Content

To reduce and eliminate user strategy biases and consequently improve the usability, the information
should incorporate the following qualities (Swander and Vail, 1991):

. It should be accurate.

. 1t should be complete, including information regarding: What is to be done, where, how,
in what sequence, which specific iiems 10 pay aftention to.

It should be up 1o date with revisions and updates.

It should be easy to use and compsehend.

It should be written in a consistent and standardized style and syntax.

It shouid be clear and unambiguous.

It should be specific and contextusl, e.g.. pertaining to the particular aircraft being

. ® 8 0

»

inspected.

It should be fiexible, i.e., to support both the expert as well as the novice user.
. It should use only approved and proper acronyms.

. It should have logiczal and uncontradictory statements.
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732 Graphic Information

Plain text can be uninviting to read and can, at other times, involve high cognitive costs of interpretation.
The same objective can be achieved at lower coggitive costs by use of grarhic information provided that
the graphic information is designed and presented in an appropriate mzarer. At times textual information
becomes difficult fo comprehend, especially when conveying spatial inforination. In such cases, Jrenhics
can present the information more clearty. However, high fidelity graphics can involve high cogritive cosis
of interpretation and may have negative effects due to clutter. Hence, items not relevant to the task shuuld
be eliminated to avoid cluiter.

74 INFORMATION ORGANIZATION

The primary rule of information organization is to classify irformation into relevant and clearly
distinguishable categories (Setton, 1991). Another important issue is the flexibility of information usage
so that information can be used by both the novice as well as the expert. This aspect of information usage
has led to the concept of information layering explained in the following sections.

7.41 C(lassification of Information

Information in any workcard can be cleasly classified as; directive information (procegures and methods
for achieving certain goals), references to additional information, warnings, cautions aid notes. These
classes of information should follow a standard prioritized order within the document itself, e.g., warning
should precede cautions and notes. Since directive information forms the major portica of workcard
information, it is explained below in more detail.

Inaba (1991) suggests that directive information should rot include more than two or three related actions
per step, keeping in mind the limitations of the human short term memory. All directive information can
be broken into three logical parts: the command verb, the objects, and the action qualifier. The command
verbs used should have no synonyms, to reduce the level of ambiguity. The objects need to be broken
down into further subgroups 1o prevent action slips. The action qualifier should be distinct from the other
two. and may begin with a standard article Tike "for.” Given below is the generic format plus a specific
example of the three sub-groups differentiated by typeface:

Generic Form Example
Command Verb: - Object 1 Check: - all hydranlic lines
- Object 2 - control cables
- Object 3 - pulleys
for_action ifier 1 for wear, fraving, damage and
action iffer 2 corrosion
and action ifier 3
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742 Information Layering

A novice inspector may require elaborate information at every stage of inspection for an action qualifier;
an expert, on the other hand, might require brief information. The information organization should be such
that it caters to the needs of hoth. The prime goal is to make the information more flexible and more
context sensitive (Jewette, 1981).

Muiltiple levels can be buiit info the information organization, for example, having the main ideas at the
first level, followed by elaboration of each of the main ideas at the second level, and finally detailed
descriptions at the lowest level. A number of methods can be adopted for presenting multi-layered
information in hard copy format: use of distinctly separate layers (e.£., a checklist followed by a detailed
information sheet); indented paragraphing (Jeweite, 1981); use of color, graphical anchiors or boxes; use
of different print sizes and styles; use of symbolic nomenclatuzes, e.g., "A," "B," "1.1," etc. Also, at the
lowest level, other tools such as italics, boldface, underlining, brackeis, footnotes, appendices, etc., can
be used.

In addition to the obvious advantages to the user in terms of flexibility of usage, multi-level writing has
some distinct advantages to the writer. it is easy to wriie, as it has a preset framework within which to
write. It is less dependent on fancy phraseology. Sequencing and rearranging of information becomes an
easier task, with less planning requirements. The amount of redundancy in the information too is
considerably lower. Finally, multi-level writing involves the use of explicit statements of intention in a
format dictated by the framework and is hence less error prone,

7.43 Other Organizational Issues

Ideally speaking, both text and graphics should be presented on the same page or facing pages, but for
reasons of cost effectiveness and system limitations this may not be feasible at all times. The page size
should be treated as a naturally occurring module within a documeant, in the physical sense, i.e., care
should be taken to see that each page starts with a new task and that tasks do not carry forward across
multiple pages). Each module has all the information necessary toc achieve a goal (i.c., completing a task
or subtask). Thus, the inspector does not have to read across multiple pages o assimilate the information
needed to complete the subtask. The information sheuld be organized actording to a rational task order,
which may either be the most raiional way of doing that task or may be the order followed by most
inspectors, due to practical reascns discovered during workcard usage.

75 PHYSICAL HANDLING/ENVIRONMENTAL FACTORS

A workcard which satisfies all of the above principles of information design but s not physically
compatible with the task at hand will be of littie use as people will be reluctant to use it. dandling and
usage is a critical factor and will remain so even with automated job-cards using pen-based or laptop
computers. Providing a simple workcard holder can at times solve this problem. Depending on the task,
however, a specialized design of a workcard holder may be essential to improve the usability of the
documentation.
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Non-compatibility with the working environment can encompass a number of factors:

physical handling difficulty Jue to unwieldy size

excessively heavy, cannot be held continuously

environmental degradation due to wind, rain and snow

incompatible with the other tools used in the workplace, e.g., lighting equipment, hand
tools, etc.

. improper lighting conditions, need for a localized reading Light

7.6 SUMMARY AND GUIDELINES

This taxonomy which is comprised of four basic issues that address the human factors concerns of
information presentation (Sections 7.2 to 7.5) provides us with a framework for design of usable
documentation. This framework is generic and can be extended to a set of guidelines for design of paper-
based documentation for aircraft inspection tasks as discussed below. The guidelines in Table 7.1 attempt
to summarize the issues brought out in the previous sections in the form of assertive and usable
statements.

Fable 7.1 Guidelines for Design of Paper-based Documentation for Aircraft Inspection
INFORMATION READABILITY
Typographic Layout
Resort to use of primary typographic spatial cues Fke vertical spacing, lataral positioning, paragraphing and
heading positioning as much &s possible.
if spacs usage is premium, then resort to use of secondary cusings; a.g., boldfacing, italics, underining, color
coding &nd capital cusing in a decreasing order of prefarance.

Use full justification of the textual material.
Use a consistant typographic layout throughout the document.

Sentance, Wond and Leiter

Use of sentence conwventions:

» final punctuation raarks

= gxtra space

+ guaston mark at end of quaestion
= axclamation mark

+ Do not use all capitals format, use both upper and lower case,
+ Hyphen indicatas word division at end of line.
* Space before and alter word,
« Initial capitaiization for proper nouns.

Use of lettar conventions:
* Use & typefacs e Helvetica that has no redundant featuras.
= Avoid using a genstic dot-matrix typeface.
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Table 7.1 Guidelines for Design of Paper-based Documentation for Aircraft Inspection cont.

“ c. Printing Quality Standards

8. Davelop and implament standards for changing printer tibbons, toner boxes, eic., to ensurae a consistent print
| quality at all §mas.
2 INFORMATION CONTENT

Appropriate Content k
information provided should be supporiive of the inspector's personal goal to “read quickdy and aiso understand the
information®, to ensune its usage and aliminate perscnal biases.
i 10. It should have cartain consistent and commeon elements to foster generzlizations across contexts.

q 1. it should be accurate.
i 12, it should be complats, i.e., it showid include information regerding what is to be done? Whers? How? In whet
t order/sequance? Which spacific tavms to pay attention to? Refensnces b additional sources of information?
il 13. it should be up-to-date with revisions and updates.
| 14, it should be sasy to use and comprahend and hence should be clear and unambiguous,
I 15. 1t should be specific and contextual, i.e., periaining to the particular aircraft being inspected.
| 16 It should Be written in a consistent and standardized syntax.
i 17, It should bg flexible for both axpernt as well 23 novics inspectors.
18. Eliminate use of all illogical and self contradictory statements.
19, Use only certain approved ecronyms and propar nouns and provide a glossaty if called for.

Try to achiave a balance betwesn brevily, elaboration and redundancy of information.

Graphic Information

All spatial information is to be presanted in graphical formal  Avoid use of textual format for presenting spatial
i information.
i 22, The text should assist the graphics and not vice versa,

23. Avoid use of high fidality graphics to eliminats clutier. Simpla line drawings are supatior in most casss,
24, Use a consistont format for figurs layout and numbesring.
il 25. Use ordinary numbers, e.g., fine 1, 2, 3, elc., when rafering to figures and avoid usa of complicated reference
1 numbers, e.g., TO7-4032-001.
286. Use consistent view-diraction informaiion, i.e., use sither the UP-AFT icon or the UP-FWD icon, not anything else.
| E7. Tha figure views should be as the inspactor sees i, from a fixed distance/scale, 6.g., 5 feet viewing distance.
| Avoid usa of parspactive part drawings as figures.
| 28. All figures and attachments shoukl have back-references io the woriwani page/task which originally reforred to the
figurs,
I} 29, Use standard and corect technical drawing teminology, e.g., avold use of tarms "saction® and *view”
intarchangeably.

| 30. Use typographic differentiation batween figure tiles, part names, crack iocafions, notas, efc. This differentiation

; should highiight the imporiance that one needs o give 1o each of thess, e.g., figure number, crack location, notes,
| part names, etc., in decreasing ordor of importance calls for bokiface cueing for figure numbers.

il 31, Use standard drawing lzycut conventions, e.g., focation of sactional views with refersnce to main views.

'; 22 Provide different graphics for spagially minmor imaged tasks, to reduce the cognitive costs of image inversion, e.g.,
avmdusaofsalnagtapmcsiorhomleﬂandng\twmgmspacmnmslts.

1 anfetenhate closo-up views fmm distant vuows by g\ung appmpnaﬂs scalmg mfmmaﬂon
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Table 7.1 Guidelines for Design of Paper-based Documentation for Aircraft Inspection cont.

INFORMATION ORGANIZATION

Classification of Information j

34, Distinguish between directive information, reference information, wamings, cautions, notes, procedures and
i mathcds.
{ 3s. There shouki be a code for identifying the importance of a particular category of information over othars, e.g.,
wamings, cautions, nolas, procedures, mathods, directive information, references in dacreasing order of
importance,

3s. Directive information should be broken into the command verd {e.g., check), the objects (e.g., valves, hydra£c
inas) and the action qualifiars (e.g., for wear, frays).

37. Each chunk of directive informasion should not includa more than two or three related actions per step to slimingte

| action slips (0.9., "remove 10 bolts, mmove cover® is acceptabls but *chack breke vaives, brakes, tiras and cables”
| is not accaptable as one chunk and calls for furthor break down).

i 38, Thare should be a clsar differentietion botwoen genersl and apecific dirctive information for tasks, 9.g., general

l tasks usually cal for a leas detailed inspection over a farge but less critical area,

l b. information Layering

39. Provide multiple ievels of information to cater to the needs of both expert as well as novice inspeciors, providing
moie alaborate information for novicas and mora concise informaton for axperts performing the sama task.

40. Develop a standard framework for distinguishing between and writing multiple layerad information. Such a

i framework should eliminate dependency on fancy phraseclogy for communication and provide a structurm to wiite  §

into. i
| i
| <. Other Organizational Issues !

41, The task information should be ordered/sequencad in the natural order in which the tasks would ba carriad out by
mast inspectors, 6.g., according to the spatial location of the tasks as intemal tasks and extemal tasks.

42. The page should act as a naturally occuning information module, i.9., it should contain a fixed number of tasks 1
and avoid carryover of tasks across pages, Each task that begins on a page should preferably end on that page J
tco. |

3, PHYSICAL HANDLING AND ENVIRONMENTAL FACTORS l

43. The size of the workcard pages should be handy, e.g., avoid using lasge technical drawings. 1

44, The entire workcard should not be excessively haavy. It should be such that it can be held continuously for an [
extended period by an average inspector. . 1

45, if the use demands exposure © envircnmentai agents like wind, rain, snow of aven harsh and oily floor conditions,
adaequate precautions should be taken to avoid excessive degradation. b

46. It should be compatibla with the other tools that an inspector uses in the workplace, e.g9., hand tools, beroscope, .
lighting equipment, etc. :

47, Provide a localized reading light in poor lighting conditions. |

48, Provide a spacialized workeard hokier 2o enable wiring in most positions. |

49, Provide standard writing tools (pens, pancils, efc.) that enable writing in all positions, even against vertical ;

‘ surfaces. i
7.7 CASE STUDIES IN WORKCARD DESIGN

Aircraft inspection checks are scheduled at periodic intervals, ranging from routine flight line checks and
overnight checks, through A-, B- and C-checks, to the heaviest, the D-check. Among these, two extreme
representative conditions were considered as demonstration case studies. The A-check is a more frequent
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but less cetailed inspection, while the C-check is a less frequent but more detailed inspection. The
taxonomy for document design was used to develop workcards for both these inspection tasks.

78. A-CHECK CASE STULY
78.1 Task Description

The maintenance supervisor assigns the A-check workcard to the technician, Normally two technicians
are assigned io an aircraft, and inspection is carried out in the open, often under poor and varying
environmental conditions. Nosmaily, the maintenance technician completes a number of the inspection
and testing tasks before beginning work con reported discrepancies. The technician has to perform and sign
off each of the 201 iterns mentioned in the workcard, in the scheduled time. A sample page from the
cumrent workcard is shown in Figure 7.1.

| 03FEBg2 07,51 WORK CONTROL CARD
REV DATE: 09-04-50 MFG PMN: JO7-3200-21-02-001 MEE PN: 07-521-1-0017
PROC, AC, 3200, B727, ATA32, LANDNG GEAR  J}

i =

| - POS* JOB DESCRIPTION * MECH" * NSP #

-

i * 01" TITLE: LANDING GEAR

-

ATTACHMENTS : T07-3240-1-0001, T07-32-1-0005

d * 1. CHECK SYSTEMS CONDITION
| A. LANDING GEAR AND WHEEL WELLS

(1) CHECK FOR GENERAL CONDITION, DAMAGE AND
EVIDENCE OF FLUID LEAKS

I} ¥

{2) CHECK FOR BROKEN ALDEL CLAMPS ON HYDRAULIC LINES iN THE WHEEL WELLS AND ON

THE LANDING GEAR ASSEMBLIES AND CHECK FOR CHAFING HYGRAULIC

LINES,

NOTE : DISCREPANCIES IN THE ABOVE ITEM SHOULD BE CORRECTED PRIOR TO DISPATCH
OF THE AIRCRAFT.

(3) CHECK BRAKE DEBCOST VALVES, BRAKES AND THRES FOR SEING WITHIN LIMITS.
NCTE : SEE ATTAGHMENT FOR PEX EFFECTED ACFT DEBDOST WALVE THECK.

o e ¥ et - — et et

Figure 7.1 Sample Page from ‘Current Workcard

The maintenance technicians who perforim the A-checks range in age from 23 to 55 years, with experience
on A-checks varying between 1 year to 25 years. All 201 signoffs within the A-check can be classified
into 18 subtasks, which fall into two general categories of tasks: "inspection tasks" and "testing tasks.”
The inspection iasks are those of visual inspection, to ascertain conformance to predetermined standards.
Testing, on the other hand, involves determination of the proper functioning. Both inspection aid testing
can be further classified into "internal” 2ad “external” tasks, depending on whether the task is to be
performed on the interior or exterior of the zircraft.
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7.82 Methods

Field visits were conducted at various A-check inspection sites. These visits included direct observations
of the task, observational interviews, and personal interviewing of inspectors (inexperienced as well as
experienced), technicians, and supervisors. Inspector perception regarding workcard usability was obtained
from various A-check inspection sites within the airline,

7.83 Results

The taxonomy for documentation design was used to identify the issues relating to the current workcard
design for the A-check as presented in Table 7.2. This case study demonstrates how such a taxonomy can
be used to analyze existing documentation and points out the key issues that need improvement. What
emerges from the inspector responses about workcard usage is a moderate level of satisfaction with the
cumrent workcard, but a number of users who need different information. There was a substantial
agreement that the current ordering of information was incorrect and that the sign-off procedure was not
performed afier every step. Table 7.3 summarizes the conclusions from inspector responses.

This study indicated that the technicians had strong views and were willing to report them when given a
formal opportunity. An analysis of the task sequence preferences obtained from the inspector responses
was undertaken. Based on these responses, an optimal task sequence was developed, which again is in
agreement with the four basic task divisions of the A-check (inspection/test, internal/external).

7.8.4 Workcard for A-Check: Proposed Design

Based on the issues identified in Table 7.2 and the taxonomy, a design for the workcard for A-checks has
been proposed. This design comprises two parts: the design of the information/ paperwork, and the
design of a workcard holder. The proposed workcard for the A-check has a two ievel hierarchical layering
of information, as discussed. The top level is in the form of a checklist (Figure 7.2a), with brief task
descriptions for each of the 201 signoffs, a place for the signoff itself and comments. This is the part that
forms the work completion document. At the lower level is the detailed information in the form of a
bound copy (Figure 7.2b), which remains the same until a new revision or update comes up. The directive
information is broken into the command verb, tire objects, and the action qualifier as illustrated. Note that
identification information, rarely used by the inspector, is located on the far right.

A design was proposed for the workcard holder using the issues of Table 7.2 under the heading of
"Physical Handling/Environmental Factors.” The top layer holds the checklist portion (19 pages) which
can be clipped on every time before going out for an inspection, and the itner compartment holds the
detailed irformation sheets, which remain in there until revised. The top layer opens on 2 hinge which
houses 2 smail reading light to allow reading in poor lighting conditions. The holder also has paper
retainer clips which aid usage in windy conditions. The prototype is shown in Figure 7.3.
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e
1. INFORMATION READABIUTY

Table 7.2 A-Check Workcard: Issues Identified Within the Taxonomy

i i i i s p——————

A. Typographic Layout

* no consistent typographic layout

= layout discontinuous, breaks within pages

= no usage of secondary typographic cueing, e.g., boldfaca, eftc.
« no use of iull jusification of typographic material

B. Sentsnca, word, and letter

» non-conformability with printing conventions
+ use of all capitals format, resuling in a low reading speed
+ use of a 5x7 dot matrix typeface, hence no choice of any standard typeface

i 2. InTORMATION CONTENT

A. Apprcpriats contant

+ 30/ iNRCCuracy in the information

= incomplets informalion for cectain tasks

= language difficult 1o use and comprehend

* syntax not standardized

» directive information ambiguous

+ generalization across aircraft types is & cause of confusion

« not flexible for use by both novice and axpert inspeciors

= use of difficult acronyms

+ logical emors and contradictory statements

» redundancy and repetition

« not consistant with user training

+ does not fosier genemlizations across tasks, as evaty task is
described differently

B. Graphic Information

* gystam unsupportive of graphics
« spatiat information conveyad through &xt, results in e use of
compiex and lengthy saniences which are difficult to comprehend

| 3. INFORMATION CRGANIZATION

A, Information Classification

« no categorization or classification of tasks

* notes, cautions, mathods, directions, efc. not in any prioritized order

* no demarcalion botvween dirsciive information, references, notes,
mathods, alc.

+ directive information is not broken up into command verb, cbjects, and
action qualifiers

» directive information inciudaes more than two or three rolated actions
per step

» ganoral as wall as specific information chunkad together

+ gxiamal as well as intemal tasks not property demarcatad, mixed

B. Information Layering

* no layering of irformation
+ not conducive to expert as well as novice usage
« difficulty in wriing such unstuctured information

C. Other organizational issues

= no use of naturally occurring pege modules for fitting in information
» improper sequancing of tasks

4. PHYSICAL HANDLING & ENVIR.

« physical handling difficult dug o unwieldy size

» gxcessively heavy, cannot be held continuously

+ usage in extreme environments difficult

» not compatible with the other tools used along with, during the task
» inadequate lighting cenditions

* na holdar or place for holding the workcard whils usage

= all these factors forze them o cany out the extema! inspaction

without the workcard, relying only o mamory
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Table 7.3 A-check Workcard Usage: Interpretations of Inspector Responses

Interpretation
- 66% of the inspectors find the present workcard a useful source of information,
- 80% of the inspactors mifar ic the workcard whila doing the A-chack, either usually or always.
- Most people feei that the readability of the curmant workcard is either fair or good.

~ Thete is no unanimous opinion amengst the inspectors, as to whether they prefer a concise
or delailed workcard,

- Almoest half the inspectors prefer a smaller size workcard, while the cther half feel that the
current size is about right.

- Most inspectors feel that the information provided on the workcard is only somatmes
sufficient to cany cut the A-chack task.

- Almost 50% of the inspactors feel that the cument workeard is medemately sasy fo
understand.

- Most inspectors face problams either sometimes or always in physically using the worward
while working.

- 65% of the inspectors do not cany out the A-check activitias in the same way as ksted outin
the workcard,

- 80% of the inspectors say that they have felt the need for more infermation that was not
provided on the workeard, either sometimes or always.

- There is no unanimous opinion amongst the inspectors, as to whether they use the A-check
accountability list provided at the beginning of the curent workcard.

- 50% of the inspectors sign off the completed tasks on the workcard at the end of the enin
inspection.

Description Signoff
Landing gear and wheel wells

General condition, damage, fiuid leaks

Whaet wells, landing gear assemblies, hydraufic lines

Brake deboost valve limits

Brake limits

Tires, for wear, damage, fluid leaks

Nose wheol cap atiached bolts

Nuts for bottoming of fast tread

Shock struts for, nomal extension, general condition, leaics

Tire prassurs check

Tire prassure
Main gear doors

Doors, opemting cabie, cranks & ams, general condition
i} Main gsar whes! well down lock viewing windows

!l 1. Indicator stripes for clarity and legibifity
}

gure 7.2a Proposed Design for A-Check Workcard: CheckEst
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2A2B LANDING GEAR {(Nose & Main)

Check systams condition

A, Landing gear and whes! wells
SCICIAAC
{1} Check: genaral condition dameage and avidence of fluid leaks
{2) Check: - wheel wellz O3Feboz 07:51
- landing gear assamblies Rev date 050490
- chafing of hydraulic fines
for broken akisl clamps on hydraulic lines on the No. 02189 MFG PN:JO7
Note : Discrepancies on the shove item must be 3200-21-020-001
corractad prior to the dispaich of the aircraft. Proc, A/C 2200, B727, ATA22,
M&E PN :
(3) Check : - Braks deboosi valves 070521~
for being within kmits 1-0017
Hote : See attachment for PEX effeciad ACFT debooat

Page 5

Figure 7.2b Proposed Design for A-Check Workcard: Detailed Information

cea
©

EEE T

Holder

Figure 7.3 Prototype

of Workcard
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7.9 C-CHECK CASE STUDY
79.1 Task Description

A typical C-check workcard consists of seven item groups. Mosi items refer to atiachments whick must
be procured prior to inspection, these being figures to be referred to during the tasks. Unlike the A-check
which is performed by just one maintenance techrician (overnight), the C-check is a task which extends
across shifts, involving a number of inspectors, working simultaneocusly on various tasks. The C-check is
usually carried out in a hangar, unlike the A-check: the task lighting does, however, vary depending on
the task. The time scale is typically not as short as that involved in an A-check.

The inspectors performing C-checks range in the age betwaen 25 to 60 years, with a 1 to 35 years of
experience on C-checks. Also, since only a portion of the C-check task is given to an inspector at a time,
inspectors are expected to perform different portions of the C-check at various times depending on what
has been scheduled for them. This demands a total expertise on all tasks, but with some time eiapsing
between repetitions of a specific task. Considering the number of tasks involved in a typical C-check, it
was decided to analyze and demonstrate particular portions representative of most inspection tasks. After
discussions with imspectors and supervisors, two tasks were selected for this case study: Left Wing
Inspection and the Right Wing Inspection. The current C-check workcard is very similar in Iayout to the
A-check workcard shown in Figure 7.1

792 Methods Used for the Study

A field visit was conducted at a C-check inspection site. Visits included direct observations of the left
and right wing inspection task, observational interviews, and personal interviewing of both experienced
as well as inexperienced inspectors, technicians, and supecvisors. Inspector perception about the current
C-check workcard was obtaineg from all C-check inspection sites within the airline.

793 Results

The taxonomy for documentation design was used to identify some of the issues relaiing {0 the current
C-check workcard as presented in Table 7.4. The information readability and organization issues are very
similar to those for the A-check. The information content issue, however, is different as far as the
requiremnents of graphic information are concemmed. Table 7.5 summarizes the conclusions. As with the
A-check, most C-check inspectors seem to be troubled with the issue of information content, pointing at
a scarcity in the information and need for more and beiter quality graphic information. As far as the issue
of information organization was concerned, most users felt that there was ne ciear differentistion between
general and specific information,
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Table 7.4 C-Check Workcard: Issues Identified within the Taxonomy

H 1. INFORMATION READABILITY

A. Typographic Layout

* no consistont typographic layout

« layout disconfinuous, breaks within pages

s no usage of secondary typographic cueing, e.g. boidfacs, ete. in both text and graphics
« no use of full justification of typographic material

B. Sentence, Word, and Letter

+ non-confoymabiity with some of the printing conventions.
» use of all capitals format, resulting in & low reading spued
* no room for selecting an appropriate typeface

= 1se of a Sx7 dot mstrix typsface

| 2. INFORMATION CONTENT

A. Appropriate content

« some laval of inaccuracy in the information

» incompieta information for certain tasks and lack of information on spafial focation
« language difficult o use and comprehend

* syntax not standardized

= directive information ambiguous

» ganeralization across aircraft types is a cause of confusion

» use of difficult acronyms

= logical efrors and contradiciory stafemnents

+ fadundancy and repetition

« doos not fosier genemlizations across tasks, as every task is desctibed differently

8. Graphic information

« no figure numbering, even though the workeard refers to specific figure numbers,

« fosters guassing and spaculation for interpretation

» no consistent layout of igures, use of a mixad layout and no demarcation

» no consistency in view dirccional information (2.g., use of both UP-AFT & UP-FWD)
» non-contaxtual figure views, or viaws as the inspactor sees &, just perspective part

drawings
» no information Yo aid spatia location of patts
+ no baclk referoncas Lo the workcard pageftask which refers to the figurs
« improper usage of lachnical drawing torms (e.g., "section” and “view" used inter-

changeably) ) .

« no {ypographic differentiatior. beiween: figure tiles, part names, crack Jocations,
neles, ofc.

* no use of standard drawing conventions {e.g., location of sectional views)

« same graphics for both loft and fight wing tasks, mentally inverting the figures
causes high cognitive workload

« some figuras usa high fidefity graphics, causes confusion and cluiter ¥

+ no consistency of scaling in graphics, close up views not difforantiated from distant views |}

3. INFORMATION
it ORGANIZATION

A. Information Classification

< no categorization or classification of tasks

» notes, cautions, methods, diractions, atc. not in any priorilized order

+ po demarcation betwean directva information, references, notes, metheds, otc.

+ directive information is not broken up into command verb, objects, and action qualifiers
s ditactive information includes more than two or three relatad aclions per siap

e both general as well as specific information chunked togsthor

= genoral and specific tasks not properdy demarcatad

B. Information Layering

» na layering of information = not conduciva to sxpert as well as novics usage
«» difficulty in writing such unstructured information

C. Other organizational issues

* nc use of naturally occufring page modules for fitting in information
« improper sequencing of tasks » no consistency in the number of signoffs across the task

4. PHYSICAL HANDLING &
ENVIR

= size of the altachments differant from the workeand size, causes inconvenience in usage
+ inadequats lighting conditions in certain work areas

« no hokder or place for hoiding the workcard while usage
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Table 7.5 C-Check Workcard: Interpretations of Inspector Responses

interpreiation
- 48% of the inspectors find the present workeard a useful sourcs of information.

- 93% of the inspeciors refor to the workcard while doing the C-check, either usually or always.
~ 42% of the peopls fes! that the readabifity of the cument workcard is eithar fair or good.

- Thare is no unanimous opinion amongst the inspeciors, as to whothoer they prefor a concise or
detailed woricard, 55% of the people prefer more detalled information.

- 75% of the inspac’ors fesl that the physical size of the curment workeard is sbout right.

- 42% inspactors jeel that the information provided on the workcerd is never sufficient % cany out
the C-check task.

- 40% of tha inspeciors feel that the cument workcard is moderately sagy o understand.

- 60% inspectors (aced probloms sometimes in physically using the workcard while the rarnaining
weare equally divided in their views.

- 33% of the inspectors do aot cany out the C-check activitias in the same way 23 ksiad out in the
workeard.

- 98% of the inspaciors say that thoy have felt the need for more information that was not provided
on the workcard, either sometimes or always.

- Them is no unanirnous opinion amongst the inspeciors, as to whether they use the C-check
accountability list providad at the beginning of the cument workeard.

- 42% of the inspectors falt that thare wers too many signofls on the curmment workcard, but 30% feit
that there were too few.

- 88% of the inspeciors had missed nolicing workcard revisions sither somebimes or ¢% lsast on
SOmM@ (are occasions.

- Only 329% of the inspectlors sionoff sach completed task individually after it is done.

T —

7.9.4 Workcard fer C-check: Proposed Design

The issues highlighted by the inspector responses and those identified in Table 7.4 were used to produce
with a demonstration design for the left and right wing inspection tasks of the C-check. Unlike that of
the A-checks, the workcard for the C-check calls for a singie layered design with an additicnal set of
figures and graphics in the form of attachments. Figures ~.4a and 7.4b show the proposed design for the
left wing inspection task. Within the main workcard itself (Figure 7.42), information is organized in a
format encompassing three tasks per page, each task description consisting of two parts, graphic and text.
The graphic is an iconic representation of the wing with the location of the body stations at which the task
is to be carried out. The text part is the directive information, broken up into the command verb, the
objects and the action cualifier.

Figure 7.4b illusirates the basic layout for redesign of the graphics attachments. It consists of an iconic
representation of the wing in the fop right corner with the lecation of the task 10 be carried out. Also
shown are the body stations and a footnote containing the directive information from the workcard. The
directive information refers to that particular figure and the page number on which it appears. Even
though there is an attachment munber, each figure has a single digit figure anmber for ease of referencing.
The actual figure is a low complexity graphic representation of the portion being inspected in a view as
the inspector would see it, rather than the isometric part views as presented in the existing attachments.
Use of typographic differentiation between figure titles, part names, crack locations, notes, etc,, is also
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included. A consistent scaie has been
used for all primary graphics, vsing a
viewing distance of around 4 to 5 feet
from the inspector. Also, different
figures are provided for both the left
and the right wing inspection tasks,
unlike the present aftachments which
use the same figures for both. This
allows proper body station numbering
on the figure and also helps in
reducing the cognitive workioad of
having to mentally invert the figures
before interpreting them.

7.1¢ FIELD EVALUATION OF
PROPOSED DESIGNS
FOR C-CHECK
WORKCARD

To test the validity of the issues
identified and the proposed taxonomy,
an empirical evaluation was carried
out with the airline pariner to
evaluate the proposed design of the
C-check workcard in relation to the
current computer-generated C-check
workcard.

7.10.1 Experimentsal Design

The eight inspectors used for this
experiment were asked to perform
two tasks from the wing inspection
poriion of the C-check. One of the
tasks involved using the cwment
computer-generated workcards and
. the other involved using the proposed
design of the C-check workcard. In
all, four combinations of the
workcard were used, one combination
for the left and the other for the right
wing inspection. Table 7.6 lists the
order in which the experiment was
camied out. After each task the

LEFT WINGC INSFECTION
2 Chaclc - WPz cop vastical leg
«viaible portion of the Iower sper cap vertial
g below the boltom edge of the reer gper
web.
for evideace of et
Bater: Figuns 4 & 35 S known bocatioss of poosls
coache ( TOX5710-1-0001)

3, Chack: - lowwroap AFT hosizoxiel leg

for evidence of cociut
By - Figen 6. for lnown locetices o possile
encke {TOS.5710-1.600t)
Madhod: wee vistal ails - bawscops
- HZIION MEEVCE

C 2. - the visble poction of the lower
spar cop verkical leg below the bolton. §
sdge of the rear sper web, for cracks st

Figure 7.4b

C-Check Workcard: Proposed Design
Graphics Attachments

inspecior was asked to rate the workcard used for that task on 14 issues, each relating to those brought
out in the taxonomy. The same set of issues was used for both the tasks.
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Task 2

Current W/C - Left Wing Proposed W/C - Right Wing
I2 Current W/C - Left Wing Proposed W/C - Right Wing
13 Current W/C - Right Wing roposed W/C - Leflt Wing
14 Current W/C - Right Wing Proposed W/C - Left Wing
I5 3 Proposed W/C - Right Wing Current W/C - Left Wing
16 Proposed W/C - Right Wing Current W/C - Left Wing
7 Proposed W/C - Left Wing Current W/C - Right Wing
18 Proposed W/C - Left Wing Current W/C - Right Wing

7.10.2 Results

The inspector responses to the rating task were analyzed using Wilcoxon Matched-Pairs Signed-Ranks Test
for two Related-Small Samples, since each subject acted as his/her own control. Table 7.7 summarizes
the results along with the average rated scores for the current and the proposed wor® cards. The results
point in favor of the preposed desige on each of the 14 poinis. One of the issues addressed the more
general matter of whether separate attachments for the left and the right wing inspection tasks would be
useful. Most inspectors thought that such a format would be extremely useful,

7.11  RECOMMENDATIONS AND CONCLUSIONS

Both the A-check and the C-check case studies showed that substantial redesign of the existing workcards
is required. This is true whether they are to be replaced by new hard-copy workcards, or by a portable
computer system. The taxonomy of documentation design presented here provides the framework required
for investigating documentation in field conditions, using direct observation and user feedback in a
structured manuer 10 develop improved designs. The results of the in-field empirical evaluation of the
proposed C-check workcards proves the validity of the methodology as well as the proposed taxonomiy.
At present, sample workcards are being prepared for other tasks by the airline partner (o ensure that the
bepefits are applied as widely as possible.
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Training for Visual Inspection of Aircraft Structures

Chapter Eight
Training for Visual Inspection of Aircraft Structures

3.0 INTRODUCTION: THE STATE OF VISUAL INSPECTION TRAINING

Although much has been written about training for aircraft maintenance in the pasi several years (e.g.,
Shepherd and Parker, 1990), very little applies directly to the acquisition and enhancement of visual
inspection skills. Typically papers concern either the overall structure of training program (Skinner, 1990;
Desormiere, 1990) or the technology of training delivery systems (Payne, 1990; Kurland and Huggins,
1990; Goldsby, 1991; Rice, 1990). Visual inspection has skill, rule and knowledge-based components and,
as such, is less amenabie to rule-based diagnostic procedures. Such procedures have received widespread
study in avionics (Johnson, 1990; Johnson, et al., 1992) and nuclear power (Kello, 1950) and can represent
the technological leading-edge of training delivery. However, for visual inspection, visits by the State
University of New York (SUNY) team to many airlines have revealed a relatively uniform approach.
Training content is seen as either knowledge or skills, with knowledge imported in the classroom and
skiils through on-the-job training (OJT). Despite the overzall effectiveness of inspection, our site visits
have revealed a strong desire to find enhanced ways to implement visual inspection rafning.

Examples of high quality inspection training can be seen in many airlines, but in all there is the same
classroom/OJT split of delivery methods.

+ On-the-job training (OJT) is the preferred way of imparting training t0 new inspectors. Most of the
classroom training targets pre-flight checks, non-destructive test (NDT) or orientation. One airline
(Lutzinger, 1989) has such a program where 5% (approximately 15-17) of their inspectors are trained
daily. They also have a program called C-3 under which, when a supervisor discovers an aircraft
discrepancy missed during an earlier inspection, he codes this item C-3. These C-3 items are used 0 point
out to inspectors what kinds of discrepancies are being missed during aircraft checks.

+ An aircraft manufacturer has developed a "task analytic training system” model to address training needs
for NDT (Walter, 1990). However, elements of this model are generalizable to visuat inspection. This
method consists of performing a job task analysis to identify training needs and job instruction training
to impart knowledge. This methodology also emphasizes a team approach to developing the training
modules. A design team, an approval team, and a team facilitator comprise the personnel creating a
module. An iterative procedure involving the work force is utilized. An annual audit assesses the status
of each training module.

» Another airline combines orientation training with on-the-job training (OJT). There is a new inspector
orientation training called Q.C. transition orientation which lasts for 16 hours over two days. The
inspector is then put on a 40 hour OJT at the end of which he/she is Required Inspection Item (R.1L)
certified. The airline has instituted an inspection research request program. Under this, inspectors who
detect a problem with inspection procedures, workcards, documentation, etc. can submit a request to the
quality contro! analyst for a review. Inspectors also have available information on inspection alerts that
are generated by enginesring. When a new aircraft arrives, Q.C. denotes one of its foremen as a training
instructor. The training instructor visits the manufacturer end gets information to set up a training program
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for inspectors. Quality control then initiates training for the whole departmment to familiarize them with
the new aircraft,

There are, however, drawbacks to the classroom/OJT approach. ‘These have been identified by pioposers
of simulation as a delivery intervention (e.g., Johnson, 1990; Lesgold, 1990; Kello, 1990) who show that
classroom/OJT is not an optimum way to train.

Shepherd and Parker (1990) recognize both the content and the delivery system as crucial to training.
Coatent has been defined for maintenance in terms of knowledge, skills and abilities (KSA) since the
Allen report in 1972. Currently, the KSA's for maintenance are being redefined for Part 147 schools, but
again there is litile on visual inspection. A recent compilation of training research and practice (Pairick,
1992) can be used to define the cumrent status of training and the issues involved. These lead to
experimental evaluations of particular training interventions for visual inspection, which in turn provide
the basis for enhanced training programs.

8.1 CURRENT METHODS IN TRAINING: AN OVERVIEW OF RESEARCH

Training design deals with the issue of translating training content into a training program. Patrick (1992)
identifies training content, training methods and traines characteristics as the three main components of
a well-designed training program. With the adveni of computer-based training (CBT) and multi-media
approaches, we should add training delivery systems as another ~omponent.

8.2  TRAINING CONTENT

Training conient pertains to identifying the knowledge and skills needed to perform the set of tasks that
define a job. For example, Wirstaad (1988) identifies knowledge categories (e.g., l1ayout knowledge),
knowledge cbjects (documents, etc.) and depth of knowiledge 28 a way of identifying job training
requirements.

A systematic analysis of the task is necessary to identify the training ccntent. Patrick (1992) classifies
analysis techniques into (a) task-oriented analysis and (b) psycholegical techniques. Task-oriented
techniques use task-orienied data to derive the needs, objective and content of the traiming program.
Examples are Task Analytic Training (e.g., Waiter, 1990), hierarchical task analysis, HTA (Drury, et al.,
1990), critical incidents technique (Flanagan, 1954) and task inventory {2.g., USAF Task Taxocomy,
Christai, 1974). Psychological approaches typically use taxonomies that categorize aspects of the task in
terms of human motor/perceptual/cognitive processes. This can help the analyst understand the
psychological elements that need to be addressed (e.g., decision making skills, reasoning, etc.) by specific
training methods.

83 TRAINING METHODS
Training methods deal with technigues that can help transfer the training contents o the trainree in an

effective manner. Some of the common/popular methods (Patrick, 1992; Drury and Gramopachye, 1990)
are discussed below.
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8.3.1 Pre-Training

Pre-training provides the trainee with information concerning objectives and scope of the training program.
Pretests can be used to measure (a) level at which trainees are entering the training program, and (b)
cognitive or perceptual abilities that can be later used io gauge training performance/progress. Advanced
organizers or overviews, which are designed to provide the trainee with the basics needed to start the
training program, have been found o be useful. The elaboration theory of instruction (Reigeluth and
Stein, 1983) proposes that training should be imparted in a top-down manner where a general level is
taught first before proceeding to specifics. Overviews can fulfill this objective by giving the trainee an
introduction to the training program and facilitating assimilation of new training maierial.

8.3.2 Knowiedge of Results

Knowledge of the results is probably the most commcn and effective method of training. Drury and
Kleiner (1990) suggest that taining programs start with rapid, frequent feedback which is gradually
decreased until "working” level is attained. Additional feedback beyond the end of training will help to
keep the inspector calibrated (Drury and Gramopadhye, 1992). Gramopadhye (1992) classifies feedback
as performance and process feedback. Performance feedback for inspection typically consists of
information on search times, search errors and decision errors. Process feedback, on the other hand,
informs the trainee about the search process, i.e., areas not covered, inter-fixation distance, number of
fixations. Research {explained in the next sections) supports the beneficial effects of process feedback on
inspection performance. Ancther type of feedback called "cognitive feedback” has emerged from the arca
of social judgement theory. Cognitive feedback is the information to the trainee of some measure of the
output of his or her cognitive processes. It is suggested that cognitive feedback allows the trainee w0
perceive the error in their judgement as well as why the judgement was in error (Hammond and Summers,
1972; Doherty and Balzer, 1988).

$.3.3 Guidance or Feedforward

Guidance or feedforward provides the trainee with information prior to action, concerning how to carry
cut part or all of the task. For example, an experienced inspector can tell the novice how he looks for
evidences of corrosion in the cargo compartment. Guidance could be physical (for acquisition of motor
skills), demonstrations, verbal advice (e.g., prompting), and cueing (telling when and what signal occurs
in perceptual detection tasks). Feedforward can also be by informing the inspector what to expect in a
certain area that he is going to inspect next. Feedforward should provide the trainee with clear and
unambiguous information which can be translated into performance.

8.3.4 Pari-Task Training

Part-task training constitutes partitioning or simplifying the whole task into parts and then teaching these
parts to the trainee. Pan-task methods are classified vy the manner in which parts are practiced. Isolated
parts training consists of learning each part separziely for either a fixed number of trials or to some
criterion, and then doing the whole task together. Progressive part training teaches components of the job
to criterion, 2nd then successively larger sequerces of the components (Drury and Gramopadhye, 1990).
Repetitive part training involves practicing one part, then paris one and two, then parts one, two and three
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and so on (Patrick, 1992). In general, part task training has been found to be beneficial for complex tasks,

Drury (1990) reported good results in industrial inspection tasks when using progressive part training
metbods.

8.35 Whole-Task Training

Whole-task training involves the trainee on the task as a whole instead of breaking it inte parts. Naylor
and Briggs (1963) have postulated that for tasks of relatively high organization, as task complexity is
increased, whole-task training should become relatively more efficient than part-task training methods.
This is an intuitively appealing principle becanse as parts of the task become more interdependent the
trainee might have a harder time integrating performance on the whole task if trained on part task. Whole-
task training also becomes necessary when it is not possible w0 identify task parts having natural
segmentation with relation to the task as well as the skills needed from the trainee,

8.3.6 Adaptive Training

Adapiive training tries t0 accommodate the characteristics of the trainees. This method comes from a
recognition that individual differences exist in the skills, knowledge, abilities and aptitudes that trainees
possess. Bartram (1988) has reported a study involving operators at a post office, in which adaptive
training methods were used to train the operators to sort mail at an average time per item of 1.8 seconds
or less and error rate of less than 1%. Adaptive training involves measurement of the wrainee’s
performance and making changes in the program/method as a function of the trainee’s performance.

8.3.7 Active Training

When the trainee has to actively discover information or cues, and make a physical response, learning is
enhanced (Czaja and Drury, 1981). A good passive treining scheme, where the information: is merely
presented to the irainee, Is coften inferior to an equivalent active scheme, where a response is required at
cach step.

84 TRAINING DELIVERY SYSTEMS

Training can be delivered to the trainee through a variety of media. With the increasing use of compaters
and the advances in multi-media technologies, the choices in delivery systems are varied and the task of
selecting one is nou-trivial. We can classify training delivery systems under the following broad
categories.

3.41 On-the-Job Trzining (OGJT)
On-the-job training is a much maligned word in the area of training and much of the literature is full of
examples of its inadequacies. While this is true, there is 2 cass to be made for structared OJT

supplemented by adequate classroom instructions. This is especially true in cases where realistic
simulators cannot be deveioped or are too expensive.
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8.4.2 Traditional or Conventional Training

In this system we have the traditional method of instructors tutoring to trainees using slides, blackboard,
and paper and pencil methods. Further embellishments include using video and TV media azd even 3-D
projectioes (Rice, 1990) to explain instructions or provide concept training. Training aids can include
prototypes or models of objects used in the actual task. All the principles of training design can be used
to varied extent in this system. In a review of iraining systems in the U.S. military, Orlansky and String
(1979) found trainee achievement using conventional training and computer-based training about
equivalent, However, with the advent of better and more powerful computer systems with higher quality
graphics and computer-based training (CBT) methods that utfiize more training design principles, the
balance might be tilting in favor of CBT systems.

8.43 Computer-Based Training (CBT) Systems

Training systems of this type are also called computer-aided instruction systems (CAI). Patrick (1992)
identifies four main roles for computers in training: (a) provision of training, (b) development of training,
(c) management of training, and (d) research in training. CBT systems typically afe used to fulfill the first
and third roles, in which the computer is used to present training material to the student and schedule
him/her through various training exercises, record progress, administer ests and provide progress
summaries to the instructor. Boeing has produced a series of maintenance training CBT lessons on the
767 airplane (Lukins, 1990). They are also investigating the area of instructor-ied CBT used in a
classroom environment.

8.4.4 Intelligent Tutoring Systems (ITS)

Computer-based ttoring sysiems atiempt to create interactive learning environments in which the
lezzner/trainee can carry out simulated tasks. Typicaily, an ITS contains (1) an explicit model of the
domain, (2) an expert program that solves problems in this domain, (3) a model of the smdent thar
explains what the student understands, and (4) a tutoring model that provides instructions {Clancey and
Soloway, 19900,

SOPHIE-III (Brown, Burion and deKleer, 1982) is an intelligent simulation training system that supporis
juteractive training by estimating and responding to student needs. SHERLOCK (Lesgold, L.ajoie, Bunzo
and Eggan, 1992; Lesgold, 1990) is a practice environment for learning troubleshooting a complex device
on the F-15 manual avionics test station. It analyzes inferred student models with respect to expert models
and emphasizes refinement of mental models. The Integrated Information Management System (ITMS)
developed by the U.S. Air Force has imbedded training systems that include such features as multi-level
representations for expert, novice and trainee, preview of littie used tasks, and troubleshooting simulations
{Johnson, 1990). The Environmental Control System (ECS) Tutor is an intelligent simulation that provides
appropriate feedback and advice te the student based on observed interaction (Norton, 1992).

8.5 EXPERIMENTAL EVALUATION OF TRAINING INTERVENTIONS

Combining the literature on training for visual inspection with the demonstrated need for new techniques
of inspector training, it is apparent that there are major issues in need of testing. Both visual search and
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decision-making aspects of the task require assistance if we are to achieve and maintain high levels of
inspector effectiveness within a visuaily-complex, but often repetitive, visual inspection task. These iscues
can be classified as:

. Visual Search Issues

1. Can training improve defect conspicuity? Specifically, can the visual Iobe size be
increased, and if s0, does this increase gencralize across different defects?

2. How effective is feedback in changing search strategy? Specifically, should feedback be
about the inspector’s pexformance, or about the inspector’s strategy?

3. How effective is cueing or feedforward in changing search strategy? Specifically, do
inspectors perform better with generalized information or specific recommendations?

. Decision-Making Issues

1. Perception of multiple defect attributes: is an active training scheme better than the
equivalent passive scheme?

2. Integration of muitiple defect attributes: is am active training scheme betier than the
equivalent passive scheme.

Note that these issues are ones suggested by the liferamure on industrial inspection, but untested in the
airframe inspection context. Note also that issues have been chosen which do not imply the need for
particular delivery systems, even though ihe evaluation of each issue was carried out on a computer-based
simulation.

Each of the issues above defines a training imtervemtion which was evaluated using a consistent
methoaology. Each test was aimed at determining whether a particular intervention had an impact on
improved performance. Becange these needed controlled conditions, often with many repetitions of similar
faalts, actual airframes and inspectors were not logically possible. For example, the hundreds of cracks
and dents required for the visual lobe training would never be available io an inspector. Thus, a visual
inspection simulator was developed, using a SUN workstaiion computer to reproduce the essential aspects
of the visual inspection task.

In this task the inspector searches for multipie defect types and classifies them into different severity
categories. The seven possible fault types arc missing rivet, damaged rivet, pooched/dished rivet, loose
rivet, rivet cracks, dents and corrosion.

The entire inspection task is a series of search areas where each search area is that portion of the task
which is shown on one screen. A part of the aircraft fuselage (one search area) is presented to the subject,
whose task is to locate the fault in the search area and indicate its discovery by clicking the left mouse
buttcn on the fauk. The layout of ithe multi-window simulated inspection task is as shown in Figure 8.1.

The function of each window is as follows:
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Figure 8.1 Screen of Visual Simulation

Inspection Window. The area currently being inspected is shown in the ieft (large) window. To
simulate the use of local lighting, such as a flashlight beam, only a smaller window within this
area is fully iHuminated, Within this smaller window, or "viewer", faults can be seen and
responded to by clicking them using the left mouse buiton. The entire area of the iaspection
window can be viewed by successive movements of the viewer.

Search Monitor Window. This is a monitoring device which helps the inspector keep track of the
window movement in the inspection window. The viewer in the inspection window is represented
by a tile in the search area window. As the viewer is moved, so dues the tile, which has a
different color froin its illuminzied background area. The darkest shade of the tile is the point of
previous fixation so that the sequence is given by the shade of the color--lighter shades indicate
earlier fixations in sequence while darker shades indicate later fixations.

Macro View Window. This window represents the entire task to be inspected, and provides
information to the inspector about his current position with reference to the cntire task,

The visual inspection simulation generates an ousput data file of subject performance consisting of both
individual statistics for each search area, and summary statistics averaged over alt search areas. Both
performance and process measures are collected. The performance measures include: the numoer of faults
located, the time to detect cach fault, the stopping time, the number of hits, misses, and false alarms, and
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the average time spent in each search area’s nine zones. The process measures collected include: the
percentage of search area covered by the viewer, the number of viewer fixations used to search the area,
the interfixation distance, the percentage overlap of the viewer fixations, and the pattem of viewer
movements. A set-up program allows fault types to be assigned to different rivets, and information such
as feedforward and feedback to be added. Obviously, not all features of the simulation were used in all
experiments.

In all of the experiments, engireering stdent subjects were used, as these represent well the
technically-fluent, but inexperienced, labor pool from which the aviation mechanics (who will eventually
beceme inspactors) are drawn.

The five intervention issues were tested in five experiments. All five measured performance by many
measures, using statistical tests to determine whether each intervention had the predicted impact on each
measure. It is not the intention of this report to provide exhaustive experimzental details, but rather to
demonstrate the main results, interpret these results in terms of training of airframe inspectors, and ouiline
any still-unresolved issues in terms of future evaluation needs. Full details are available elsewhers
{Gramopadhye, 1992), and will eventually be published as a sequence of individual technical papers. This
sequence has already begun with the vispal lobe training evaluation (Latosella, et al., 1992; Drury and
Gramopadhye, 1992).

8.6 VISUAL SEARCH TRAINING EVALUATIONS

Ii a visual search task, the inspector’s eyes meve across the inspected area, fixating subareas with the eye
stationary and jumping rapidly between fixations. The area within which a target can be detected during
a fixation is the visual Icbe. The size of this visual lobe is important as it determines how thoroughly an
area will be searched in a given time period, and hence directly determines the probability of defect
detection. Search strategy is the sequence of fixations used by the inspector and determines the total
coverage of the area. An effective and efficient strategy is one which covers the whole arca with the
minimum overlap between fixations and the minimal back-tracking. The fixst issue concerns the visual
obe size, while the second and third issues evaluate strategy.

8.6.1 Can Training Improve Defect Conspicuity?

The objectives of this experiment were 0 determine the relationship between visual lobe and search
performance, relate changes in lobe size to search performiance, and to evaluate the effectiveness of lobe
training. In particular, the experiment measured whether crossover effects exist in visual lobe training.
It used two types of rivet faults (cracks and loose rivets) and two types of area fanits (corrosion and dents)
to determine whether visual lobe training on one fault would generalize to other faults of the same or
different classes.

The experiment consisted of a familiarization training followed by four visual search tasks, each consisting
of 20 examples of one fault type. Following these tasks, each of the four groups of six subjects undertook
different training schemes based orn a visual lobe task which presented a fault for 0.3 seconds at one of
six positions around a central fixation point. The four groups received the following training:
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Rivet Group: Five irials of 120 visual lobe screens containing loose rivets.

Area Group: As Group 1 except using dents.

Neautral Group: As Group 1 except using a fault (cross) which was imrelevant to the search task.
Control Group: Arn equivalent time on a word processing task on the same computer.

Following training, the four visual search tasks were repeated for all groups.

To determine whether the visual lobe increased in size during the training, an ANalysis Of VAriapce
(ANOVA) was conducted for the lobe size for the three groups (1, 2 and 3) receiving lobe training. Over
the five training trials significant effects of group (F (2,15) = 11.05, p < 0.0011) and training trial (F
(4,60) = 13.46, p < 0.001) were found. To test whether the visual lobe training transferred to the visual
search task, ANOVAs were performed on the mean search times for each fault type. For all four fanit
types, the patterns of the ANOVA results were similar. There were no group main effects (p > 0.15 in
all cases), significant trial effects (p > 0.05 in all cases) and significant group x trial interactions (p < 0.05
for all cases except Rivet Crack where p < 0.10). Tabie 8.1 shows the percentage improvements
following training (i.e., the group x frial inferactions) for each fault type. It can be seen that the two faults
trained in the visual lobe training had the largest improvement. For the faults not trained by visual lobe
training, the improvement was greater where there was more similarity to the visuzi iobe fault. Neutral
training had a smailer amount of transfer, while no training, i.e., spending equivalent time on another
computer task, had no beneficial effect.

Table 8.1 Percentage Improvement in Mean Search Times After Training for the Four Training Groups

| Rivet Faults Area Faults |
_‘ Loose Rivet | Rivet Crack |
| 1. Loose Rivet Training 50.6 41.4

| 2. Dent Training 13.8 13.0
i 3. Neutral Training 58 185
I 4. No Training 39 5.0

Providing training, even just repeated practice, in rapidly detecting a fauli in peripheral vision, did indeed
increase the size of the area in which that fault could be detected in a single glimpse, i.e., the visual lobe.
This increased visual Iobe was not merely a result of increased familiarity with the experimental visual
lobe task, as it transfers to 2 more realistic inspection task, visual search. For each fauit type there was
a 20-30% increase in lobe size over just five practice triais. There was a close correspondence between
the training on actual faults (Groups 1 and 2) and improvement in search times, and even some
improvement for training on a neutral fault, i.e., one which did not appear in any search tasks. No
training, as expected, produced no effect.
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8.6.2 How Effective is Feedback in Charging Search Strategy?

The objectives of this experiment were to evaluate the effectiveness of providing different types of
feedback on the inspection search sirategy. Performance feedback is traditional, i.e., how many defecis
were detected, or how long it took 1o detect all of the defects, but it is possible to give feedback on the
process, or strategy, by which the inspector achieved these results. This may or may not help the
inspector: evaluation is needed. Within this "cognitive” feedback, there are different ways in which the
information can be presented to the inspector. Here we compared process measure feedback (e.g., how
much of the area was covered; what percentage of fixations overlapped) to visual feedback of the scan
path used by the inspector. The former gives hard numbers, the latter a visual pattern. The literature is
silent on which is the better form of cognitive feedback, or whether either is better than tragitional
performance feedback. Thus, farther evaluation is required.

All 24 subjects received familiarization tzaining followed by a visual search task (Trial 1) which consisted
of 75 search areas, cach with either zero, one or two of the four faults (rivet crack, loose rivet, dent,
corrosion). Following this visual search task the sabjects were assigned to one of four groups:

Control Group Three trials of 25 search areas with no feedback

Process Group Three trials of 25 search areas with i=zdback or process measures after each trial

Visual Group Three trials of 25 search areas with on-line visual feedback of search patieins
during each trial.

Performance Group  Three trials of 25 search areas with fesdback on speed and accuracy after each
trial.

After these training interventions, subjects were given a second visual search task (Trial 2) of 75 search
areas with no feedback. Compzrison of Trial 1 with Tral 2 aliowed an evaluation of the relaiive
improvement with either practice only (control group) or the various types of feedback.

Both process measures and performance measures were analyzed for the four groups on the two wials.
For al} of the process mezsures, there was a group x trial interaction, showing that certain groups improved
more than others. Table 8.2 shows the percentage changes for each group from Trial § to Trial 2.

None ¢f the changes for the coatrol group were significant, showing that more practice did not change
search strategy. The process group showed less fixations more widely spaced, and with less overlap, but
the area covered decreased. The visual group showed a similar, if smaller, effect but one which did oot
result in a decreased coverage. Finally, the performance group showed no change in interfixation distance
or area covered, but did give a reduced number of fixations more widely spaced. Clearly, cognitive
feedback had the major effect on search strategy.
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Table 8.2 Percentage Changes in Process Measures after Training for Feedback Experiment

CONTROL PROCESS VISUAL PERFORMENCE
GRCUP GROUP GROUP GROUP

Number of Fixations +6.6 -54.1 -30.9 -27.8
Interfixation Distance 5.2 +i15.3 -6.8 0

Percentage Overlap +57 -55.1 -50.5 -18.0
Percent of Area Control +2.1 -7.0 -0.9

Performance measures, in contrast, showeg trial effects for search times and siopping times but not for
percentage defects detected. Table 8.3 shows the percentage changes in each measure for each groun.

Table 8.3 Percentage Performance Changes by Group for Feedback Experiment

PROCESS
GROUP

VISUAL
GROUP

PERFORMANCE
GROUP

Seaich Time

-26.0

-15.2

-37.1

Stopping Time

-50.4

-35.4

-51.1

Percent Detected

- 8.1

+16

-1.0

As with process measures, the control group showed no effect of their practice. The process group was
considerably faster at search, but appeared to reduce their stopping time too much, giving a decrease in
defects detected. The visual group had smaller reductions in search and stopping times, and no change
in percent defects detected. The performance group was able to speed up the most, and reduce their
stopping fimes the most without sacrificing accuracy. Clearly, performance feedback enhances
performance.

When feedback, or knowledge of results, was provided, behavior and performance changed in predictable
ways. Subjects responded to the feedback given by improving most those aspects of the task included in
the feedback. Thus, cognitive feedback helped subjects optimize their search strategy, while performance
feedback gave the largest performance gains. All feedback groups changed their strategy in a similar
manner, by having less fixations with less overlap. However, the dangers of feedback were illustrated
when the process group made dramatic changes in strategy, resulting in slightly reduced coverage. This
meant that their speed increase was not achieved with constani detection performance like the other
groups, but with poorer detection performance. (A current extension of this experment is evaluating the
combination of feedback types to determine whether provision of both cognitive and performance feedback
will yield larger improvements). Finally, it shoeld be noted that more practice without knowledge of
results (the control group) gave oo improvements in strategy or performance. Only practice with feedback
makes perfect.
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8.63 How Effective is Feedforward in Chanaging Search Strategy?

Guidance or feedforward (Section 8.3.3) is a powerful tool in helping the trainee concenirate on the
appropriate visual cues in the task. In airframe inspection, it comes from two sources: (1) general
knowledge of the physics of aircraft structures and the environmental conditions which act to cause faults,
and (2) specific guidance (e.g., on workcards, from co-workers) on which faults to expect in which parts
of the structure. However, there is a danger with alerting an inspector 1o one type of defect and/or one
area: other defects and areas may be de-emphasized giving poorer performance. The objective of this
experiment was to evalvate general specific and combined feedforward in an aircraft inspection task. To
measure whether improved performance on the cued defect was being obtained at the expense of other

faults, two scenarios were devised, one emphasizing corrosion defects and the other emphasizing rivet
defects.

Twenty-four subjects were given the familiarization training and then performed one visual scarch task
under each scenario (Trial 1). Each task consisted of searching 55 search areas for the same four defects.
The subjects were divided inio the following four groups:

Control Group No feedforward information

Prescriptive Guidance Specific, prescriptive information on both scenarios, i.e., which type of defect was
most common

Descriptive Guidance General, descriptive information on both scenarios, i.e., the recent history of the
aircrafi’s use

Combined Guidance Both types of guidance

Scenaric ! emphasized corrosion defects, either by naming specific areas where corrosion was expected
(lower part <f fuselage) or by geperal history (aircraft employed carrying chemicals, and based at coastal
airport). Scenario 2 emphasized rivet defects, but without any more detailed information on the location
of the rivet defects. After this information, subjects inspected 55 more areas under each scenario (Trial
2).

The results showed no significant group or trial differences, or interaction, for the process measures for
Scenario 1 and only a trial effect for percentage area covered for Scenario 2. As this latter change was
less than 2%, there were essentially no efiects of feedforward on search strategy.

For performance measures, there were group, trial and interaction effects on search time for Scenario 1,

and group and trial effects for search and stopping times in Scenaric 2. Table 8.4 shows the percentage
changes between Trial 1 and Trial 2.
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Table 8.4 Percentage Performance Changes by Greup for Feedforward Experiment

Control Prescriptive Descriptive Combined
Group Group Group Groups
Scenario 1
Search Time +14.8 -23.4 -23.7 -30.8
Stopping Time +73 -10.6 -85 -31.1
Percent Deatected -47 -9.3 +1.6 + 2.1
Scenstic 2
Search Time -135 -11.3 -13.4 + 07
Stopping Time -28.8 -15.2 -17.1
Percent Detectod 0 +16 +28

For Scenario 1, performance improved in terms of speed for all groups except the control group, while
accuracy remained constant except for a decrease by the prescriptive group. This decrease was almost
entirely due 0 reduced detection of the rivet defect, i.e., the ore which was not cued. Scenario 2 gave
peculiar results. Not only did the control group show the largest speed gains, but the combined group was
the only condition to posi improvements in accuracy. Even this accuracy gaip was for the non-Cued area
faults!

It appears that feedforward information is difficult for subjects to use effectively. Strategy changes were
almost all nonsignificant, while performance changes, even though significant, were mixed. Speed may
improve, but accuracy may get worse (Scenario 1) or better (Scenaric 2) for defects which are specifically
called cut, Much more needs to be known about the effects of feedforward on zaircrait inspection before
it can be recommended with any confidence. Even the calling out of specific defects on workcards, long
thought t0 be a pre-requisite to effective inspection (e.g., Drury, et al., 1990) may need to be evaluated
more closely.

8.7 DECISION MAKING ISSUES

When a defect has been located (visual search) a decision must be made as to its severity 1o determine
the comect response (igmore, record for later repair, record for immediate yepair). This decision is
sometizies as simple as judging the free play in a control linkage, but more oftea it is a complex
judgement. For example, a dent must be judged for size, depth and position, or corrosion for Jocation,
extent and severity. Inspectors gradually develop a mental picture (scheima) corresponding not to any
pacticnlar defect previously seen, but rather to a prototype of a defect at 2n action level. The two
experiments reported here used a progressive part-training scheme to classify rivets (Section 8.7.1) or
corvosion {Section 8.7.2). In each case there was a comparison between active and passive training. In
each case a determination was made aiso as to whether the learning transfer from a decision task to a more
complete inspection task involving both search and decision. The experiments differed in that the first
coacerned the accurate perception of each separate atiribute of a defect, while the second examined
integration of attributes into an overall schema of the defect.
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8.7.1 Perception of Multipie Defect Atiributes: Active or Passive Training?

The experimental objective was 1o compare well-designed active and passive training schemes for the task
of correctly classifying individual atiributes of a defect. The task was to judge rivets on a panel, where
each rivet could have two levels of severity on each of three atiributes: edge smoothness, out-of-round,
and flatness. Eight combinations (combinations of two levels of each of three attributes) plus the six
single-attribute defects gave a total of fourteen different defects.

Twelve subjects were assigned to one of two groups for training:

Passive Group Subjects saw each defect five times in the center of the screen, foilowed by
progressively more combinations of defect atfributes, with the correct
classification showr beside each defect.

Active Group As for passive group, except that subjects had to enter the classification of each
defect (with immediate feedback) rather than merely reading the classification.

After training, each subject was presented with fifteen examples of each defect (210 total defects). The
defective rivet appeared in the center of the screen, with a classification response required of the subject.
Following this decision task, an inspection task was given, again with 210 defects. 'n the inspection task,
the subiect first had to locate the defective rivet among the other rivets in a search area, and then give the
classification response.

Significant differences between active and passive training for the percentage comect decisions were found
for both the decision and inspection tasks, as shown in Table 8.5.

Table 8.5 Percent Comrect Decisions for Attribute Perceptions
PASSIVE TRAINING

ACTIVE TRAINING

Decisicn Task 79.0 83.8
IL Iinspection Task 7190 855
- ——— tm

The active training scheme produced 2 clear advantage in accuracy in both tasks. Indeed, it gave a greater
advantage when the decision was embedded in a2 more complex inspection task involving search and
decision. Analysis of the search times in the inspection task showed no difference between the two
training schemes, indicating that decision training does not improve search performance, only decision
performance once search for the defective rivet has beer completed.

Clearly, an active training scheme is preferred, even when compared to an equally well-designed
progressive-part passive scheme. The inspector’s active iavolvement in learning is essential.

8.7.2 [Integration of Multiple Defect Attribuies: Active or Passive Training?

In addition to merely classifying each attribute of a defect comectly, inspectors often need to combine
information from more than one attribute when making a judgement. The objective of this experiment
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was to study the development of such schema, or combinations of attributes, under active and passive
training schemes.

The task used areas of corrosion, each of which had three attributes: density, quantity and color. Density
and color could be at three levels on the computer dispiay, while quantity could be at two levels, giving
eighteen combinations in all. Subjects had to reach an overall judgement of severity as iow, moderate or
high depeading upon the particular combinations of levels of the attributes.

As in the previous experiment, two groups of six subjects each were used:

Passive Group Subjects saw each of the 18 defecis five times in the center of the screen,
followed by combinations of defect atiributes. The correct classification (L, M
or H) was shown beside each defect

Active Group As for passive group except that subjects has to enter L, M or H for each
defect, with immediate feedback.

The decision task consisted of 120 defects, each shown in the center of the screen, with the subject
responding L, M or H after each defect. For the inspection task, each of the 120 defects was embedded
in a screen consisting of the same rows and columns of rivets used in the previous experiment. Again,
the subject had to first iocate the defect and then classify it as 1., M or H severity.

There were significant group differences on both decision and inspection tasks for percentage correct
responses, and for information transmitted in bits/response. As in the previous experiment, there was no
significant group effect on search times in the inspection task. Table 8.6 shows the mean values,
Table 8.6 Performance by Group, Integration Experiment _ _
‘ PASSIVE TRAINING ACTIVE TRAINING |
| Percent Correct, Decision 774 87.8

i Percent Correct, inspectior: 735 86.3

information Transmitted, Decision 0.76 1.06

§ Information Transmitted, Inspection | 0.74 0.99

Active iraining was again significantly better on all measures, but here there was no extra improvement
on the more complex task. In both decision and inspection, errors were roughly halved when the actively
trained group was compared to the passively trained group. Clearly, active participation of the inspector
is 2 key element in learning to integrate information from many attributes.
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838 TRAINING METHOD FOR AIRCRAFT STRUCTURAL INSPECTION

In this section we outline a general {raining method that uses the key conclusions of the research and
indicates how it can be applied to enhance training on a particular inspection task. The conclusions can
be summed up as:

i. Visual lobe training improves mean search times and is generalizable across all faults within a
fault set.

2, Feedback of process and performance measures can improve search strategy and reduce search
time.

3. Feedforward information helps modify search strategy.

4, Active and progressive part-training help improve classification performance.

Figure 8.2 describes a general methodology for developing training programs for aircraft inspection. This
section elaborates on the "training method” part of the methodology, giving as an example, the inspection
task during a B-check on a DC-9,

This training methodology uses:

i.- A mix of classroom and siructuered OJT

2 Visual lobe training for specific faults

3 Feedback of process and performance measures
4, Feedforward information

5. Active training for defect classification.

The methodology is explained using a section of a B-check for nose landing gear and wheel well
inspection. There are three major components to this inspection:

1 Wheel well, doors, adjacent components
2. Nose gear assembly and installation
3 Nose gear tire and wheel assembly.

Table 8.7 presents a condensed overview of this entire B-check. The entire inspection has been broken
down into two parts: structure and defects. The structure explains the component to be inspected, and
the defect column lists the non-conformities to look for. This allows us to identify (a) the aircraft
knowledge that the inspector should have, and (b} the defects that are being looked for.

8.9 CLASSROOM TRAINING

This shouid consist of the following componenis:

I3 Information on Area. The trainees should learn the names and locations of 2ll relevant parts of

the area (listed under the structure columa in Table 8.7) to be inspected. Active training methods
used should make the trainee name and locate all the reievant parts/areas. This training should
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3.10

also include functional knowledge about the various components, combined with adequate
feedback on performance.

Information on Workcard Usage. This part should familiarize the trainees with the workcard.
Steps include showing them how to use the workcard, knowledge of various procedures, e.g.,
checking depth of nicks or digs, releasing of nose steering bypass, etc. Information should be
imparted on how to write non-routine repair cards. Again, an active training method is
appropriate.

Examples of Defects in Each Area A defect list must be generated from the workcard, giving
a listing of all the defects that an inspector using the workcard must look for (Table 8.7). An
effort should be made to collet samples, photographs, video tapes of all defects. Arn active
trzining method where the trainee jdentifies, and classifies, each defect should be followed.
Cognitive feedback should be provided during the training.

Visual Lobe Training. Visual lobe training can be provided on a simulator, similar to the one
used in the evalpations (Section 8.6) for some of the visual defects like corrosion, visual damage,
fluid leaks and worn parts. Now that acteal photographs car be scanned readily into computer
systems, defects can be placed easily in many places on the scanned visua: image of the area o
be inspected. Thus, creating a realistic simulator for visual lobe training is possible.

STRUCTURED ON-THE-JOB TRAINING

A structured on-the-job training methodology imparts a controlled training atmosphere in 2 work setting.
Since it is expensive to produce a realistic simulator of the whole inspection task, we are constrained to
have some training done on the job. The OJT method should involve the show-tell-do routine that
includes demonstration by the expert inspector on an efficient way to inspect followed by the traince
inspecting the aircraft with subsequent feedback from the experienced inspector. This needs to have both
performance and cognitive aspects, i.e., whether the search was successful, and whether it was performed
using the most effective strategy. The experienced inspector should also provide feedforward on each area
to the trainee in terms of what defects to look for, defect criticality, past history, etc.

In the space available in this report, more depth cannot be incinded concerning the detailed application
of the research findings to aircraft inspection. However, the level chosen for presentation here does
demonstrate the principles involved and how they can be applied with minimal hardware requirements.
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Chapter Eight

811 CONCLUSIONS

'This research program has used observations of the current training of visual inspection, and the principles
of effective training to derive experimental evaluations of specific interventions. The experiments had
(generaily) highly successful outcomes, showing that many of the intervertions can indeed be applied to
visual inspection training. An example is provided which outiines how these findings can be applied to
an existing task. The next challenge is to devise and implement detailed inspection training programs
based on these findings and evaluate these new programs on the hangar floor. As a side-benefit of the
research, a sienilation program is now available to allow rapid evaluation of other training interventions
without disruption of on-going inspection activities.

8.12 REFERENCES

Bartram, D. (1988). The design and evaluation of a computer-based training system for foreign
destination coding desk operators. In Patxick, J. and Duncan, E. D. (Eds), Training, human decision
making and control. Amsterdam: Elsevier,

Brown, 1. S., Burton, R. R. and DeKleer, J. (1982). Pedagogical, natural language and knowledge
engineering techniques in SOPHIE [, I and [II. In Sleeman, D. H. and Brown, J. S. (Eds.),

Christal, R. E. (1974). The United States Air Force occupational research project. (Tech. Rep. No.
AFHRL-T¢-73-75). Texas: Air Force Human Resources Laboratory, Occupation Research Division.

Clancey, W. J. and Soloway, E. (Eds.). (1990). Artificial intelligence and learning environments.
Cambridge, MA: Bracdford/MIT Press.

Czaja, S. L. and Drury, C. G. (1981). Training progranis for inspection, Human Factors, 23, 4, 473-484.

Desormiere, D. (1990). Impact of new general aircraft on the maintenance environment and work
procedures. Proceedings of the Fifth FAA Meeting on Human Factors in Aircraft Maintenance and
Inspection, 124-134,

Doherty, M. E. and Balzer, W. K. (1988). Cognitive feedback. In Brehmer, B. and Joyce, C. R. B. (Eds.),
Human judgement: The SJT view. New York: North Holland, 163-195.

Drury, C. G. (1990). Visual seazch in industrial inspection. In Brogan, D. (Ed.), Visual Search. London:
Taylor & Francis, 263-276.

Drury, C. G. and Gramopadhye, A. K. (1992). Training for visual inspection: Controlled studies and field
implications. Proceedings of the Seventh FAA Meeting on Human Factors Issues in Aircraft
Maintenance ard Inspection, 135-146.

Drury, C. G. and Gramopadhye, A. K. (1990). Training for vismal inspection. Final Report of the Third
FAA Meeting on Human Factors Issues in Aircraft Mainterance and Inspection, 149-164.

152



Training for Visual Inspection of Aircraft Structires

Drury, C. G. and Kleiner, B. M. (1990). Training in industrisl environments. Proceedings of the 23rd
Annual Conference of the Human Factors Association of Canada, 99-108.

Drury, C. G., Prabhu, P. V. and Gramopadhye, A. K. (1990). Task analysis of aircraft inspection
activities: methods and findings. Proceedings of the Human Factors Society 34th Annual Meeting,
1181-1185.

Flanagan, J. C. (1954). The critical incident technique. Psychological Bulletin, 51, 327-358:

Goldsby. R. P. (1991). Effects of automation in maintenance. Proceedings of the Fifth FAA Meeting on
Human Factors Issues in Aircraft Maintenance and Inspection, 103-123,

Gramopadhye, A. K. (1992). Training for Visual Inspection. Unpublished doctorai dissertation, State
University of New York at Buffalo.

Hammond, K. R. and Summers, D. (1972). Cognitive Control. Psychological Review, 79, 1, 58-67.

Johnson, W. B. (1990). Advanced technology training for aviation maintenance. Final Report of the Third
FAA Meeting on Human Factors Issues in Aircraft Maintenance and Inspection, 115-134.

Johnson, W. B., Norton, J. E. and Utsman, L. G. (1992). New technology for the schoolhouse and
flightline maintenance environments. Proceedings of the Seveath FAA Meeting on Human Factor Issues
in Aircraft Maintenance and Inspection, 93-100.

Kello, J. (1990). The role of simulation in technical and team-skills training. Proceedings of the FAA
Training Technology Symposium, 133-148.

Kurland, L. and Huggins, A. W. F. (1990). T:aining trouble-shooting using advanced Al-based trammg
technology. Proceedings of the FAA Training Technology Symposium, 133-148.

Latorella, K. A., Gramopadhye, A. K., Prabhu, P. V., Drury, C. G., Smith, M. A. and Shanahan, D. E.
(1992). Computer-simulated aircraft inspection tasks for off-line experimentation. Proceedings of the
Human Factors Society 36th Annual Meeting, 92-96.

Lesgold, A. M. (1990). Inteiligent computer aids for practice of complex troubleshooting. Proceedmgs
of the FAA Training Technology Symposium, 116-132,

Lesgold, A. M., Lajoie, S. P., Bunzo, M. and Eggan, G. (1992). SHERLOCK: A coached practice
environment for an electronics troubleshooting job. In Larkin, I., Chababy, R. and Scheffic, C. (Eds),
Computer assisted instruction and intelligent tutoring systems: Establishing communication and
collaboration. Hillsdale, NJ: Lawrence Erlbaum.

Lukins, I. (1990). Automation and maintenance training. FAA Training Technology Symposium, 66-72.

153



Chapier Eight

Lutzinger, R. T. (1989). Day-to-day problems in air carrier maintenance and inspection operations. Final
Report on FAA Meeting on Human Factors Issues in Aircraft Maintenance and Inspection, A-17 - A-
25.

Naylor, J. C. and Priggs, G. E. (1963). Effecis of task complexity and task organization on the relative
efficiency of part and whole training methods. Journal of Experimental Psychology, 65, 217-224.

Norton, J. E. (1992). Inteliigent simuiator for maintenance training. Proceedings of the Seventh FAA
Meeting on Human Factor Issues in Aircraft Mainternance and Inspeciion, 101-106.

Orlansky, J. and Steing, J. (1979). Cost-effectiveness of computer-based instruction in military fraining
(IDA Paper P-1375). Arlington, VA: Institute for Defense Analyses and Technology Division.

Patrick J. (1992). Training Research and Practice, New York: Academic Press.

Payne, H. E. (1990). Army training 21: Concepts of the future. Proceedings of the FAA Training
Technology Symposium, 174-179,

Reigeluth, C. M. ang Stein, F. S. (1983). The elaboration theory of instruction. In Reigeluth, C. M. (Ed.),
Instructional design theories and models. An overview of their current status. Hillsdale, NJ: Lawrence
Erlbaum.

Rice, 1. W. (1990). Use of 3-D presentations in maintenance training. Final Report of the Third FAA
Meeting on Human Factors Issues in Aircraft Maintenance and Inspection, 135-139.

Skinner, M. (1990). Aviation maintenance practices at British Airways. Proceedings of the Fourth FAA
Meeting on Human Factors Issues in Aircraft Maintenance end Inspeciion, 143-153.

Shepherd, W. and Parker, J. (1990). Human factors issues in aircraft maintenance and inspection “Training
issues.” Final Report of the Third FAA Meeting on Human Factors Issues in Aircraft Maintenance and
Inspection.

Walter, D. (1990). An innovative approach to NDT inspector training at Boeing. Final Report of the
Third FAA Meeiing on Human Factor Issues in Aircraft Maintenance and inspection, 52-T1.

Wirstaad, J. (1988). On knowledge structures for process operators. In Goodstein, L. P., Andersen, H.
P. and Olsen, S. E. (Eds.), Tasks, errors and menial models. New York: Taylor & Francis, 50-69.

i54



€

BAT




